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4.1.1 get_arp

int get_arp(unsigned char *mac_address);

Description
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2.1 Start_Library

void Start_Library(void);

Description

ezManager 2t0|E2{2| AM&S 98 ZQot HRE2E 5 ot 20|22 &+S0| At
8dte HesS =7I8 gLt

— LT ==
Parameters
Return values

Examples

See also
End_Library

Remarks

ezManager Z}0|E

2 QF Blo] ArEdSH7| fBiM SEZZITO| A|ZE O
Start_Library st42 & sMA|IR

2.2 End_Library

void End_Library(void);

Description
s SR Lot H=2E|e AHES SHA LT

= =

njo

Start_Library gt =
Parameters
Return values
Examples

See also

Start_Library
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Remarks
ezManager 2}0|E2{2| AFRS ZE st= 42 End Library st
FoM SHC =2 2Fot0 ALE HEE[E SiH SHUAlR. OA™X
MZI & ol |C}
o2 T Mmd .

£ zzsto] 2tolegz|
? W22 F=7t
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3.1 EzTCP_Search

int EZTCP_Search(int udp_port_number, int *error);

Description
2Z HEYIOAM J(1|E(ezTCP)E ZAMBHL|CE UDP 50005, 50007 ZEZS At2st0] A5}
E miZles EREIHNAE oF = 227t NE(ezTCP)Q| SEE 7|CHELICH

Parameters

int udp_port_number

HME(ezTCP)2 Mg I AL83Sl= ZE Mo E X|EY = JUSLICH 02 YHSIH 7|2
TEM SOl 500058, 500072 ALS BhL|C},

in *error

[+ Aol M 39 2F ol MIYFLICE

—

ok

Return values

EzTCP_Search= & Zz0| MZstM EZTCP_SUCCESSE dtslstn, X YoM
EZTCP_ERR & utststa error0ff A|AHl @5 HSE XASHL|CH

Examples

int error = 0;

int res = 0;

Start_Library();

res = EzTCP_Search(0, &error);

if ( res == EZTCP_ERR )
{
#if defined(__LINUX)

printf(“error[%d] %s\r\n”, error, strerror(error));
#elif defined(_WINDOWS)

LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |
FORMAT_MESSAGE_IGNORE_INSERTS, NULL, error, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“eError[%d] %s\r\n”, error, (char*)lpMsgBuf);

#endif

3
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else
{
int i = 0;
int eztcp_count = get_eztcp_count();
for(i = 0; i < eztcp_count; i++)
{
struct eztcp_info out_eztcp_info;
int ret = get_eztcp_info_by_index(i, &out_eztcp_info);
if(ret == EZTCP_SUCCESS)
{
printf(“MAC Addr.[%02X: %02X: %02X: %02X: %02X: %02Xx]\r\n”,
out_eztcp_info.mac_address[0],out_eztcp_info.mac_address[1],
out_eztcp_info.mac_address[2],out_eztcp_info.mac_address[3],
out_eztcp_info.mac_address[4],out_eztcp_info.mac_address[5]);
}
}
}

End_Library(Q;

See also

EzTCP_Read, get_eztcp_count, get_eztcp_info_by_index

Remarks

EzTCP_Search= X Z(ezTCP)2 2Z HEYIA0A ZAMS7| QI8HA =]
g AH8Stn JUELCh O|A2 AEA HAFH AILHOM 2 S Uty 5 2o

=
JBS m2o| S0l AEE & USLch

3.2 EzTCP_Read

int EZTCP_Read(int search_method, unsigned char *mac_address, char *ip_addr,

int udp_port_number, int *error);

Description

MACFEA Ei IPFEAE ALE3I0] YEYI0N HE(E2TCP)S ZMsiL|ct

Parameters
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int search_method
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HZ(ezTCP)2 Mg Il MACFAE AM8%t= 8% 02, IPFAE AME%= 4% 12 ¢
S| C}
unsigned char *mac_address
MEZ2| MACEAZ 6HIO|EQIL|LCY.
char *ip_addr
M&Eel P4 YLt
int udp_port_number
HZEzTCP)E AMY W A8%t= ZE B E X[PY = UASFLICL 02 YSHH 7|2
ZEHS Ol 500058, 500078 AR EtL|Ch.
int *error
gt Aol Hujst 42 2F 40| MY ELCHL
Return values
EzTCP_Read= ¢t x0| MastH EZTCP_SUCCESSEZE dtsistn, X %od
EZTCP_ERR g HIst8} D errordf| A|AE Q2 HSZ xASLICE

Examples

int res 0;

int error 0;

unsigned char mac_address[6];

char *ip_addr = “10.1.0.1”;
mac_address[0] = 0x00;
mac_address[1] = 0x30;
mac_address[2] = 0xf9;
mac_address[3] = 0x00;
mac_address[4] = 0x00;
mac_address[5] = 0x01;

Start_Library();

// MAC address

res = EzTCP_Read(0, mac_address, NULL, 0O, &error);
if ( res == EZTCP_SUCCESS )
{

int i = 0;

int eztcp_count get_eztcp_count();

for(i = 0;
{

i < eztcp_count; i++)

Sollae Systems. Co., Ltd.
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struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(i, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
printf(“MAC Addr.[%02X: %02X: %02X: %02X: %02X: %02X]\r\n”,
out_eztcp_info.mac_address[0],out_eztcp_info.mac_address[1],
out_eztcp_info.mac_address[2],out_eztcp_info.mac_address[3],
out_eztcp_info.mac_address[4],out_eztcp_info.mac_address[5]);
3

// IP address

res

= EzTCP_Read(l, NULL, ip_addr, 0, &error);

if ( res == EZTCP_SUCCESS )

{
int i = 0;
int eztcp_count = get_eztcp_count();
for(i = 0; i < eztcp_count; i++)
{
struct eztcp_info out_eztcp_info;
int ret = get_eztcp_info_by_index(i, &out_eztcp_info);
if(ret == EZTCP_SUCCESS)
{
printf(“IP Addr.[%s]\r\n”, out_eztcp_info.hostname);
3
}
End_Library(Q);
See also
EzTCP_Search, get_eztcp_count, get_eztcp_info_by_index
Remarks

EzTCP_Read= search_methodof Q215 Zto| [M2tA K| Z(ezTCP)S HEQII0AM ZAHSH
7] ?Isf UDP EE2EIWAE IfZlE AMEY = UFLCL O|A2 ALEX A|IZEHOM HH F

=
=
o gty 5 Hot Z2"s 20 40| XtEHE & UL

—
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3.3 get_eztcp_count

int get_eztcp_count(void);

Description
EzTCP_Search = EzTCP_ReadE At2310 ZHAME X Z(ezTCP)Q| /42 =Qlgt 4 9l
L C

Parameters

Return values

EzTCP_Search = EzTCP_ReadE At23t0] ZAMEl X Z(ezTCP)Q| & Jf4E HistshL|
C}.
Examples

int error = 0;

int res = 0;

Start_Library(Q);

res = EzTCP_Search(0, &error);

if ( res == EZTCP_ERR )
{
#i1f defined(__LINUX)

printf(“Error[%d] %s\r\n”, error, strerror(error));
#elif defined(_WINDOWS)

LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |
FORMAT_MESSAGE_IGNORE_INSERTS, NULL, error, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“eError[%d] %s\r\n”, error, (char*)lpMsgBuf);

#endif
}

else

int i = 0;

int eztcp_count = get_eztcp_count();

for(i = 0; i < eztcp_count; i++)
{

struct eztcp_info out_eztcp_info;
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int ret = get_eztcp_info_by_index(i, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
printf(“MAC Addr.[%02X: %02X: %02X: %02X: %02X: %02X]\r\n”,
out_eztcp_info.mac_address[0],out_eztcp_info.mac_address[1],
out_eztcp_info.mac_address[2],out_eztcp_info.mac_address[3],
out_eztcp_info.mac_address[4],out_eztcp_info.mac_address[5]);
}

End_Library(Q;

See also

EzTCP_Search, EzZTCP_Read, get_eztcp_info_by_index

Remarks

3.4 get_eztcp_info_by_index

int get_eztcp_info_by_index(int index, struct eztcp_info *out_eztcp_info);

Description

HAMEl M Z(ezTCP)O| MEE Z=3| gLt

Parameters

int index
ZME K E(ezTCP) & HEE X3 MEQ =HO= 02E A2 gL|Ch
struct eztcp_info *out_eztcp_info
M Z((ezTCP) MEE XZte eztcp_info LN Q| EOIE L|LC}.
Return values

index zto] 9&s #e EZTCP_SUCCESSZ dtsisin
out_eztcp_infoo| M&stL|Ct Q™K %S #L EZTCP_ERRE i

ST oOT

N Z(ezTCP) HHE
shetLct

Examples

[ int error = 0;
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int res = 0;

Start_Library(Q);

res = EzTCP_Search(0, &error);

if ( res == EZTCP_ERR )
{
#if defined(__LINUX)

printf(“Error[%d] %s\r\n”, error, strerror(error));
#elif defined(_WINDOWS)

LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |
FORMAT_MESSAGE_IGNORE_INSERTS, NULL, error, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, error, (char*)lpMsgBuf);

#endif
}
else
{
int i = 0;
int eztcp_count = get_eztcp_count();
for(i = 0; i < eztcp_count; i++)
{
struct eztcp_info out_eztcp_info;
int ret = get_eztcp_info_by_index(i, &out_eztcp_info);
if(ret == EZTCP_SUCCESS)
{
printf(“MAC Addr.[%02X: %02X: %02X: %02X: %02X: %02X]\r\n”,
out_eztcp_info.mac_address[0],out_eztcp_info.mac_address[1],
out_eztcp_info.mac_address[2],out_eztcp_info.mac_address[3],
out_eztcp_info.mac_address[4],out_eztcp_info.mac_address[5]);
3
3
}

End_LibraryQ;

See also

EzTCP_Search, EzZTCP_Read, get_eztcp_count
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Remarks

eztep_info LEKE CHE@ 22 RZRE ZhX 1 Y&LCH

struct eztcp_info

{
unsigned char
char
unsigned char
int
char
int
int

mac_address

mac_address[6];
hostname[NI_MAXHOST];
comment[65];

env_status;
product_name[32];
search_method;
search_port;

M| =(ezTCP) MACFEA Q L|LC}.

hos tname

XN|Z(ezTCP) IPFA Y L|LC}.

comment
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HZ(ezTCP) M L|ct. NI_MAXHOSTE ezManagerLibrary.hoj 10252 Ho|z/of QU

LI

env_status

X E(ezTCP) M7
=M7t e 3

product_name

Zto| MEHES LtERLICE MY Zfol
0

X = (ezTCP) O|F YLILY.

search_method

X E(e7TCP)S
P F2 AMaL

search_port
M= (ezTCP)E

Al
c}.

ZAI3L UDP ZEMS QL|C}.
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4.1 HES$23

4.1.1 get_arp

int get_arp(unsigned char *mac_address);

Description

get arp= [MZ s4E HACAM IP FA AT|] 7|52 MEY RS HratetL|C}

Parameters

unsigned char *mac_address

EzTCP_Search = EZTCP_ReadE At2310] HME K| ZE(ezTCP)S| MACEA U L|C}

Return values

get arp= [MS +ME fAoM IP Fa

X2 4% 02 et

mac_address2 7tZl K Z(ezTCP)2 %t

7|] 7|50| MEHE|O| QoD 12 disisin 1

-

A2 A Of
Er=]

& gl FRols 18

o

rir

Examples
See also

Remarks

4.1.2 get_dhcp

int get_dhcp(unsigned char *mac_address);

Description
get_dhcpe [AHES 2 IP F& ¥7|(DHCP)] 7|52 ME OfRE gtstetLc

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ At83}0] ZAME X Z(ezTCP)Q| MACEA QL|Ct

Return values
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get_dhcp= [XHE22 IP F& 2I|(DHCP)] 7|50| MEZ|0 QUo@ 12 Htsistn QX

n

mac_addressg 7%l HE(ezTCP)2 & + gl dR0& -1 vretaLct
Examples

See also

get_dhcp_dns

Remarks

4.1.3 get_dhcp_dns

int get_dhcp_dns(unsigned char *mac_address);

Description

get_dhcp_dns= [XHE22 DNS M FA 7]] 7|50 M O{2Z ghatgtL|Ct,

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QlL|CH

Return values
get_dhcp_dns= [AFS 22 DNS MH FA 7] 7|50| MEfg|of Qo® 12 diskstn 1
A &2 HL 0g HELC

mac_addressg 7t% K Z(ezTCP)2 A2 += ¢l= Z20= 12 gtstetL|Ct

o [y =]

rir

Examples

See also

get_dhcp

Remarks
[XtS 22 DNS M FA 7]17} MHE ZL K E(ezTCP)2 DHCP MHZHE T g2
=
T

DNS M| IP 242 AFRSILICE 12X %S A9 ALRXI7F Y2{st DNS AH] IP
gstL|C}.
O |
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4.1.4 get_pppoe

int get_pppoe(unsigned char *mac_address);

Description

get_pppoe= [O}O|C|2 IP Fa& RI|(PPPoE)] 7|52l & RS HretafL|Ch

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_pppoe:= [OIO|C|2 1P Fa& ®I|(PPPoE)] 7|50 MEEOf QU
S Ho 0= HislSHL|C}

mac_addressg 7t%l ®Z(ezTCP)S A2 £ ¢

o
r2
[35Y
mjo
re
fot
Ot
=
]
op
A

A0 12 wrsksCh

rir

Examples

See also

get_pppoe_id, get_pppoe_pwd

Remarks

4.1.5 get_ip4_local_address

int get_ip4_local_address(unsigned char *mac_address, char *out_address);

Description

get_ip4_local_address= X Z(ezTCP)Q| IPV4 [H|Z IP FA]E out_addrof X ZgHL|Ct

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *out_address
[HMZ 1P F217F HTE =ZIHLCH

Return values

get_ip4_local_address= out_addrof [HZ IP FA
X o™ 02 HratetL|ct.

i
Ral
02l
_o'_l.
rir
g
0x
OH
Ot
re
[E=Y
mjo
rx
i
Ot
k1
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mac_addressg 7%l M Z(ezTCP)2 &S £ 9

rir

BR0= 12 gretetL(o).

—

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[128];
memset(buf, 0x00, 128);
get_ip4_local_address(out_eztcp_info.mac_address, buf);
printf(“Local IPv4 : %s\r\n”, buf);

1

See also

get_ip4_local_address, get_ip4_subnet_mask, get_ip4_gateway_address, get_ip4_dns_address
Remarks

get_ip4_local_address= Ipv4o| Hoz & &
out_addressof XM Z&stL|Ct.

4.1.6 get_ip4_subnet_mask

int get_ip4_subnet_mask(unsigned char *mac_address, char *out_subnet_mask);

Description
get_ip4_subnet_mask= | Z(ezTCP)o| [MEYI OIAJ]E out_addroj XMZHetL|CH.
Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|C}
char *out_subnet_mask
(MBS Op23]7F HEE ZQIE L[}
Return values
get_ip4_subnet_mask= out_subnet_maskof| [MEH DIAZIE XMES=H HIStH 12

HESFSI T 2K OB 02 HHeketL|TH

mac_address2 7%l HZ(ezTCP)2 &2 4

£ Qe FRoE 12w
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Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[128];
memset(buf, 0x00, 128);
get_ip4_subnet_mask(out_eztcp_info.mac_address, buf);

printf(“subnet mask : %s\r\n”, buf);

See also

get_ip4_local_address, get_ip4_subnet_mask, get_ip4_gateway address, get_ip4_dns_address
Remarks

gett_ipélasulbn;atTrrlaslkrf IPv4o| XMooz J[E = AMXL HEI|HoZ [MEUl OIA3)E
out_addroj| X{ZtstL|Ct,

4.1.7 get_ip4_gateway_address

int get_ip4_gateway address(unsigned char *mac_address, char *out_address);

Description
get_ip4_gateway address= H|Z(ezTCP)2| IPv4 [HO|EgYO| IP FA]E out addroj X7 et
L|C}.

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_address

[HIOIEHIO] 1P F2A]7F HTE ZOIH LLC}

Return values

get_ip4_gateway_ address= out _addressoj| [AHIO|EZO] IP FAIE XNESH=0 AMIstH 1
2 dtetstn O™X| o™ 02 HhetetL|Ch

s — = [ =]

mac_address2 7% HE(e2TCP)S &2 4 9E ZR0s 12 Wt

Examples
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struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[128];
memset(buf, 0x00, 128);
get_ip4_gateway_address(out_eztcp_info.mac_address, buf);

printf(“Gateway : %s\r\n”, buf);

See also

get_ip4_local_address, get_ip4_subnet_mask, get_ip4_gateway address, get_ip4_dns_address
Remarks

get_ip4_gateway addresst IPv4o] Moz [E = AMZIS EI|HO=Z [HO|EYO] IP F
A]2 out_addressof X#&etL|C}

4.1.8 get_ip4_dns_address

int get_ip4_dns_address(unsigned char *mac_address, char *out_address);

Description
get_ip4_dns_address= X|Z(ezTCP)2| IPv4 [DNS MH IP FA]E out addroj &Z&gkL|Ct.

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_address
[DNS MH IP F2]7F MEE ZIE YLt

Return values

get_ip4_dns_address= out_addressoj [DNS MH IP FAIE XNEst=H HIstH 12 gt
et O™X| fo™ 02 gretetL|Cf
mac_addressg 7%l X ZE(ezTCP)& & + 9= ZdR0& -1 ettt

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);
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if(ret == EZTCP_SUCCESS)
{
char buf[128];
memset(buf, 0x00, 128);
get_ip4_dns_address(out_eztcp_info.mac_address, buf);
printf(“DNS : %s\r\n”, buf);
}
See also
get_ip4_local_address, get_ip4_subnet_mask, get_ip4_gateway address, get_ip4_dns_address.
Remarks

gett_ip(;ld_dns_addresss IPv4o| Moz & = AMZZ FEIIHOZ [DNS MH IP FAIE
out_addressof| X Z&tsHL|Ct,

4.1.9 get_pppoe_id

int get_pppoe_id(unsigned char *mac_address, char *out_pppoe_id);

Description

get_pppoe_id= X|Z(ezTCP)2| [PPPoE O}O|C|1E pppoe_idoj| X ZfstL|Ct,

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_pppoe_id

[PPPOE OfO|C|]7} MAE IZQIE{ QlL|Ct.

o=

Return values

get_pppoe_id= out_pppoe_idoj| [PPPoE OO|C|]E XA SH=0 M3stH 12 HtzistL|Ct
mac_addressg 7%l MZ(ezTCP)2 &2 £ gl= d20= -18 otetstL|Ct,

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
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char buf[128];
memset(buf, 0x00, 128);

get_ppoe_id(out_eztcp_info.mac_address, buf);

printf(“PPPoE ID : %s\r\n”, buf);

See also

get_pppoe, get_pppoe_pwd
Remarks

[PPPOE O}O|C|]= NULLES M| Q|stD *|C§ 32dH}O|EQIL|CE [}2}A out pppoe_id= %4 33
HFO|EQ| H22| SZt2 7HX[12 U0{OoF grL|Cf.

4.1.10 get_pppoe_pwd

int get_pppoe_pwd(unsigned char *mac_address, char *out_pppoe_pwd);

Description

get_pppoe_pwd= X|Z(ezTCP)2| [PPPoE H|UH F]E out_pppoe_pwdof| X ZEetL|C}.

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_pppoe_pwd

[PPPoE H|ZHMZ]7t XMEE ZQIHYL|C

Return values

get_pppoe_pwd= out_pppoe_pwdof [PPPoE H|HHSIZE XNES=H MHISIH 12
L|C}.

T
o
%

mac_addressg 7}xl | Z(ezTCP)2 XS = Q= A0 -12 dtstgtL|Ch

=

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[128];

memset(buf, 0x00, 128);
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get_ppoe_pwd(out_eztcp_info.mac_address, buf);

printf(“PPPoE password : %s\r\n”, buf);
|

See also
get_pppoe, get_pppoe_id

Remarks

[PPPoE H|YHM=Z]= NULL=

M|t X|CH 16HFO|EQIL|CE [MH2tAl out_pppoe_pwds |
2 17HIO|EQ| MEZ2| Z7HS ZHX|D RUOjof ghL|LCt.

oL =

4.1.11 get_ip6

int get_ip6(unsigned char *mac_address);

Description
A EH

get ipb= IPv6 7|52 MEH O{EE dHistghL|C

Parameters
ol |C},

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ AI238t0] ZMEl X Z(ezTCP)2| MACEA ¢

Return values
get ipb= IPv6 7|50| MEHE|Of QoM 12 Ao 02 iSO}
mac_address2 7%l K Z(ezTCP)S %2

Examples

See also

is_ip6, get ip6_gua type, get ip6_eui_type,
get_ip6_gateway_address, get_ip6_dns_address.

get_ip6_local_address, get ip6_subnet prefix_length,

Remarks
IPv6O| CHPH ECh XtMe LHE2 YA SL|O[X|0A IPv6 7t0|= EME EZERSHA|IZ| HIEL
Ct.

4.1.12 get_ip6_gua_type

int get_ip6_gua_type(unsigned char *mac_address);

http://www.sollae.co.kr

Sollae Systems. Co., Ltd.



http://www.sollae.co.kr/

ezManager Library ~ At8A MM

Description

get_ip6_gua_typeE IPv6 [HZ IP FA] A HtAlg diststL|Ct,

Parameters
unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl K Z(ezTCP)2| MACEA QlL|LC}

[

Return values

get_ip6_gua_type2 IPv6 [ME IP FA] A7 WAlS vhetsto] 1 L2 otefet Z&Lch
0

[(x+& IP F& 2]

[D™E IP FA AM]

mac_addressg 7I%l HZE(ezTCP)2 &2 £ %= 4dR0= -18 grsigtL|Ct.

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
if(is_ip6(out_eztcp_info.mac_address) == 1)
{
int gua_type = get_ip6_gua_type(out_eztcp.mac_address);
if(gua_type == 0)
printf(“[IPv6] Network Type : Obtain an IP automatically.\r\n”);
else if(gua_type == 1)
printf(“[IPv6] Network Type : Use static IP address.\r\n”);
3
}
See also
is_ip6, get_ip6, get_ip6_eui_type, get_ip6_local_address, get_ip6_subnet_prefix_length,
get_ip6_gateway address, get_ip6_dns_address
Remarks

IPv6O| CHZH HCF XpMSH W82 FAF SHO|X|OfAM IPv6 7I0|= 2ME TZSIAIZ| HIE L
C}.
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4.1.13 get_ip6_eui_type

int get_ip6_eui_type(unsigned char *mac_address);

Description

get_ip6_eui_type2 IPv6 F=A0O| Interface ID Al HiAlS distohL|CH,

Parameters
unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl K Z(ezTCP)2| MACEA QlL|LC}

O 1

Return values

get_ip6_eui_typeL Interface ID MM HAlS HislsH 1 2t ofzfet ZH&L|CH
0

[MAC 2]
1
[Random]
mac_addressg 7H%l X E(ezTCP)E &2 =+ gl A0 -18 gretgtLct
Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
if(is_ip6(out_eztcp_info.mac_address) == 1)
{
int eui_type = get_ip6_eui_type(out_eztcp.mac_address);
if(gua_type == 0)
printf(“[IPv6] EUI : MAC address.\r\n”);
else if(gua_type == 1)
printf(“[IPv6] EUI : Random.\r\n”);
}
}
See also
is_ip6, get_ip6, get_ip6_gua_type, get_ip6_local_address, get_ip6_subnet_prefix_length,
get_ip6_gateway_address, get_ip6_dns_address
Remarks
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IPv6Of CHo HCH AbMS W82 TAF SHOIX|OfA IPvE 7I0|= 2ME FZSHAIZ| HEE L
.

4.1.14 get_ip6_local_address

int get_ip6_local_address(unsigned char *mac_address, char *out_address);

Description

get_ip6_local_address= X Z(ezTCP)Q| IPv6 [HIE IP FA1Z out_addrof| XM sHL|Ct

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At23810] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_address

IPV6 [HMEF IP F&]7F MEE ZAHYLIC

Return values

get_ip6_local address= out_addressof IPv6 [H|Z IP FA]
ghefL T,

i
A
oz
ot
rr
4
0x
OH
ely
=
[y
mjo
=z

mac_addressg 7%l XM Z(ezTCP)2 & = fl= ZdR0& -1 gretgnt
Examples
struct eztcp_info out_eztcp_info;
int ret = get_eztcp_info_by_index(0, &out_eztcp_info);
if(ret == EZTCP_SUCCESS)
{
unsigned char *mac_address = out_eztcp.mac_address;
if(is_ip6(mac_address) == 1)
{
char buf[128];
memset(buf, 0x00, 128);
get_ip6_local_address(mac_address, buf);
printf(“Local IPv6 : %s\r\n”, buf);
3
}
See also
is_ip6, get_ip6, get_ip6_gua_type, get_ip6_eui_type, get_ip6_local_address_prefix,

get_ip6_gateway address, get_ip6_dns_address
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Remarks

IPv6Of CHo HCH ApMS W82 TAF SHOIX|OfA IPv6 7I0|= 2ME FZSHAIZ| HEE L
.

4.1.15 get_ip6_subnet_prefix_length

int get_ip6_subnet_prefix_length(unsigned char *mac_address,

char *out_subnet_prefix_length);

Description

get_ip6_subnet_prefix_length= K| Z(ezTCP)2| IPV6 MEul HEA Zo|2
out_subnet_prefix_lengthoj| X ZtstL|Ct,

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_subnet_prefix_length
IPv6 MES HEAH Z017} MEE ZQIH YL
Return values
get_ip6_subnet_prefix_length= out_subnet_prefix_lengthof| 1Pvé MEU TEAL ZO|2

Mgots o 43stH 18 greretL|ct

mac_addressg 7I%l HZE(ezTCP)2 &2 £ %= 4dR0= -18 grsigtL|Ct.

=2 X2 T HA —

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{

unsigned char *mac_address = out_eztcp.mac_address;

if(is_ip6(mac_address) == 1)

{
char buf[128];
memset(buf, 0x00, 128);
get_ip6_subnet_prefix_length(mac_address, buf);
printf(“Subnet prefix length : %s\r\n”, buf);

3
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See also
is_ip6, get ip6, get ip6_gua type, get ip6 _eui_type, get ip6 local address, get ip6_gateway address,
get_ip6_dns_address

Remarks

IPv6Of CHoH HCh ApMS W2 TAF SHO[X|OfA IPv6 7I0|= 2ME FZSHAIZ| HEE L
.

4.1.16 get_ip6_gateway_address

int get_ip6_gateway address(unsigned char *mac_address, char *out_address);

Description

get_ip6_gateway_address= H|Z(ezTCP)2| IPv6 [AHIO|ESJO| IP FA]1E out_addrof X7 st
L|C}.

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_address

IPv6 [HIO|ESYIO] IP FA]7F MEE ZAHYLICE

Return values
get_ip6_gateway address= out_addresso| IPV6[K|Z IP FTA]E MESI=0 MHIsH 12
gretetL Ot

mac_addressg 7%l M Z(ezTCP)S &S = Q= Z20= -12 gtststL|ct,

rir

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

unsigned char *mac_address = out_eztcp.mac_address;
if(is_ip6(mac_address) == 1)
{
char buf[128];
memset(buf, 0x00, 128);
get_ip6_gateway_address(mac_address, buf);

printf(“Gateway IPv6 : %s\r\n”, buf);
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}
3
See also
is_ip6, get_ip6, get_ip6_gua_type, get_ip6_eui_type, get ip6_local_address, get_ip6_subnet_prefix_length,
get_ip6_dns_address
Remarks

IPv6O|| CHSE HCF XtMSH LHE2 A SHO[X|O|A IPVE 7I0|E EME FZESHAIZ| HEEL
C}.

4.1.17 get_ip6_dns_address

int get_ip6_dns_address(unsigned char *mac_address, char *out_address);

Description
get_ip6_dns_address= X|Z(ezTCP)2| IPv6 [DNS MH IP FA1Z out_addroj xZ&skL|Ct.

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_address

IPv6 [DNS MH IP FA17} HAE mQIE QL|Ct.

Return values
get_ip6_dns_address= out_addressof IPv6 [DNS AMH IP FAIE XNESt=H HIsHH 1
= greterL| ot

mac_addressg 7%l M EZ(ezTCP)S &S = Q= Z20= -12 gtststL|ct,

rir

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
if(is_ip6(out_eztcp_info.mac_address) == 1)
{
char buf[128];
memset(buf, 0x00, 128);

get_ip6_dns_address(out_eztcp_info.mac_address, buf);
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printf(“DNS IPv6 : %s\r\n”, buf);

See also
is_ip6, get_ip6, get_ip6_gua_type, get_ip6_eui_type, get_ip6_local_address, get_ip6_subnet_prefix_length,
get_ip6_gateway_address.

Remarks

IPv6O]| Lot HCH XtMet &2 A SHOIX[0|A IPv6 7t0|E EME HZSHAIZ| HiE L
Ct.

42 A2 EE

4.2.1 get_uart_count

int get_uart_count(unsigned char *mac_address);

Description
get_uart_count= K| Z(ezTCP)O| X|st= Al2|Y ZE Jj4E dtshstL|C,

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_uart_count= K| Z(ezTCP)O| X|st= Al2|Y ZE Jj4E drshstL|C,
mac_addressg 7}7l X Z(ezTCP)E &S £ ¢l= d20|= 18 vtststL|Ct.

Examples

See also

get_uart_min_baudrate, get uart max_baudrate, get uart _baudrate, get uart ttl, get uart telnet_type,
get uart_tx_delay, get uart_parity,  get uart databit,  get uart stopbit,  get uart flow_control,
get_uart_dtrdsr.

Remarks

Sollae Systems. Co., Ltd. - 15 - http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~ At8A MM
4.2.2 get_uart_min_baudrate

int get_uart_min_baudrate(unsigned char *mac_address);

Description

= A A2[e SHEEE te

StelL|C.
Parameters

get_uart_min_baudrate= X|Z(ezTCP)0O| X| s}

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
Return values

get_uart_min_baudrate= | Z(ezTCP)0| X|

A SAMETE BratstL|Ct
mac_addressg 7t7l HE(ezTCP)2 A2 = Qe ZFR0E -18 HiatstL|ct
Examples
See also

get_uart_count,
get_uart_tx_delay,
get_uart_dtrdsr.

get_uart_max_baudrate,

get_uart_baudrate,
get_uart_parity,

get_uart_serial_type,
get_uart_databit,

get_uart_ttl,
get_uart_stopbit,

get_uart_flow_control,
Remarks

4.2.3 get_uart_max_baudrate

int get_uart_max_baudrate(unsigned char *mac_address, int uart_index);

Description

get_uart_max_baudrate= X|Z(ezTCP)0| X|dt= XL} Al2|Y &

Mz 2 uhsist|c

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZ At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index
HZ(@ezTCP)O| Al2|Y ZE +HOo=Z 08E A|ZgL|CE

Return values

get_uart_max_baudrate= X|Z(ezTCP)O| X|st= %1 Al2|Y EASTE dbsbsHL|CE,
Sollae Systems. Co., Ltd.
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mac_addressg 7t%l ®E(ezTCP)S &g 5= Qle AR0e -12 gtetgct
Examples
See also
get uart_count, get uart min_baudrate,  get uart_baudrate,  get uart serial type, get uart_ttl,

get uart tx_delay, get uart_parity,  get uart databit,  get uart stopbit,  get uart flow _control,
get_uart_dtrdsr.

Remarks

M Z(ezTCP)O| X|¥St= X Al2|E Sil&== OE 28 oo w2k Z2hE &= ASHCEL

4.2.4 get_uart_serial_type

int get_uart_serial_type(unsigned char *mac_address, int uart_index);

Description

get_uart_serial_type2 uart_index2 X|™HE A|l2|Y ZEQ| [A2|Y F2]|E dtststL|ct.

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QlL|CH
int uart_index
M2 (ezTCP)2| Al2|Y ZE #HOZ 0RH A|ZfgLCh

Return values

get_uart_serial_type2 uart_index2 X|™E= Al2|Y ZEQ| [A2|Y FE]E distsily 1
w2 orefet #&LCt

HA

0

RS-232
1

RS-485
2

RS-422

mac_addressg 7t7l HE(ezTCP)S A2 = Q= ZR0E 12 HiststL|Ct.
Examples

See also
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is_uart_rs232, is_uart_rs485, is_uart_rs422, get_uart_count, get_uart_min_baudrate,
get_uart_max_baudrate, get_uart_baudrate, get_uart_ttl, get_uart_tx_delay, get_uart_parity,
get_uart_databit, get_uart_stopbit, get_uart_flow_control, get_uart_dtrdsr.

Remarks

4.2.5 get_uart_ttl

int get_uart_ttl(unsigned char *mac_address, int uart_index);

Description

get_uart_ttl2 uart_index2 X|™HE A|2|Y ZEQ| [TTL] =& 7|52 MEH of
L|C}.

Sl
mjn
rt
i
]

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index

HZEzTCP)o| Al2|¥ ZE &Ho=z= 0FH A|ZgLC}

Return values

get uart_ttl2 uart_indexz2 X|™HE= A|2|Y ZEJ} [TTL] 3 7|52 A8 £ 0|H 1
sistn Q=X Qo 02 HisksHL O},

mac_addressg 7t%l ®Z(ezTCP)S A2 £ ¢

fjo
=

rir

A0 12 wrskgCh

— =

Examples

See also

get_uart_count, get uart_min_baudrate, get uart_ max_baudrate, get uart_baudrate, get uart serial_type,
is_uart_ttl, get uart_tx_delay, get uart parity, get uart databit, get uart_stopbit, get_uart_flow_control,
get_uart_dtrdsr

Remarks

4.2.6 get_uart_baudrate

int get_uart_baudrate(unsigned char *mac_address, int uart_index);

Description

Sollae Systems. Co., Ltd. - 18 - http://www.sollae.co.kr
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get_uart_baudrate= uart_index2 X|HE Al2|Y ZEQ| [A2|Y SAMAZE]E HisistL|C}

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index
M2 (ezTCP)Q| Al2|Y ZE &HOE 0RH AZfgLC

Return values
get_uart_baudrate= uart_index2 X|H= Al2|Y ZEQ| [Al]
mac_addressS 7T XM ZE(ezTCP)S &2 & gl d20& -1 gtatetnt

Examples

See also

get_uart_count, get uart min_baudrate, get uart max_baudrate, get uart serial type, get uart_ttl,
get uart_tx_delay,  get uart_parity,  get uart databit,  get_uart_stopbit,  get uart_flow_control,

get_uart_dtrdsr,
Remarks

vart_index2 XIME Al2|Y ZEO| (MY SNEE]S CI2 4F o ©2t X502 #
32+ dsUck

4.2.7 get_uart_parity

int get_uart_parity(unsigned char *mac_address, int uart_index);

Description
get_uart_parity= uart_index2 X|™E A|2|Y ZEQ| [I|2|E|]S gtstetL|C},

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int uart_index
M E(ezTCP)Q| Al2|Y ZE #=HOZ 082FH A|ZgHLCE

Return values

get_uart_parity2 uart_index2 X|™HE Al2|Y ZEQ| [E2|E[|S wtetsiH 1 22 ofeiet
Zr& 1t
Ed
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0

NONE
1

EVEN
2

OoDD
3

MARK
4

SPACE

mac_addressg 7tz XM E(ZTCP)E &2 + gle Z0& -1 grets ot
Examples
See also
get _uart_count, get uart min_baudrate, get uart max_baudrate, get uart baudrate, get uart_ttl,

get_uart_tx_delay, get_uart_databit, get_uart_stopbit, get_uart_flow_control, get_uart_dtrdsr,

Remarks

4.2.8 get_uart_databit

int get_uart_databit(unsigned char *mac_address, int uart_index);

Description
get_uart_databit= uart_index2 X|™= Al2|Y ZEQ| [HO|E HE]E HratSHL|CE

Parameters
unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index
M2 (ezTCP)2| Al2|Y ZE #HOZ 0RH A|ZfgLCh

Return values

get _uart_databit= uart_index® X|™E Al2|Y¥ ZEQO| [HIO|E| HE]E dtstsiy 1 e
ofzfet #&LCh

0
5H|E
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1

6H E
2

7HIE
3

8H|IE

mac_addressg 7t% X ZE(ezTCP)S A2 £ ¢l Z20= 12 ghstetL|Ct
Examples

See also

get uart_count, get uart_min_baudrate, get uart max_baudrate, get uart_baudrate, is_uart_ttl,
get_uart_tx_delay, get_uart_parity, is_uart_8_databit_only, is_uart 7 _and 8 databit_only, get_uart_stopbit,
get_uart_flow_control, get_uart_dtrdsr

Remarks

is_uart_8 databit onlyo| 1g HtslstH 8H|E G|O|E{ H|EQH X| gt

oF L Cf.
is_uart_7_and_8 databit onlyo| 12 gtstst™ 7,8H|E [|O|F H|ED

2b K| @gL

4.2.9 get_uart_stopbit

int get_uart_stopbit(unsigned char *mac_address, int uart_index);

Description

get_uart_stopbit= uart_index2 X|™El A|2|Y ZEQO| [MX| HE]E utststL|Ct,

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index
M2 (ezTCP)2| Al2|Y ZE #HOZ 0RH A|ZfgLCh

Return values

get_uart_stopbit2 uart_indexz X|™HE AlZ|Y¥ ZEQ| [MX| HIE]Z Htatsi 1 gt of
oot Z& Lt

0
1H E

15H|E
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2H|E

mac_addressg 717l R Z(ezTCP)S X2 4 gt ZR0|E -12 grarstLch
Examples
See also

get_uart_count, get uart_ min_baudrate, get uart max_baudrate, get uart_baudrate, get uart_ttl,

get uart_tx_delay, get uart_parity, get uart_databit, is_uart one5 stopbit, get uart flow_control,
get_uart_dtrdsr,

Remarks

is_uart_one5_stopbit7} 12 utsists 2902t 1585/ [YX| HIE]S ALRE + Y&LICH

4.2.10 get_uart_flow_control

int get_uart_flow_control(unsigned char *mac_address, int uart_index);

Description
get_uart_flow_controlt= uart_index2 X|™El Al2|Y ZEQ| [E& H|O|E HtalstL|Ct.

Parameters
unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index
M Z(ezTCP)2| Al2|Y ZE wHoz 02H ARt

Return values

get uart_flow_control2 uart_index2 X|™El Al2|Y ZEQ| [E2 HO]S HtatstH 1 3t
= Ofzfet Z&LCt.

0
NONE
1
RTS/CTS
2
XON/XOFF

mac_addressg 7%l XM ZE(ezTCP)S iS = g= A20& -18 gtetstL
Examples
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See also
get uart_count, get uart_ min_baudrate, get uart max_baudrate, get uart_baudrate, get uart_ttl,
get_uart_tx_delay, get_uart_parity, get_uart_databit, get_uart_stopbit, get_uart_dtrdsr.

Remarks

4.2.11 get_uart_dtrdsr

int get_uart_dtrdsr(unsigned char *mac_address, int uart_index);

Description

get uart_dtrdsr2 uart_index2 X|™E A|2|Y ZEQ| [DTR/DSR] 7|52 MEH OjHE ut
StatL|Ct

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

HZ(ezTCP)Q| Al2|Y ZE #HO=Z 0HE A|XtEHL|LCH,

Return values

get_uart_dtrdsr2 uart_index2 X|™E A|l2|¥ ZEJ} [DTR/DSR] 7|58 A& & O|H 1
= dtetstn O™X| o™ 02 ghetetL|Cf

LIS — L— =

mac_addressg 7t% K Z(ezTCP)S A2 += ¢l= Zd20= 12 gtstetL|Ct

mjo

Examples
See also
get uart_count, get uart min_baudrate, get uart max_baudrate, get uart baudrate, get uart_ttl,

get_uart_tx_delay, get_uart_parity, get_uart_databit, get_uart_stopbit, get_uart_flow_control, is_uart_dtrdsr

Remarks

4.2.12 get_uart_tx_delay

int get_uart_tx_delay(unsigned char *mac_address, int uart_index);

Description

— -

get_uart_tx_delay= uart_indexz X|HE Al2|Y ZEQ| [C|o|E H

o

7z]g e
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Parameters

unsigned char *mac_address
EZTCP_Search == EzTCP_ReadE At23}0] ZAME X Z(ezTCP)Q| MACTEA

YLt

int uart_index
E oz 08E AR

X|Z(ezTCP)Q| Al2|Y Z=E

Return values
get uart_tx_delay= uart_index2 X|™El A|2|Y ZEQO| [HO|E ME ZHA]S HtslgtL|Ct
mac_addressg 77l M E(zTCP)2 &2 = Sl d20& -12 gtatetL|ct
Examples
See also
get_uart_max_baudrate, get uart baudrate, get uart ttl,

get_uart_count, get uart_min_baudrate,
is_uart_tx_delay, get_uart_parity, get_uart_databit, get_uart_stopbit, get_uart_flow_control, get_uart_dtrdsr

Remarks

4.3 TCP/IP

4.3.1 get_uart_commnunication_mode

int get_uart_communication_mode(unsigned char *mac_address, int uart_index)

-

&+

Description
get_uart_communication_mode+= uart_index2 X|HEl A|2|Y¥ ZEO| [BAMBE]E Htztg!
L|C}.

Parameters
unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index
HMZezTCP)o Al2|Y ZE o=z 08H AlXgLCH
SURE]E gHetst

Return values
get_uart_communication_mode= uart_indexz2 X|H= Al2|Y ZEQ| [

O 1 Zt2 ofgfet Z&LICh

0

http://www.sollae.co.kr
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T2S-TCP AH]
1

ATC —AT &
2

COD-TCP ZZI0|YE
3

U2S — UDP
4

Al2]2 Modbus/TCP
mac_addressg 7%l HZE(ezTCP)2 2 = gl= 4d20= -1 gtststL|ct,

Examples
See also
is_uart_tcp_server, is_uart_at command, is_uart_tcp_client, is_uart_udp, is_uart_serial_modbus,
get_uart_peer_address, get_uart_peer_port, get_uart_local_port, get_uart_cod_tcp_server,

get_uart_watermark,  get_uart_timeout,  get uart_data_frame_interval, = get_uart_separator_length,
get_uart_separator_type, get_uart_separator, get_uart_tcp_nodelay, get_uart_rfc2217, get_uart_protocol

Remarks

4.3.2 get_uart_peer_address

int get_uart_peer_address(unsigned char *mac_address, int uart_index,
char *out_address);

Description

g;atTu?rlt_Feer_addressE uart_index2 X|HE Al2|Y ZEQ| [EME FA)E out_addrof
A&tk

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

HMZEzTCP)o Al2|Y ZE o=z 08H AlXgLCH
char *out_address

[SHE F2P7t MEE ZAHYLCH

Return values
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get_uart_peer_address= out_addressof| [EAIE FAIZ XESt=H HISHH 12 Htstst
n OX] o™ 02 HheetL|Ch

S — L—

mac_addressg 7%l M ZE(ezTCP)S AS = gl= Z20 & -18 gt

Examples
struct eztcp_info out_eztcp_info;
int ret = get_eztcp_info_by_index(0, &out_eztcp_info);
if(ret == EZTCP_SUCCESS)
{
int i = 0;
char buf[65];
int uart_count = get_uart_count(out_eztcp_info.mac_address);
for(i=0;i<uart_count;i++)
{
memset (buf, 0x00, 65);
get_uart_peer_address(out_eztcp_info.mac_address, i, buf);
printf(“UART[%d] Peer address : %s\r\n”, i, buf);
}
3
See also

get_uart_communication_mode, get uart_peer_port, get_uart_local_port, get uart_cod_tcp_server,
get_uart_watermark,  get_uart_timeout,  get uart_data_frame_interval, = get_uart_separator_length,
get_uart_separator_type, get_uart_separator, get_uart_tcp_nodelay, get_uart_rfc2217, get_uart_protocol

[BEAME FA)= NULLE M| Qstm %|Cf 64HFO|EQIL|Ct 2tA out_addresse *|A 65H}O|
Eol M2z ZtE 7K1 U0{0F gLCt.

4.3.3 get_uart_peer_port

int get_uart_peer_port(unsigned char *mac_address, int uart_index, char *out_port);

Description

get_uart_peer_port= uart_indexz2 X|™HE AlZ|
et

Y ZTEQ| [EAMT EE]E out_portof X

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ A83}0] ZME | Z(ezTCP)2| MACTA QlL|Ct,
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int uart_index
HMZ€zTCP)o Al2|Y ZE +HOo=Z 08H AlXgLCH
char *out_port

[SHE ZEPV} MEE ZAHYLICH

Return values

get_uart_peer_port= out_portof| [EME ZE]S MAS=H Ha3stH 12 BtststL|Ct
mac_addressg 77l XM E(ezTCP)2 &2 5 Qe Z0& -12 gtatatLc.

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
int i = 0;
char buf[65];
int uart_count = get_uart_count(out_eztcp_info.mac_address);
for(i=0;i<uart_count;i++)
{
memset(buf, 0x00, 65);
get_uart_peer_port(out_eztcp_info.mac_address, i, buf);
printf(“UART[%d] Peer port : %s\r\n”, i, buf);
3
}
See also
get_uart_communication_mode, get uart_peer_address, get uart local_port, get uart cod_tcp_server,
get_uart_watermark,  get_uart_timeout,  get_uart_data_frame_interval,  get_uart_separator_length,
get_uart_separator_type, get_uart_separator, get_uart_tcp_nodelay, get_uart_rfc2217, get_uart_protocol
Remarks

4.3.4 get_uart_local_port

int get_uart_local_port(unsigned char *mac_address, int uart_index, char *out_port);

Description

get_uart_local_port= uart_index2 X|™E Al2|Y EEQO| [HE RHEE]E out_porto
MEgL o
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Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index

MZ@€zTCP)| AlZ|Y ZE w=HO=Z 02H A|ZfErLCH
char *out_port

ME 22ZE]7F T2 ZAH YL

Return values

get_uart_local_port= out_portoj [A|
mac_addressg 7t%l K| E(ezTCP)S %

mjo o

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
int i = 0;
char buf[65];
int uart_count = get_uart_count(out_eztcp_info.mac_address);
for(i=0;i<uart_count;i++)
{
memset(buf, 0x00, 65);
get_uart_local_port(out_eztcp_info.mac_address, i, buf);
printf(“UART[%d] Local port : %s\r\n”, i, buf);
}
3
See also
get_uart_communication_mode, get_uart peer_address, get_uart_peer_port, get uart cod_tcp_server,
get uart_ watermark,  get uart_timeout,  get uart data frame_interval,  get uart_separator_length,
get_uart_separator_type, get_uart_separator, get_uart_tcp_nodelay, get_uart_rfc2217, get_uart_protocol
Remarks

4.3.5 get_uart_cod_tcp_server

int get_uart_cod_tcp_server(unsigned char *mac_address, int uart_index);
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Description

get_uart cod | tcp_server2 uart_index2 X|™E Al2|Y ZEQ| [TCP AMH] 7|59 MEH

£2 st

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int uart_index

NZ(ezTCP)2| Al2|Y ZE +=HO=E 08 A|EgL|CH

Return values

get uart_cod_tcp_server2 uart_indexz2 X|™HE Al2|Y I [TCP MH] 7|58 At
= 0|H 1S diSistD 12X Yo 0= HESFSH| O},

mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -12 gtststL|C).
Examples

See also

get_uart_communication_mode,  get_uart peer address,  get uart peer port,  get uart_local_port,
get uart_ watermark,  get uart_timeout,  get uart_data frame_interval,  get uart_separator_length,
get_uart_separator_type, get_uart_separator, get_uart_tcp_nodelay, get_uart_rfc2217, get_uart_protocol

Remarks

4.3.6 get_uart_watermark

int get_uart watermark(unsigned char *mac_address, int uart_index, char
*out_watermark);

Description

get_uart_watermark= uart_index2 X|™HE= Al2|Y ZEO| [M&M HO|E 37|] == [df
72l 25 HHHO|E)E gtetetL|ct

Parameters
unsigned char *mac_address
EzTCP_Search =& EzTCP_ReadE Ar23l0] HMEl K| Z(ezTCP)Q| MACEA ¢lL|CH
int uart_index
K2 (ezTCP)Q| Al2|Y ZE FHORZ 02E A|ZgLct
char *out_watermark
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[H&H Holg A7) == (W3l 25 2FEEOIE)VF HEgE ZAH UL O
Return values
get_uart_watermark= out_watermarko| [H&H GH|O|E A7|] = (M S5 AX(HO|
BE)E NM¥st=0 d3stH 12 HtetetL|ct

mac_addressg 7% XE(ezTCP)S &2 4 Sl H0|= 18 wiz

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
int i = 0;
char buf[65];
int uart_count = get_uart_count(out_eztcp_info.mac_address);
for(i=0;i<uart_count;i++)
{
memset(buf, 0x00, 65);
int comm_mode = get_uart_communication_mode(out_eztcp_info.mac_address, 1i);
if(comm_mode==MUX_TYPE_T2S| | comm_mode==MUX_TYPE_ATC| | comm_mode==MUX_TYPE_COD)
{
get_uart_watermark(out_eztcp_info.mac_address, i, buf);
printf(“UART[%d] Event byte : %s\r\n”, i, buf);
}
else 1if(comm_mode==MUX_TYPE_U2S)
{
get_uart_watermark(out_eztcp_info.mac_address, i, buf);
printf(“UART[%d] Block size (byte) : %s\r\n”, i, buf);
}
else
{
printf(“Not available.\r\n”);
}
3
3
See also

get_uart_ communication_mode,  get uart peer address, get uart peer_port,  get uart_local port,
get uart_cod_tcp_server, get uart timeout, get uart data frame_interval, get uart separator_length,
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get_uart_separator_type, get_uart_separator, get_uart_tcp_nodelay, get_uart_rfc2217, get_uart_protocol

Remarks

[SAIRE]7} 0(T2S-TCP MH{), 1 (ATC-AT E&),2(COD-TCP 22t0|AHE)Q HL [
HolE 37|]= Arg& LT

[SHRE]7F 3(U2S-UDP)2l B2 [IjZl S5 878 (HI0|E)]=2 AtEE LTt

il

=0

4.3.7 get_uart_timeout

int get_uart_timeout(unsigned char *mac_address, int uart_index, char *out_timeout);

Description
get _uart_timeout2 uart_index2 X|™E AlZ|Y ZEQ| [MAFE f7|A|ZHX)S Hretgt
L|C}.

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index
M E(ezTCP)O| Al2|Y ZE w=HOZ 05 H A|ZEHL|C
char *out_timeout
HESE H7IMZHZ)]0] MEE ZIH YLC

Return values

get_uart_timeout2 out_timeouto| [M&ZEE CH7|AZHX)E MESI=H HIstH 12 gt

o —
SHEfL| -

mac_address2 7%l X Z(ezTCP)2 &2

(o]
=

A
T HA

rir

A0 12 wrskgCh

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{

int i = 0;
char buf[65];
int uart_count = get_uart_count(out_eztcp_info.mac_address);
for(i=0;i<uart_count;i++)
{
memset(buf, 0x00, 65);
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get_uart_timeout(out_eztcp_info.mac_address,i,buf);

printf(“UART[%d] Timeout : %s\r\n”, i, buf);

}
3
See also
get_uart_communication_mode,  get_uart peer_address,  get uart peer_port,  get uart_local_port,
get_uart_cod_tcp_server, get uart watermark, get uart data frame_interval, get uart_separator_length,
get_uart_separator_type, get_uart_separator, get_uart_tcp_nodelay, get_uart_rfc2217, get_uart_protocol
Remarks
4.3.8 get_uart_data_frame_interval
int get_uart_data_frame_interval(unsigned char *mac_address, int uart_index,
char *out_data_frame_interval);
Description
get_uart_data_frame_interval2 uart_index2 X|HE Al2|Y¥ ZEQ| [HO|E =Y 7tA
(10ms)] S ghekdtL|ch.
Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index

HZEzTCP)o| Al2|¥ ZE &Ho=z 08H AR LC}
char *out_data_frame_interval

[Glole] =&Y kA (10ms)]0] MEE ZEQIE YLIC}.

Return values

get_uart_data_frame_interval2 out_data_frame_intervalof [H|0O]E] = ZtZ(10ms)]=
XNEster MI3st 12 grergtLc

mac_addressg 7}xl | Z(ezTCP)2 &S = Q= A0 -12 dtstgtL|Ct

—

rir

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
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int i = 0;

char buf[65];

int uart_count = get_uart_count(out_eztcp_info.mac_address);
unsigned char *mac_address = out_eztcp_info.mac_address;

for(i=0;i<uart_count;i++)

{
memset(buf, 0x00, 65);
get_uart_data__frame_interval (mac_address, i, buf);
printf(“UART[%d] Data frame interval : %s\r\n”, i, buf);
3
See also
get_uart_communication_mode,  get_uart peer address,  get uart peer_port,  get uart_local_port,
get_uart_cod_tcp_server, get_uart_watermark, get_uart_timeout, is_uart_data_frame_interval,
get_uart_separator_length, get_uart_separator_type, get_uart_separator, get_uart_tcp_nodelay,

get_uart_rfc2217, get_uart_protocol

Remarks

4.3.9 get_uart_separator_length

int get_uart_separator_length(unsigned char *mac_address, int uart_index);

Description

1l
T
%
o

get_uart_separator_length= uart_index2 X|HE= A|Z2|Y ZEO| [LEX} ZO|]E
L|C}.

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int uart_index

M2 (ezTCP)2| Al2|Y ZE #HOZ 0RH A|ZfgLCh

Return values

get_uart_separator_length= [L&Xt Z0|]2 ttstsin 1 Zte 0~4QL|Ct
mac_address2 7hEl HE(ezTCP)2 ¥ 4 Q= A0 12 WLt
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Examples

See also

get_uart_communication_mode,  get_uart peer_address,  get uart peer_port,  get uart_local_port,
get_uart_cod_tcp_server, get_uart_watermark, get_uart_timeout, get_uart_data_frame_interval,
is_uart_separator, get uart_separator_type, get uart separator, get uart tcp_nodelay, get uart rfc2217,

get_uart_protocol

Remarks

4.3.10 get_uart_separator_type

int get_uart_separator_type(unsigned char *mac_address, int uart_index);

Description

get_uart_separator_type2 uart_indexz2 X|™HE= Al2|Y ZEQO| [REX}
rLICh

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QlL|CH
int uart_index

HZEzTCP)e| Al2|Y ZE &+ =E 0FH A|&gL|C]

Return values
get_uart_separator_type2 [FE2X} SEHAS dtetsi 1 752 of2iet
0

F

o>

L|c}.

m\l

TEANA| HE
TEAH1HOIE &

TAH+2HIOIE HE

mac_addressg 7%l M Z(ezTCP)S &S = Q= Z20= -1 gtststL|ct,
Examples

See also

get_uart_communication_mode,  get uart peer address,  get uart peer_port,  get uart_local_port,
get_uart_cod_tcp_server, get_uart_watermark, get_uart_timeout, get_uart_data_frame_interval,
is_uart_separator, get uart_separator_length, get_uart_separator, get uart_tcp_nodelay, get uart rfc2217,

http://www.sollae.co.kr
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get_uart_protocol

Remarks

4.3.11 get_uart_separator

int get_uart_separator(unsigned char *mac_address, int uart_index, int separator_index,
char *out_separator);

Description

get_uart_separator= uart_index2 X|™HE A|2|Y ZEQ| [TLEX}16XIF)]S HtStStL|C

—

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

HZEzTCP)e| Al2|Y ZE &+ =E 0FH A|&gL|C]
int separator_index

2Ae| =HoE 02H A|ZfgtL(Ct

char *out_separator

separator_index2 X|™E= TEXIZ} 16713 EXEE NEHE ZOIFQL|CH

Return values

get_uart_separator= out_separatoroj separator_indexz X|HE JLEXIZ 16X Xt
Z NSt 435 12 gtatehi|ct.

separator_index7t X|HE WS WojLLs A& 228 HEEL
mac_addressg 7hxl HB(eTCP)2 XS 4 %= Z20 2

FI_F
KR
fjo
=
o
ot
-
n

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
int i = 0;
int j = 0;
char buf[65];
int uart_count = get_uart_count(out_eztcp_info.mac_address);

unsigned char *mac_address = out_eztcp_info.mac_address;
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for(i=0;i<uart_count;i++)

{
memset(buf, 0x00, 65);
int sep_count = get_uart_separator_length(mac_address, i);
for(j=0;j<sep_count; j++)
{
get_uart_separator(mac_address, i, j, buf);
printf(“UART[%d] Separator[%d] - %s\r\n”, i, j, buf);
3
}
}
See also
get_uart_communication_mode,  get uart peer address,  get uart peer_port,  get uart_local_port,
get_uart_cod_tcp_server, get_uart_watermark, get_uart_timeout, get_uart_data_frame_interval,
is_uart_separator, get_uart_separator_length, get_uart_separator_type, get_uart_tcp_nodelay,
get_uart_rfc2217, get_uart_protocol
Remarks

4.3.12 get_uart_tcp_nodelay

int get_uart_tcp_nodelay(unsigned char *mac_address, int uart_index);

Description

get_uart_tcp_nodelay= uart_index2 XM= Al2|Y ZEQ| [MEX|H 7|5 Al
so| ME o{f 5 gtetetL|Ch

—

okl 7|

[ = |

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index

HMZezTCP)o Al2|Y ZE o=z 08H AlXgLCH

Return values

get_uart_tcp_nodelay= uart_index

52 A 3 0/7 18 wget 1K ¥

—

mac_addressg 7+7l X ZE(ezTCP)2 At

u
Rl
|o ozt
rn
=
o
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Examples
See also
get_uart_communication_mode,  get_uart peer_address,  get uart peer_port,  get uart_local_port,
get_uart_cod_tcp_server, get_uart_watermark, get_uart_timeout, get_uart_data_frame_interval,

is_uart_separator, get uart _separator_type, get uart separator, is_uart_tcp_nodelay, get uart rfc2217,
get_uart_protocol

Remarks

4.3.13 get_uart_rfc2217

int get_uart_rfc2217(unsigned char *mac_address, int uart_index);

Description
get_uart_rfc22172 uart_index2 X|HE A|2|Y ZEQ| [A2|Y ZEE MM/ME| NS

(RFC2217)] 7|59 Mef of=g gstetL|ct.

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QlL|CH
int uart_index

HZEzTCP)e| Al2|Y ZE &+ =E 0FH A|&gL|C]

Return values

get_uart rfc22172 uart_index2 X|HME A|2|Y ZEEJ [A2|Y¥ ZE ME/MEl MS
(RFC2217)] 7|sE€ A& & O|H 12 Btetstn O™X| Qo™ 05 dtetetL(Ct
mac_addressg 7I%l | Z(ezTCP)2 %2 #= 9= ZAR0= -1 utslstL|Ct.

Examples

See also

get_uart_communication_mode,  get uart peer address,  get uart peer_port,  get uart_local_port,
get_uart_cod_tcp_server, get_uart_watermark, get_uart_timeout, get_uart_data_frame_interval,
is_uart_separator, get uart separator_type, get uart separator, get uart_tcp_nodelay, is uart rfc2217,
get_uart_protocol

Remarks
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4.3.14 get_uart_protocol

int get_uart_protocol(unsigned char *mac_address, int uart_index);

Description
get_uart_protocol2 uart_index2 X|™E A|Z|Y ZEJ} AMR O [ZE2EE]|S UHStsh
Ct.

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index
MZ((ezTCP)2| Al2|Y ZE +HOZ 0FH AZfgL T}

Return values

get_uart_protocol2 uart_index2 X|™HE AlZ|Y ZEZ} AMR O [Z2EE]|S oS
O 22 otefeb ZEL Lt
0
TCP
1
TCP + TELNET
2
TCP + SSL

mac_addressg 7t% HZ(ezTCP)2 A2 = Q= ZR0= 12 HiststL|ct.
Examples

See also

get_uart_communication_mode,  get_uart_peer_address, = get_uart_peer_port,  get uart_local_port,
get_uart_cod_tcp_server, get_uart_watermark, get_uart_timeout, get_uart_data_frame_interval,
is_uart_separator, get_uart_separator_type, get uart_separator, get uart_tcp_nodelay, get uart rfc2217,
is_uart_protocol.

Remarks

o>

S CSE-T16, CSE-T32, CSE-T480} AR 7Hs3}H L
x

3% xYts BYL 2t 2 4+ Y
ch =C RASE LSS T MIE ABMTNE ¥E

SHAIZ| BFEFLIC.
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4.4 CSC-HR2

4.4.1 get_csc_hr2_communication_mode

int get_csc_hr2_communication_mode (unsigned char *mac_address);

Description
get_csc_hr2_communication_mode= CSC-HR29| [EARE]E HtztstL|C}

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At23810] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

Return values

get_csc_hr2_communication_mode= CSC-HR22| [EAMRE]E Hisisi 1 e ofziet
k&1t
Ed

0

NS

EZU-100 Hlof #HZ
mac_addressg 7%l HE(ezTCP)2 &2 = gl ZR0e -12 gt ot

Examples

See also
is_csc_hr2, get_csc_hr2_id, get_csc_hr2_network_timeout, get_csc_hr2_network_threshold,
get_csc_hr2_server_timeout, get_csc_hr2_server_threshold, get_csc_hr2_check_port,

get_csc_hr2_first_server_address, get csc_hr2_first_server_port, get _csc_hr2_second_server_address,
get_csc_hr2_second_server_port.

Remarks

4.4.2 get_csc_hr2_id

int get_csc_hr2_id(unsigned char *mac_address, char *out_id);

Description
get_csc_hr2_id= CSC-HR22| [CSC-HR2 O}o|C|]2 utststL|C.
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Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_addr

[CSC-HR2 OFO|C|]7t XM At ZOIE QL|C}.

o=

Return values

get_csc_hr2_id out_idojl [CSC-HR2 O{O|E[]S MTst=b| ATJsiD 12 wrsrstL|ct
mac_addressg 7}El HE(eTCP)2 #E 4 gi= A0 -18 urskeiLct,

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char csc_hr2_id[17];
if(is_csc_hr2(out_eztcp_info.mac_address) == 1)
{
memset(csc_hr2_id, 0x00, 17);
get_csc_hr2_id(out_eztcp_info.mac_address, csc_hr2_id);
printf(“ID of CSC-HR2 : %s\r\n”, csc_hr2_id);
}
}
See also
is_csc_hr2, get_csc_hr2_communication_mode, get_csc_hr2_network_timeout,
get_csc_hr2_network_threshold, get_csc_hr2_server_timeout, get_csc_hr2_server_threshold,
get_csc_hr2_check port, get_csc_hr2_first_server_address, get_csc_hr2_first_server_port,
get_csc_hr2_second_server_address, get_csc_hr2_second_server_port.
Remarks

[CSC-HR2 O}0|C|]= NULLE W28t *|C§ 16HIO|EQIL|C} M2tA out ide %A 17HtO|
Eo| =22l &7k ZtX| D RUO{of gtL|Ct.

4.4.3 get_csc_hr2_network_timeout

int get_csc_hr2_network_timeout(unsigned char *mac_address, char *out_timeout);

Description
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get_csc_hr2_network_timeout2 CSC-HR22| [HHN| EtQot]S HtststL|Ct,

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *out_timeout

[ZH EtYOLR]O] MTE ZQIE YLIC}

Return values
get_csc_hr2_network_timeout2 out_timeouto| [HXN| EIUOIR]1S XZEst=H AHIsIH 1
= Htgheti|ct.

mac_addressg 7%l HZE(ezTCP)2 2 = 2= 4d20= -1 gtststL|ct,

rir

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[64;
if(is_csc_hr2(out_eztcp_info.mac_address) == 1)
{
memset(buf, 0x00, 64);
get_csc_hr2_network_timeout(out_eztcp_info.mac_address, buf);
printf(“[CSC-HR2] Network Timeout : %s\r\n”, buf);
3
}
See also
is_csc_hr2, get _csc_hr2_communication_mode, get csc_hr2_id, get csc_hr2_network_threshold,
get_csc_hr2_server_timeout, get_csc_hr2_server_threshold, get_csc_hr2_check_port,
get_csc_hr2_first_server_address, get csc_hr2_first_server_port, get _csc_hr2_second_server_address,
get_csc_hr2_second_server_port.
Remarks

4.4.4 get_csc_hrZ2_network_threshold

int get_csc_hr2_network_threshold(unsigned char *mac_address, char *out_threshold);
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Description

get_csc_hr2_network_thresholdi= CSC-HR22| [HH| H}O|E %12 uwtsigtL|Cl,

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_threshold
[(2A HIOIE =17t MEE ZAHYL|C}

Return values

get_csc_hr2_network_threshold= out_thresholdof| [H*| HIO|E ]2 XMESI=O M2}
o 1g gretetu ok

mac_addressg 7HZl X E(ezTCP)E &2 =+ gl A0 -18 gretgtLct

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[64;
if(is_csc_hr2(out_eztcp_info.mac_address) == 1)
{
memset(buf, 0x00, 64);
get_csc_hr2_network_threshold(out_eztcp_info.mac_address, buf);
printf(“[CcSC-HR2] Network Threshold : %s\r\n”, buf);
3
3
See also

is_csc_hr2, get_csc_hr2_communication_mode, get_csc_hr2_id, get_csc_hr2_network_timeout,
get_csc_hr2_server_timeout, get_csc_hr2_server_threshold, get_csc_hr2_check_port,
get_csc_hr2_first_server_address, get csc_hr2_first_server_port, get csc_hr2_second_server_address,
get_csc_hr2_second_server_port.

Remarks

4.4.5 get_csc_hr2_server_timeout

int get_csc_hr2_server_timeout(unsigned char *mac_address, char *out_timeout);
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Description

get_csc_hr2_server_timeout2 CSC-HR29| [AM{HtHZ E}Qlo}]2 HtststL|Ct.

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_timeout

[MEHHFE EtYOFR]0| MTE ZAH LT

Return values

get_csc_hr2_server_timeout2 out_timeouto| [AMHHZA EtojR]e XMEst=H HI5HH
12 grehketL|ot

mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -12 gtststL|C)

= HA

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[64;
if(is_csc_hr2(out_eztcp_info.mac_address) == 1)
{
memset(buf, 0x00, 64);
get_csc_hr2_server_timeout(out_eztcp_info.mac_address, buf);
printf(“[CSC-HR2] Server Timeout : %s\r\n”, buf);
}
}
See also
is_csc_hr2, get_csc_hr2_communication_mode, get_csc_hr2_id, get_csc_hr2_network_timeout,
get_csc_hr2_network_threshold, get_csc_hr2_server_threshold, get_csc_hr2_check_port,
get_csc_hr2_first_server_address, get _csc_hr2_first_server_port, get csc_hr2_second_server_address,
get_csc_hr2_second_server_port.
Remarks

4.4.6 get_csc_hr2_server_threshold

int get_csc_hr2_server_threshold(unsigned char *mac_address, char *out_threshold);
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Description
get_csc_hr2_server_threshold= CSC-HR22| [AH{tHZ HIO|E ]2 HisistL|Ct,

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_threshold

[MHHZE HIO|E ]7} M&EE ZIHYL|Ct

Return values
get_csc_hr2_server_threshold= out_thresholdof| [MHHZA HIO|E #]5 XIsl=0H M3
St 12 gtetetL|Ct

mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -12 gtststL|C)

o

rir

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[64;
if(is_csc_hr2(out_eztcp_info.mac_address) == 1)
{
memset(buf, 0x00, 64);
get_csc_hr2_server_threshold(out_eztcp_info.mac_address, buf);
printf(“[CcSC-HR2] Server Threshold : %s\r\n”, buf);
}
3
See also
is_csc_hr2, get_csc_hr2_communication_mode, get_csc_hr2_id, get_csc_hr2_network_timeout,
get_csc_hr2_network_threshold, get_csc_hr2_server_timeout, get_csc_hr2_check_port,

get_csc_hr2_first_server_address, get csc_hr2_first_server_port, get csc_hr2_second_server_address,
get_csc_hr2_second_server_port.

Remarks

4.4.7 get_csc_hr2_check_port

int get_csc_hr2_check_port(unsigned char *mac_address, char *out_check_port);
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Description

get_csc_hr2_check _port= CSC-HR2o| [EAMEX HMAZE]ZS dtsistL|Ct

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_threshold

[SMEE MAEEPH HEY moIE YL

Return values

get_csc_hr2_check_port= out_check porto] [EMEX HZHAZE]Z NEst=H MHIstH
18 gtetetL|ch

mac_addressg 7} M E(e2TCP)S &2 4 gl 20 18 e ch

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[64;
if(is_csc_hr2(out_eztcp_info.mac_address) == 1)
{
memset(buf, 0x00, 64);
get_csc_hr2_check_port(out_eztcp_info.mac_address, buf);
printf(“[cSC-HR2] check Port : %s\r\n”, buf);
3
}
See also

is_csc_hr2, get_csc_hr2_communication_mode, get_csc_hr2_id, get_csc_hr2_network_timeout,
get_csc_hr2_network_threshold, get_csc_hr2_server_timeout, get_csc_hr2_server_threshold,
get_csc_hr2_first_server_address, get csc_hr2_first_server_port, get csc_hr2_second server_address,
get_csc_hr2_second_server_port.

Remarks

4.4.8 get_csc_hr2_first_server_address

int get_csc_hr2_first_server_address(unsigned char *mac_address, char *out_address);
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Description

get_csc_hr2_first_server_addressi= CSC-HR22| [& HHR| A FAJZ out addrof| X st
L|C}.

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_address

R M ME F27F MEE ZAHY LT

Return values

get_csc_hr2_first_server_address=
Z5lH 18 Hrsksln QX %om 0

= L1

ut_addressoi| [X H®| MH FA]S NESI=H A
its

mm o
e,
% S
-
o

mac_addressS 7% X|E(ezTCP)E iE = Q= 4d20|= -1& HrztetL|Ct.

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[65];
if(is_csc_hr2(out_eztcp_info.mac_address) == 1)
{
memset (buf, 0x00, 65);
get_csc_hr2_first_server_address(out_eztcp_info.mac_address, buf);
printf(“[CSC-HR2] First Server Address : %s\r\n”, buf);
}
}
See also
is_csc_hr2, get_csc_hr2_communication_mode, get_csc_hr2_id, get_csc_hr2_network_timeout,
get_csc_hr2_network_threshold, get_csc_hr2_server_timeout, get_csc_hr2_server_threshold,
get_csc_hr2_check_port, get_csc_hr2_first_server_port, get_csc_hr2_second_server_address,
get_csc_hr2_second_server_port.
Remarks
[H HE MH FA]= NULLS x1|9| ID A|C§ 64HIO|EQL|CE [2tA| out_addresse *x|A
65HI0|EQ| HR22| St 7hX[2 U0{of ghL|Ct.
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4.4.9 get_csc_hr2_first_server_port

int get_csc_hr2_first_server_port(unsigned char *mac_address, char *out_port);

Description

get_csc_hr2_first_server_port= CSC-HR27| EAlst

AMSH X R MEO| [EEMT]ZS out_port
off =ttt
Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl K Z(ezTCP)2| MACEA QlL|LC}
char *out_port
[ZEMS]7} MEE ZQHYLCL
Return values
get_csc_hr2_first_server_port= out_porto] EAIE A HE| MBO| [EEHS|E XM=
O MZsH 12 HisstL|ct.

mac_addressg 7Ixl X ZE(ezTCP)S ®E £ Q=

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{

char buf[65];

if(is_csc_hr2(out_eztcp_info.mac_address)

= 1)
{
memset (buf, 0x00, 65);
get_csc_hr2_first_server_port(out_eztcp_info.mac_address, buf);
printf(“[CSC-HR2] First Server Port Number : %s\r\n”, buf);
}
See also
is_csc_hr2,

get_csc_hr2_communication_mode,
get_csc_hr2_network_threshold, get_csc_hr2_server_timeout,

get_csc_hr2_check_port, get_csc_hr2_first_server_address,
get_csc_hr2_second_server_port.

get_csc_hr2_id, get_csc_hr2_network_timeout,

get_csc_hr2_server_threshold,
get_csc_hr2_second_server_address,

Remarks
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4.4.10 get_csc_hr2_second_server_address

int get_csc_hr2_second_server_address(unsigned char *mac_address, char *out_address);

Description

get_csc_hr2_second_server_address= CSC-HR22| [& HE| MH FA]Z out addresso
MEgL o

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *out_address

[5 H{™ M F2)7F MEE ZIH YL

Return values

get_csc_hr2_second_server_address= out_addressof| [ HRE M FAIE XMESt=0
4S5 12 gretsta O"X| o™ 08 BretetLo)

LIS — —

mac_addressg 7%l HE(ezTCP)2 &2 = gl ZR0e -12 gt ot

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[65];
if(is_csc_hr2(out_eztcp_info.mac_address) == 1)
{
memset(buf, 0x00, 65);
get_csc_hr2_second_server_address(out_eztcp_info.mac_address, buf);
printf(“[CSC-HR2] Second Server Address : %s\r\n”, buf);
3
3
See also

is_csc_hr2, get_csc_hr2_communication_mode, get_csc_hr2_id, get_csc_hr2_network_timeout,
get_csc_hr2_network_threshold, get_csc_hr2_server_timeout, get_csc_hr2_server_threshold,
get_csc_hr2_check_port, get_csc_hr2_first_server_port, get_csc_hr2_second_server_port.
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Remarks

[& HE| MB FAl= NULLS X|Qstn #|Cf 64HtO|EQIL|C} [}atA] out_address #|A
65HIO|EQ| 22| S7t2 ZHX|1 U0{0F gL|Ct.

4.4.11 get_csc_hr2_second_server_port

int get_csc_hr2_second_server_port(unsigned char *mac_address, char *out_port);

Description

get_csc_hr2_second_server_port= CSC-HR27} EAlIEt &= HRE| MHQ [EEHITIZ
out_portOf| X{Z&ghL|Cf

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *out_port
[ZEHZ)7L MEE ZAHYLCL

Return values

get_csc_hr2_second_server_port= out_porto] EAE & HA MHo| [EEHT|ZS XA
Stedl g3otH 18 gtetetL|ch

mac_addressg 7%l MZ(ezTCP)2 2 £ g= d20= -1 otststL|Ct,

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[65];
if(is_csc_hr2(out_eztcp_info.mac_address) == 1)
{
memset(buf, 0x00, 65);
get_csc_hr2_second_server_port(out_eztcp_info.mac_address, buf);
printf(“[CSC-HR2] Second Server Port Number : %s\r\n”, buf);
3
}
See also

is_csc_hr2, get_csc_hr2_communication_mode, get_csc_hr2_id, get_csc_hr2_network_timeout,
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get_csc_hr2_network_threshold, get_csc_hr2_server_timeout, get_csc_hr2_server_threshold,
get_csc_hr2_check_port, get_csc_hr2_first_server_address, get_csc_hr2_second_server_address.

Remarks

45 1/0 &

4.5.1 get_io_http

int get_io_http(unsigned char *mac_address);

Description

get_io_http= /0 ®Z [H(HTTP)] HO{YAl 7|5 ME} OJRE gietgtLct.

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

Return values
get_io_http= [RI(HTTP)] XMOojghAl 7|50 MEiR|0f QoW 18 distsin X U2 ZL
02 ugtstetL|Ct.
mac_addressg 7t% K Z(ezTCP)S A2 = ¢l= Z20= 12 gtstetL|Ct

Examples

See also

is_io, get_io_http, get_io_html_size

Remarks

4.5.2 get_io_http_port

int get_io_http_port(unsigned char *mac_address, char *out_http_port);

Description

get_io_http_port= 1/0 HZ [fI(HTTP) ZE] HS E dtsistL|Ct

Parameters
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unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_http_port

[BI(HTTP) ZE] Hi=7t MEE ZoIHYLIC

o=

Return values

get_io_http_port= out_http_porto| [fI(HTTP) EZE] HZE X Est=0 MHISH 1
ghetL|ct.

fjo
E

mac_addressg 7}%l X Z(ezTCP)S XS = Q= 4

Xs + 8le B8R0

rir

12 shsketL

—

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[8];
if(is_io(out_eztcp_info.mac_address) == 1)
{
memset(buf, 0x00, 8);
get_io_http_port(out_eztcp_info.mac_address, buf);
printf(“[I/0] web(HTTP) Port : %s\r\n”, buf);
}
}
See also
is_io, get_io_http, get_io_html_size
Remarks

4.5.3 get_io_html_size

int get_io_html_size(unsigned char *mac_address);

Description

get_io_html_size= 1/0 HZ [|I(HTTP)HO|X| 27|12 tststL|Ct.

| Sy w—"

Parameters

unsigned char *mac_address
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EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.

Return values
get_io_html_size= [RI(HTTP)H|O|X| 2 7|]= Etsl st 1 Z+2 ofziot Z

0

m\l
o>

L|C}.

80KB
1

96KB
2

112KB

mac_addressg 7}% M E(e2TCP)S &2 4 gl 20 18 e ch

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
if(is_io(out_eztcp_info.mac_address) == 1)
{
int html_size = get_io_html_size(out_eztcp_info.mac_address);
printf(“[I/0] Size of web(HTTP) : ”);
switchChtml_size)
{
case 0:
printf(“80kB\r\n”);
break;
case 1:
printf(“96KB\r\n”);
break;
case 2:
printf(“112KB\r\n”);
break;
3
3
}
See also

is_io, get_io_http, get_io_http_port.
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Remarks

4.5.4 get_io_modbus

int get_io_modbus(unsigned char *mac_address);

Description

get_io_modbus= 1/0 HZ [Modbus/TCP] H|O{EtAl 7|5 AEH

MEH O R E HietefL|Ct.
Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
Return values

get_io_modbus= [Modbus/TCP] H|Oj&t4l 7|5

o 1
2 Z< 0g uekgLch

mac_addressg 7t%l K| E(ezTCP)S %

&g 4 Qe F20IE 18 vl

Examples

See also

is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,
get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.

Remarks

4.5.5 get_io_input_notification

int get_io_input_notification(unsigned char *mac_address);

Description

get_io_input_notification2 110 HZo| [YHEE HZA 7] 7|

or

MEd Of R E dhetetL|Ct.
Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
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Return values

get_io_input_notification2 [IHZE ©17d 2] 7|50 MEE|of glof 12 pestn 1
HX| e AL 02 gL CL

mac_addressg 7%l | E(ezTCP)2 &2 = gl FR0e 12 gL ot
Examples

See also
is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,

get_io_slave control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.

Remarks

4.5.6 get_io_output_automatic_initialize

int get_io_output_automatic_initialize(unsigned char *mac_address);

Description

2HModbus/TCP &

get_io_output_automatic_initialize= 110 HZEo| [EHZEE A |
M HhetetL|Cf.

o
B2 Al SUEE[X7|ME] Zo2 M B3] /s N RS w

L

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

Return values

get_io_output_automatic_initialize2 [E2ZE AMEj| X7|3(Modbus/TCP H& =
HEE[XI|MEN] 22 HEf HF] 7|s0| MEE|Of A2H 15 Hretstn O™-HX| @2 8
02 gretetL(Ct

mac_addressg 7txl X Z(ezTCP)S A2 2 ¢

= HA

Hu
=
-0 n

rir
oX

0= 12 HretetL o
Examples

See also

is_io, get_io_modbus, get_io_input_notification, is_io_output_automatic_initialize,
get_io_output_automatic_initialize, get_io_modbus_type, get_io_unit_id, get_io_input_address,
get_io_output_address, get io_poll_interval, get io_slave control_type, get io_master_control_type,
get_io_tcp_type, get_io_multi_connection_number, get_io_modbus_peer_address,
get_io_modbus_peer port, get_io_modbus_local_port.
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Remarks

2O} A Met L2 siE ME MEEYME H=oHAI7] HELIC

4.5.7 get_io_modbus_type

int get_io_modbus_type(unsigned char *mac_address);

Description

get_io_modbus_type2 1/0 X|Z°o| [OAE{/EH0|E]S dtststL|Ct,

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_io_modbus_type2 [OfAE{/&H0|E]E Htst st0 1 Zf2 of2fQt Z&LCh
0

== =]
1
OrAH
mac_addressg 7%l M ZE(ezTCP)S &S = Q= Z20= -18 gtststLct,
Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
if(is_io(out_eztcp_info.mac_address) == 1)
{

int Modbus_type = get_io_modbus_type(out_eztcp_info.mac_address);

switch(Modbus_type)

{

case 0:
printf(“[I/0] This is Modbus sTlave.\r\n”);
break;

case 1:

printf(“[I/0] This is Modbus master.\r\n”);

break;
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See also

is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,
get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.

Remarks

4.5.8 get_io_unit_id

int get_io_unit_id(unsigned char *mac_address, char *out_unit_id);

Description
get_io_unit_id= 1/0 HZ2o| [§L|E ofo|C|]S gttstL|Ct,

Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_unit_id
[FUE otojc|]7t M ZQIE LIL}.

Return values

get_io_unit_id= out_unit_idoj| [8L|E ofo|C|]1E XEt=

O H3stH 12 grstetL|ct,
mac_addressg 7%l X E(ezTCP)2 &2 £ gle AR0E -12 HtetgtLct

o

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[8];
if(is_io(out_eztcp_info.mac_address) == 1)
{
memset(buf, 0x00, 8);

get_io_unit_id(out_eztcp_info.mac_address, buf);
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printf(“[I/0] unit ID : %s\r\n”, buf);

}
}

See also
is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,
get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.

Remarks

4.5.9 get_io_input_address

int get_io_input_address(unsigned char *mac_address, char *out_address);

Description

get_io_input_address= 1/0 HZo| [UHZE FAE HtalstL|C]

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_address

[UHEZE FA]7} MHE ZOIEQL|C

Return values

get_io_input_address= out_addressof| [UBZE FAJIES XESI=H HIS
L|C}.

mac_address2 7%l X Z(ezTCP)2 &2

=

4 gls FR0E 12 B

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[8];
if(is_io(out_eztcp_info.mac_address) == 1)
{

memset(buf, 0x00, 8);
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get_io_input_address(out_eztcp_info.mac_address, buf);

printf(“[1I/0] Input Port Base Address : %s\r\n”, buf);

3
}

See also
is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,
get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.

Remarks

4.5.10 get_io_output_address

int get_io_output_address(unsigned char *mac_address, char *out_address);

Description

get_io_output_address= 1/0 HZEo| [EHEE FA)E utststL|CE

J
r

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *out_address

[EHEZE F27t HgE ZAHYUCH

Return values

get_io_output_address= out_addressof| [EHEE FA]S XNEst=0 MIsH 18 izt

ghL|C}.
mac_addressg 7t% K Z(ezTCP)2 A2 += ¢l= Z20= 12 gtstetL|Ct
Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[8];
if(is_io(out_eztcp_info.mac_address) == 1)
{
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memset(buf, 0x00, 8);
get_io_output_address(out_eztcp_info.mac_address, buf);

printf(“[I/0] output Port Base Address : %s\r\n”, buf);

}
3

See also
is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,
get_io_slave control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.

Remarks

4.5.11 get_io_poll_interval

int get_io_poll_interval(unsigned char *mac_address, char *out_poll_interval);

Description

—

get_io_poll_interval2 1/0 ®|Zo| OtAEH [EAl F7|]E gtststL|Ct

Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_poll_interval
[ F2117t HEE =ZH Y LT

Return values

get_io_poll_interval2 out_poll_intervaloj otAE [EM FI|1E KEst=H H25HH 12
ghstetL| ot

mac_addressg 7}l M E(ezTCP)S &2 % gl= 20l 18 HEgch

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[8];

if(is_io(out_eztcp_info.mac_address) == 1)
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{
memset(buf, 0x00, 8);
get_io_poll_interval(out_eztcp_info.mac_address, buf);
printf(“[1/0] Poll Interval : %s\r\n”, buf);
}
See also
is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,

get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.

Remarks

4.5.12 get_io_slave_control_type

int get_io_slave_control_type(unsigned char *mac_address);

Description
get_io_slave_control_type2 1/0 HZ2| [£3|0|E EHZE X oftLal

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.

Return values
get_io_slave _control_type2 1/0 HZo| [&H 0|8 ZHZE HO{WAS st st 1 It
2 ofefet Z& Lt

0
FC 16 (SAIH A1)

FC 05 (ZH & X| Of)
mac_addressg 7t% K Z(ezTCP)2 A2 £ 9= Z20= 12 gtstetL|Ct

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

http://www.sollae.co.kr
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if(is_io(out_eztcp_info.mac_address) == 1)
{
int ctrl_type = get_io_slave_control_type(out_eztcp_info.mac_address);

switch(ctri_type)

{
case 0:
printf(“[I/0] FC 16(Multiple).\r\n”);
break;
case 1:
printf(“[I/0] FC 05(Single).\r\n”);
break;
}
}
See also

is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,
get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.

Remarks

2t XtMlet &2 ME AEEBME EZOHA|7| HiELICH

4.5.13 get_io_master_control_type

int get_io_master_control_type(unsigned char *mac_address);

Description

get_io_master_control_type2 1/0 X|Z2| [O}AE ZEHZE H|O{WA]S HtsshL L}

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_io_master_control_type2 1/0 X|Z0o| [OfAE ZSHZE XHo{HA]S Hiz} st 1 e
ofzfet #&LCh

0
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AND

OR
mac_addressg 7%l M Z(ezTCP)2 &S £ 9

rir
oX
40
=2
rir
N
mjo
T
rigt
ot
i
o

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
if(is_io(out_eztcp_info.mac_address) == 1)
{
int ctrl_type = get_io_master_control_type(out_eztcp_info.mac_address);
switch(ctri_type)
{
case O:
printf(“[I/0] AND.\r\n”);
break;
case 1:
printf(“[I/0] OR.\r\n”);
break;
}
}
}
See also
is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,
get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.
Remarks
BECt XM W82 ME MEEYME H=ESHAIZ] HHE L L
4.5.14 get_io_tcp_type
int get_io_tcp_type(unsigned char *mac_address);
Description

get_io_tcp_type2 1/0 H|Z2| Modbus/TCP & HiH e dislshL|C}
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Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.

Return values

get_io_tcp_type2 1/0 X|E2| Modbus/TCP M S st of0f 1 Zt2 ofaiet Z&LICh
0
+5HS
1
584
mac_addressg 7Tl X E(ezTCP)2 &2 = gls Z0e 12 gttt

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
if(is_io(out_eztcp_info.mac_address) == 1)
{
int ctrl_type = get_io_tcp_type(out_eztcp_info.mac_address);
switch(ctrl_type)
{
case O:
printf(“[I/0] Passive Connection.\r\n”);
break;
case 1:
printf(“[I/0] Active Connection.\r\n”);
break;
}
}
}
See also
is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,
get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.
Remarks
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2O} ArMe LIE2 ME AFEEEME H=SHAIZ| BHELCH

4.5.15 get_io_multi_connection_number

int get_io_multi_connection_number(unsigned char *mac_address);

Description
get io_multi_connection_number2 |/o A E0| Modbus/TCP +&H %0l 3@ Al B& 7t
3 Modbus/TCP 22}0|QIE Q| J|A&E HtalStL|C}.
Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE A2310] ZAME | Z(ezTCP)| MACTEA L|Ct,

Return values

get_io_multi_connection_number2 1/0 HZ0| Modbus/TCP $=ZH&0l AL SA| M& 7t
53 Modbus/TCP 22}0|HEQ| 7|42 Hialst 1 2t 1~8QL
=
H.

|Ct.
mac_addressg 71Zl X E(ezTCP)E &g = Q& &R0l -18 ghetghct
Examples
See also
is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,

get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.

Remarks

4.5.16 get_io_modbus_peer_address

int get_io_modbus_peer_address(unsigned char *mac_address, char *out_address);

Description

g

g?tTi?_Tn?dbus_peer_addressf /0 MZ0| Modbus/TCP SESH&0 4R [EME FA)E
ghstetL| ot

Parameters

unsigned char *mac_address
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EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *out address

[EME F2P7F MEE ZAHYLICH

Return values

get_io_modbus_peer_address= out_addresso| [EAE FAIE NEUSI=H MISIH 12
gretstn "X o™ 02 dhetehL|Ch

mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -18 gtststL|C)

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[65];
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_io(mac_address) == 1 && get_io_tcp_type(mac_address) == 1)
{
memset(buf, 0x00, 65);
get_io_modbus_peer_address(out_eztcp_info.mac_address, buf);

printf(“[1/0] Peer Address : %s\r\n”, buf);

See also

is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,
get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.

[EME FA)J= NULLS F| QIS A|Cf 64HIO|EQL|C} M2tA out addresse %A 65H}O]
Eo| M2z 372 7HX|1 U0{0F giL|Ct.

4.5.17 get_io_modbus_peer_port

int get_io_modbus_peer_port(unsigned char *mac_address, char *out_port);

Description

i

get_io_modbus_peer_port= 1/0 HZ0| Modbus/TCP SESH&0 AR [BAME ZE]
out_portof| xZ&gL|Ct.
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Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_port

[ ZE} MEE ZQIHYULICL

Return values

get_io_modbus_peer_port= out_porto] [EAME ZE|S XNESt=H MHISHH 12 Htstst

L|CF.

mac_addressg 7}7l X E(ezTCP)E #S £ ¢l= d20|= 18 utststL|Ct.

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[65];
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_io(mac_address) == 1 && get_io_tcp_type(mac_address) == 1)
{
memset(buf, 0x00, 65);
get_io_modbus_peer_port(out_eztcp_info.mac_address, buf);
printf(“[1/0] Peer Port : %s\r\n”, buf);
}
}
See also
is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,
get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.
Remarks
4.5.18 get_io_modbus_local_port
int get_io_modbus_local_port(unsigned char *mac_address, char *out_port);
Description
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get_io_modbus_local_port= 1/0 HZ0| Modbus/TCP $==7
AEE]E out_portOf MZFeL{C}.

I

ol A2 Modbus/TCP [HE &2

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_port

Modbus/TCP [M|E 2EHZE]7} MAE ZOIEQL|C}

Return values

get_io_modbus_local _port= out_porto| Modbus/TCP [F/Z ZZ.
ot 12 HhetefLch

mac_addressg 7%l HE(ezTCP)2 &2 = gl ZR0e 12 gL ot

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[65];
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_io(mac_address) == 1 && get_io_tcp_type(mac_address) == 0)
{
memset (buf, 0x00, 65);
get_io_modbus_local_port(out_eztcp_info.mac_address, buf);

printf(“[1/0] Local Port : %s\r\n”, buf);

See also
is_io, get_io_modbus, get_io_input_notification, get_io_output_automatic_initialize, get_io_modbus_type,
get_io_unit_id, get_io_input_address, get_io_output_address, get_io_poll_interval,

get_io_slave_control_type, get_io_master_control_type, get_io_tcp_type, get_io_multi_connection_number,
get_io_modbus_peer_address, get_io_modbus_peer_port, get_io_modbus_local_port.

Remarks
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4.5.19 get_io_output_number

int get_io_output_number(unsigned char *mac_address);

Description
get_io_output_port_number= 1/0 HZ0| MX| L0 QY= ZSHILE J|£Z2 dHiststL|Ct
Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values
— >

get_io_output_port_number= 1/0 HZ0| MX|E0f Y= ZSHZE
mac_addressg 71Zl X Z(ezTCP)E &g = Qe ZR0lc -18 gretghct

Examples

See also
is_io, get io_output_number, get io_input_number, is_event notification, get io_event notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get_io_macro_type,

get_io_macro, get io_port_macro, get io_macro_text, get io_output_delay, get io_output_initial_state,
get_io_comment.

Remarks

4.5.20 get_io_input_number

int get_io_input_number(unsigned char *mac_address);

Description
get_io_input_port_number= 110 HZ0| MX|g|0| Qe UHZE Y42 dHislgtL|C,

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values
get_io_input_port_number= 1/0 ®Z0| MX||0f Q= AHZE J|$E HisistL|Ct,
mac_addressg 7t%l X E(ezTCP)2 &2 =+ Sl R0
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Examples

See also
is_io, get io_output_number, get io_input_number, is_event notification, get io_event notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get_io_macro_type,

get_io_macro, get_io_port_macro, get io_macro_text, get_io_output_delay, get io_output_initial_state,
get_io_comment.

Remarks

4.5.21 get_io_event_notification

int get_io_event_notification(unsigned char *mac_address);

Description

get_io_event_notification2 110 HZo| [YH L& FHZE HA LZYMXHY)] 7|5 M

S Of2E wEitL|ch

—

Parameters
unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl X Z(ezTCP)2| MACEA QlL|C}

[ Ry Ry

Return values

get_io_event_notification

£ [YU3 == SAUZE HY dA(HXHY)] 7|50 MEiziof QU
o 1g dtgteln WX Y2 FP 08 wtEetLct
mac_addressg 7+% | ZE(ezTCP)S &2 =+ Qe ZFR0E -12 vratetct

Examples

See also
is_io, get_io_output_number, get io_input_number, is_event_notification, get io_event notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get_io_macro_type,

get_io_macro, get_io_port_macro, get io_macro_text, get io_output delay, get_io_output_initial_state,
get_io_comment.

Remarks

4.5.22 get_event_notification_email

int get_event_notification_email(unsigned char *mac_address, char *out_email);
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Description

get_event_notification_email2 1/0 XZ0o| 3 £ SHIEQ| M0 WMzt A ¢zl
= 25Y [MXHY FA)E Hrereu o

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl K Z(ezTCP)2| MACEA QlL|LC}
char *out_email

[(HXHY F2]7 MEgE ZeIE YL o

Return values
get_event notification_email2 out_emailo| [HXIHY FAIE XMHESI=H HISIH 12
HFSESHL| O}

mac_addressg 7t7l HE(ezTCP)S A2 & Qe ZFR0& -18 HatstL|ct.

rir

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[65];
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_io(mac_address) == 1 & is_event_notification(mac_address) == 1)
{
if(get_io_event_notification(mac_address) == 1)
{
memset (buf, 0x00, 65);
get_event_notification_email(out_eztcp_info.mac_address, buf);

printf(“[1/0] Email Address : %s\r\n”, buf);

See also
is_io, get io_output_number, get io_input_number, is_event_notification, get io_event_ notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get_io_macro_type,

get_io_macro, get_io_port_macro, get io_macro_text, get io_output_delay, get io_output_initial_state,
get_io_comment.

Remarks
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[HXtHY F2]= NULLS ZBtstof X[Cf 64HHO|EQLICE 2tA out_email2 %4 64H}O]
Eo| Hr2] Zt& 7tX| RUofof gLt

4.5.23 get_io_event_notification_port

int get_io_event_notification_port(unsigned char *mac_address, int port_flag,

int port_index);

Description

get_io_event_notification_port= 110 HZ0| M
HEE #HE FE@EXNHY)] 7Is U4 7S H

—

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE Atg83}0f

ZME HZ(ezTCP)| MACEA QlL|Ct
int port_flag

port_flag7t 00| UHZEZ ojOjstn 10|H EHIEES o|O|gtLCt
int port_index

olgd cc
H= =

L ZemEO| £¥02 05E AFELIC

Return values

get_io_event_notification_port= port_flage} port_index7t 7j2|7|= Q2 L=
of [€3 E= SHEE HZF LE(TXHY)] 7150 MEIEO A2BH 1
Uod 05 HretetL|ct.

mac_address2 7}7l X Z(ezTCP)S %2 == 9

rir

dR0l= -18 gteretLo}.
Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{

int idx = 0;

unsigned char *mac_address

out_eztcp_info.mac_address;

if(is_io(mac_address) == 1 && is_event_notification(mac_address) == 1)
{

if(get_io_event_notification(mac_address) == 1)

{

int input_number =

get_io_input_number(mac_address);
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int output_number = get_io_output_number(mac_address);

for(idx = 0;idx < input_number;idx++)

{
if(get_io_event_notification_port(mac_address,0,idx) == 1)
{
printf(“[I/0] Input port#%d is enabled\r\n”, idx);
}
else
{
printf(“[1I/0] Input port#%d is disabled\r\n”, idx);
3
3

for(idx = 0;idx < output_numberidx++)

{
if(get_io_event_notification_port(mac_address,1l,idx) == 1)
{
printf(“[I/0] output port#%d is enabled\r\n”, idx);
3
else
{
printf(“[1/0] output port#%d is disabled\r\n”, idx);
3
}
3
}
See also

is_io, get_io_output_number, get io_input_number, is_event_notification, get io_event notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get_io_macro_type,
get_io_macro, get_io_port_macro, get io_macro_text, get io_output delay, get io_output_initial_state,
get_io_comment.

Remarks

4.5.24 get_io_input_valid_time

int get_io_input_valid_time(unsigned char *mac_address, int port_index,
char *out_input_valid_time);

Description
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get_io_input_valid_time2 port_index2 X|HE QUHZEO
ghefLT,

[M=F/X] AZHEEX)E 2

—

i

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int port_index

YHZEO| o Z 0FH AlZgLCL
char *out_input_valid_time

o =

port_index2 X|FE YHZEO [MSQX| AZHLEIX)]7} MTE ZQIEYLICH

Return values

get_io_input_valid_time2 out_input_valid_timeoj| [MZ QX A|ZHHE|X)]E XMHESt=0|

o —
d&otd 15 gHhetetL|Ch

mac_address2 7%l HZ(ezTCP)2 &2

(e ]
=

A
T HA

rir

A0 12 wrsksCh

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[8];
int idx = 0;
int input_number = get_io_input_number (out_eztcp_info.mac_address);
if(is_io(out_eztcp_info.mac_address) == 1)
{
for(idx = 0;idx < input_number;idx++)
{
memset (buf, 0x00, 8);
get_io_input_valid_time(out_eztcp_info.mac_address, idx, buf);
printf(“[I/0] Input Port#%d valid Time(ms) : %s\r\n”, idx, buf);
3
}
3
See also

is_io, get io_output_number, get io_input_number, is_event_notification, get io_event_ notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get_io_macro_type,

get_io_macro, get_io_port_macro, get io_macro_text, get io_output_delay, get io_output_initial_state,
get_io_comment.
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Remarks

4.5.25 get_io_macro_type

int get_io_macro_type(unsigned char *mac_address);

Description

get_io_macro_type2 1/0 XZ0| X|Yst= D422 7|59 E2E dtststL|Ct

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values
get_io_macro_type2 1/0 HEZ0| MX|& =HZEOQ OjAZ 7|58 ZZ ME3 > Qo™
12 Hi3lsln QK| YoW™ 02 HISHSHL|CH.
get_i0_macro_typeo| 0€ Htstst= 1/0 HEL OjAE 7|52 MElSIH DE ZHZET} Of
32 7152 A8 = LIEr

mac_addressg 7t7l HE(ezTCP)S A2 & Qe ZFR0& -18 HatstL|ct.

rir

Examples

See also

is_io, get io_output_number, get io_input_number, is_event notification, get io_event notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get_io_macro_type,
get_io_macro, get io_port_macro, get io_macro_text, get io_output delay, get io_output_initial_state,
get_io_comment.

Remarks

4.5.26 get_io_macro

int get_io_macro(unsigned char *mac_address);

Description

get_io_macro= 1/0 HZo| [jAR 7]&5] ME oj2Z wtasistL|C} get_io_macro_typeo| 0

S dhspsle Z20|0H AFRE 2 QlaLC

Parameters
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unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH

Return values

get_io_macro= 1/0 XE0| [0fAZ 7]|5]0| MEHE|0f oW 12 dtatsin DHX| g2
2 08 HtshstL|C},
mac_addressg 7Tl XM ZE(ezTCP)S &2 & gle d20& -12 gtetehct.

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
if(is_io(out_eztcp_info.mac_address) == 1)
{
if(get_io_macro_type(out_eztcp_info.mac_address) == 0)
{
if(get_io_macro(out_eztcp_info.mac_address) == 1)
printf(“[1/0] Macro is enabled.\r\n”);
else
printf(“[I/0] Macro is disabled.\r\n”);

See also

is_io, get_io_output_number, get io_input_number, is_event_notification, get io_event notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get_io_macro_type,
get_io_macro, get_io_port_macro, get io_macro_text, get io_output delay, get_io_output_initial_state,
get_io_comment.

Remarks

4.5.27 get_io_port_macro

int get_io_port_macro(unsigned char *mac_address, int port_index);

Description
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Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int port_index

Z2TEQ| £HO2 08 AIXELICE

Return values

get_io_port_macro= port_indexz2 X|HE ZHZEO [0jAE 7|5]0| MEHEZ|0f QOEH 1
= Breista "X 2 2% 02 HtetetL| ot
mac_addressg 7%l X E(ezTCP)2 &2 &+ gl ZR0e 12 gttt

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
int idx = 0;
int output_number = 0;
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_io(mac_address) == 1 && get_io_macro_type(mac_address) == 1)
{
output_number = get_io_output_number(mac_address);
for(idx = 0;idx < output_number;idx++)
{
if(get_io_port_macro(mac_address, idx) == 1)
printf(“[I/0] output Port#%d Macro is enabled.\r\n”, idx);
else
printf(“[I/0] output Port#%d Macro is disabled.\r\n”, idx);
3
}
}
See also
is_io, get io_output_number, get io_input_number, is_event notification, get io_event notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get io_macro_type,
get_io_macro, get io_port_macro, get io_macro_text, get io_output delay, get io_output_initial_state,
get_io_comment.
Remarks
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4.5.28 get_io_macro_text

intget_io_macro_text(unsigned char *mac_address, int port_index, char *out_macro_text);

Description

=

get_io_macro_text= port_index® X|™HE =HIZEQ| 0j32 EXIYS HtsstL|CT.

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ A23t0] ZAE M| Z(ezTCP)2| MACEA lL|Ct,
int port_index

ZIEO $+HOZ 02 A|RFStL|LCE
char *out_macro_text

port_index2 X|HE =HREQ| 032 EXtFo| MAE ZAHYL|CH

Return values

get_io_macro_text= out_macro_texto| 0j32 2XtYS KA
L|C}.

0
Ir
)
0x
ki
ot
re
=
mjo
rx
rot
ot

mac_addressg 7%l | Z(ezTCP)S #H2 2= 9

= T HA

rir

AQolE 18 gekeLCt

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
int idx = 0;
int output_number = 0;
char buf[IO_SCRIPT_LEN + 1];
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_io(mac_address) == 1)
{
output_number = get_io_output_number(mac_address);

for(idx = 0;idx < output_number;idx++)

{
memset (buf, 0x00, IO_SCRIPT_LEN + 1);
get_io_macro_text(mac_address, idx, buf);
printf(“[I/0] output port#%d Macro : %s\r\n”, idx, buf);
3
3
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[}

See also
is_io, get io_output_number, get io_input_number, is_event_notification, get io_event_ notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get_io_macro_type,
get_io_macro, get_io_port_macro, get io_macro_text, get io_output delay, get io_output_initial_state,
get_io_comment.

Remarks
Ol32 EXE2 NULLZ H|2[T } Z|C§ 32dHtO|EQIL|Ct. M2tA out_macro_texte= %A 33
HO|EQ| =] S7HE ZHX|L QUO{OF LTt
32 2XAtY Z0|= I0_SCRIPT_LENG| H9| £|0f /YE&L|Ct
4.5.29 get_io_output_delay

int get_io_output_delay(unsigned char *mac_address, int port_index,

char *out_output_delay);

Description
get_io_output_delay= port_index2 X|HE = ZEQ| [ZZX|A(UE|X)]S HrehgtL|C},

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE A2310] ZAE M| Z(ezTCP)2| MACEA lL|Ct,
int port_index

EYHZEQ| =HOZ 08E A&t
char *out_output_delay

port_index2 X|F& EHEEO [FAHX|A (Y X))t MEE ZAHYLCH

Return values
get_io_output_delay= out_output_delayo| [E2HX|H(Le|X)]E NHESI=H H38tH 12
HFSESHL| O

mac_addressg 7I%l HZE(ezTCP)2 &2 £ %= 4dR0= -18 grsigtL|Ct.

o

rir

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
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char buf[8];
int idx = 0;

int output_number = get_io_output_number(out_eztcp_info.mac_address);

if(is_io(out_eztcp_info.mac_address) == 1)
{
for(idx = 0;idx < output_number;idx++)
{
memset(buf, 0x00, 8);
get_io_output_delay(out_eztcp_info.mac_address, idx, buf);
printf(“[I/0] output Port#%d Delay(ms) : %s\r\n”, idx, buf);
3
}
See also

is_io, get io_output_number, get io_input_number, is_event notification, get io_event notification,
get_event_notification_email, get_io_event notification_port, get_io_input_valid_time, get_io_macro_type,
get_io_macro, get io_port_macro, get io_macro_text, get io_output delay, get io_output_initial_state,
get_io_comment.

Remarks

4.5.30 get_io_output_initial_state

int get_io_output_initial_state(unsigned char *mac_address, int port_index);

Description
get_io_output_initial_state’= port_index2 X|™E =2ZEO| [X7|AEfS HtatstL|Ct,

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int port_index

EHLEO +HOZ 08 A|EEL|LCL

Return values
[X7|HEf]E vtetst O 252 ofefet Z&LCt

get_io_output_initial_state= Z3xZEQ
0
OFF
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ON
mac_addressg 77l X Z(ezTCP)2 &g == ole 40 -12 ettt
Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
int idx = 0;
unsigned char *mac_address = out_eztcp_info.mac_address;
int output_number = get_io_output_number(mac_address);
if(is_io(out_eztcp_info.mac_address) == 1)
{
for(idx = 0;idx < output_number;idx++)
{ if(get_io_output_initial_state(mac_address, idx) == 1)
printf(“[I/0] output Port#%d initial state is ON\r\n”);
else
printf(“[I/0] output Port#%d initial state is OFF\r\n”);
}
}
}
See also
is_io, get io_output_number, get io_input_number, is_event notification, get io_event notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get_io_macro_type,
get_io_macro, get io_port_macro, get io_macro_text, get io_output delay, get io_output_initial_state,
get_io_comment.
Remarks

4.5.31 get_io_comment

int get_io_comment(unsigned char *mac_address, int port_flag, int port_index,
char *out_comment);

Description

get_io_comment= 1/0 HZ0| MX| = 43 = EHZEQ| [I/O ZE MH|S HtststL|C}.

Parameters

unsigned char *mac_address
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EZTCP_Search == EzTCP_ReadE A2310] ZAME X Z(ezTCP)| MACTEA QL|Ct,
int port_flag

port_flag7t 00| YHZEEZ olojstd 10|H ZHEEE o|0|TtLLCt.
int port_index

U £ SYHEEO sHOZ 02H AZLICH
char *out_comment

port_index2 X|™E Q3 L= FHZEQ| [I/O ZE MH]0| HEE ZOIFHYL|CH

o=

Return values

get_io_comment= out_commentoj port_flage} index7} 7t2|7|= QU3 L= Ex

s
ot O
91-«—1-
l:

EQof [VO ZE dl]s MYst=H dSotH 12 et
mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -18 gtststL|C)
Examples
struct eztcp_info out_eztcp_info;
int ret = get_eztcp_info_by_index(0, &out_eztcp_info);
if(ret == EZTCP_SUCCESS)
{
int idx = 0;
char buf[IO_COMMENT_LEN + 1];
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_io(mac_address) == 1 & is_event_notification(mac_address) == 1)
{
if(get_io_event_notification(mac_address) == 1)
{

int input_number = get_io_input_number(mac_address);

int output_number = get_io_output_number(mac_address);

for(idx = 0;idx < input_number;idx++)

{
memset(buf, 0x00, IO_COMMENT_LEN + 1);
get_io_comment(mac_address, 0, idx, buf);
printf(“[I/0] Input port#%d Comment : %s\r\n”, idx, buf);
}

for(idx = 0;idx < output_numberidx++)

{
memset(buf, 0x00, IO_COMMENT_LEN + 1);
get_io_comment(mac_address, 1, idx, buf);

printf(“[I/0] output port#%d Comment : %s\r\n”, idx, buf);
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See also

is_io, get io_output_number, get io_input_number, is_event notification, get io_event_ notification,
get_event_notification_email, get_io_event_notification_port, get_io_input_valid_time, get_io_macro_type,
get_io_macro, get_io_port_macro, get io_macro_text, get io_output delay, get io_output_initial_state,
get_io_comment.

Remarks

[I10 ZE ME]2 NULLE H|Qst1 %[C§ 16HIO|EQILICt i2tA out_comment= |4 17
HFO|EQ| 22| S7t2 7HX|1 UO0{OoF BhL|Cf.

[I/0O ZE AM™] Z20|= |10_COMMENT_LENO| &Oo| |0 Q& L|C}.

4.6 2

4.6.1 get_wlan_type

int get_wlan_type(unsigned char *mac_address);

Description
get wlan_type2 Mz KZo| [RZMa ZB|S sisistL|Ct,
Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_wlan_type2 FMH KNEO| [FMMW FFIS ©ts o0 1 2 otafet Z&Lch
0
e
1
QlmetAE SN
2

Soft AP
mac_addressg 7t%l M Z(ezTCP)2 &2 #= g

rr
0N
4o
=2
rr
AR
jo
T
ot
o
I~
_|T|_
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struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1)
{
int wlan_type = get_wlan_type(mac_address);
if(wlan_type == 0)
printf(“[WLAN] WLAN Topology : Ad-hoc\r\n”);
else if(wlan_type == 1)
printf(“[WLAN] WLAN Topology : Infrastructure\r\n”);
else if(is_wlan_soft_ap(mac_address) == 1 && wlan_type == 2)
printf(“[WLAN] WLAN Topology : Soft AP\r\n”);
}
}
See also
is_wlan, is_wlan_soft ap, get wlan type, get wlan_channel, get wlan ssid, get wlan_antenna,
get wlan_phy mode, get wlan_short_preamble,  get wlan_short slog,  get wlan_cts_protectioin,
get_wlan_background_scan, get_wlan_encryption_type, get_wlan_authentication_type,
get_wlan_wep_key_length, get_wlan_wep_key_index, get_wlan_wep_key data_type,
get_wlan_wep_key, get_wlan_max_wpa_passphrase_length, get_wlan_wpa_passphrase,
get_wlan_shared_key, get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id,
get_wlan_wpa_enterprise_pwd.
Remarks
4.6.2 get_wlan_channel
int get_wlan_channel(unsigned char *mac_address);
Description
get_wlan_channele 2M# HZo| [A'id]g greretLich
Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At23}0] HAME
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Return values

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1)
{
int wlan_type = get_wlan_type(mac_address);
if(wlan_type == 0 || (is_wlan_soft_ap(mac_address) == 1 && wlan_type == 2))
printf(“[WLAN] cChannel : %d\r\n”, get_wlan_channel(mac_address));
}
}
See also
is_wlan, is_wlan_soft_ap, get wlan_type, get wlan_channel, get wlan_ssid, get wlan_antenna,
get wlan_phy _mode, get wlan_short_preamble,  get wlan_short slog,  get wlan_cts_protectioin,
get_wlan_background_scan, get_wlan_encryption_type, get_wlan_authentication_type,
get_wlan_wep_key_length, get_wlan_wep_key index, get_wlan_wep_key data_type,
get_wlan_wep_key, get_wlan_max_wpa_passphrase_length, get_wlan_wpa_passphrase,
get_wlan_shared_key, get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id,
get_wlan_wpa_enterprise_pwd.
Remarks

4.6.3 get_wlan_ssid

int get_wlan_ssid(unsigned char *mac_address, char *out_ssid);

Description

get_wlan_ssids 220 HZo| [SSID]E BHetstL|Ct

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QlL|Ct,
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char *out_ssid
FHH MZFL| [SSID)7F MEE ZQIE YL L.

Return values

get_wlan_ssid= out_ssidojl 242 HZ9| [SSID]E MESH=O MIstH 12 BrigtLct
mac_addressg 7}%xl K| Z(ezTCP)S A2 Z

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[33];
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1)
{
memset (buf, 0x00, 33);
get_wlan_ssid(mac_address, buf);

printf(“[WLAN] SSID : %s\r\n”, buf);

See also

is_wlan, is_wlan_soft_ap, get wlan_type, get wlan_channel, get wlan_ssid, get wlan_antenna,
get wlan_phy _mode, get wlan_short_preamble,  get wlan_short slog,  get_wlan_cts_protectioin,
get_wlan_background_scan, get_wlan_encryption_type, get_wlan_authentication_type,
get_wlan_wep_key_length, get_wlan_wep_key index, get_wlan_wep_key_data_type,
get_wlan_wep_key, get_wlan_max_wpa_passphrase_length, get_wlan_wpa_passphrase,
get_wlan_shared_key, get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id,
get_wlan_wpa_enterprise_pwd.

Remarks

[SSID]= NULLE ®|Q|stx X|cf 32HIO|EQL|CE M2t out_ssid= %|A 33HIO|EQ| X
gl 3¢S ZHX|2 UO{oF 2FL|Cf.

4.6.4 get_wlan_antenna

int get_wlan_antenna(unsigned char *mac_address);

Description
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get wlan_antenna= 2 M2 X Zo| [QHHILHE dtststL|Ct,

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_wlan_antenna= 4 HE2| [AHEHLIE ghet st0 1 2t ofefet Z&LCh
0
LH-& QP E| Lt

Q| eI Lt

mac_addressg 7t M Z(ezTCP)S S = gle ER0c -1 gretgtLct
Examples
struct eztcp_info out_eztcp_info;
int ret = get_eztcp_info_by_index(0, &out_eztcp_info);
if(ret == EZTCP_SUCCESS)
{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1 && is_wlan_antenna(mac_address) == 1)
{
if(get_wlan_antenna(mac_address) == 0)
printf(“[WLAN] Internal Antenna.\r\n”);
else
printf(“[WLAN] External Antenna.\r\n”);
}
}
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan_channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, get_wlan_phy_mode, get_wlan_short_preamble, get_wlan_short_slog,
get_wlan_cts_protectioin, get_wlan_background_scan, get_wlan_encryption_type,
get_wlan_authentication_type, get_wlan_wep_key_length, get_wlan_wep_key_index,
get_wlan_wep_key data_type, get_wlan_wep_key, get_wlan_max_wpa_passphrase_length,
get_wlan_wpa_passphrase, get_wlan_shared_Kkey, get_wlan_wpa_enterprise,
get_wlan_wpa_enterprise_id, get_wlan_wpa_enterprise_pwd.
Remarks
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4.6.5 get_wlan_phy_mode

int get_wlan_phy mode(unsigned char *mac_address);

Description
get_wlan_phy_mode= 2Ai2h HZo| 2M nZFMHHE F0|A [Phy Mode]E BtstgtL|Ch
Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_wlan_phy modes ZMa ®Zo| M NZMME Z0|A [Phy Mode]Z
Z+e otgfet Zt& Lt

rt
o
Of
L=
]

1

802.11
2

802.11b
3

802.11b/g

mac_addressg 7}xl | Z(ezTCP)2 A€ = Q= A0 -12 dtsigtL|Ct

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1 && is_wlan_phy_mode(mac_address) == 1)
{

int phy_mode = get_wlan_phy_mode(mac_address);

if(phy_mode == 1 )

printf(“[WLAN] Phy mode : 802.11\r\n”);
else if(phy_mode == 2)

printf(“[WLAN] Phy mode : 802.11b\r\n”);
else if(phy_mode == 3)

printf(“[wWLAN] Phy mode : 802.11b/g\r\n”);
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[}
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan_channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, get _wlan_background_scan, get wlan_encryption_type,
get_wlan_authentication_type, get_wlan_wep_key_length, get_wlan_wep_key_index,
get_wlan_wep_key data_type, get_wlan_wep_key, get_wlan_max_wpa_passphrase_length,

get_wlan_wpa_passphrase, get_wlan_shared_key, get wlan_wpa_enterprise, get_wlan_wpa_enterprise_id,
get_wlan_wpa_enterprise_pwd,

Remarks

2O} AhMet L2 siE ME MEEYME H=oHAI7] HiELICH

4.6.6 get_wlan_short_preamble

int get_wlan_short_preamble(unsigned char *mac_address);

Description
O A [Short Preamble] AEH

rx
'l
>
o
4o
rx
k1
il
nx

>|
mm
ofM

get_wlan_short_preambleg2 2
025 dtetretLC,

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,

Return values

get wlan_short_preamble2 Z Mz M Zo| ZM nZMH™E Z0|A [Short Preamble]0|
BiZ|O QO 15 dtetstin "X fo™ 02 HtetetL|C
mac_addressg 7t%l X E(ezTCP)E 32 = gl B0 & -12 utatstL|ct

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1 && is_wlan_phy_mode(mac_address) == 1)
{

int phy_mode = get_wlan_phy_mode(mac_address);
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if(phy_mode == 2 || phy_mode == 3)

{
if(get_wlan_short_preamble(mac_address) == 1)
printf(“[WLAN] Short Preamble is enabled.\r\n”);
else
printf(“[WLAN] Short Preamble 1is disabled.\r\n”);
}
}
3
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan _channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts protectioin, get wlan_background_scan, get wlan_encryption_type,
get_wlan_authentication_type, get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id,
get_wlan_wpa_enterprise_pwd, get_wlan_wep_key_length, get_wlan_wep_key_index,
get_wlan_wep_key data_type, get_wlan_wep_key, get_wlan_max_wpa_passphrase_length,
get_wlan_wpa_passphrase, get_wlan_shared_key.
Remarks
Bt AN WE2 Y ME A8E2BME EXSHA|IZ| HHELCH
4.6.7 get_wlan_short_slot
int get_wlan_short_slot(unsigned char *mac_address);
Description
get wlan_short_slote ZMa HZo| ZM 1ZMHHEE ZO0|A [Short Slot] ME# O{EZ ut
sherL Ct.
Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

Return values

get_wlan_short_slote 2Ma1 X Zo| 2XM
O 12 drsksin 1X| Qo 08

=
mac_addressg 7%l M Z(ezTCP)S &S = Q= Z20= -1 sttt

Examples
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struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1 && is_wlan_phy_mode(mac_address) == 1)
{
int phy_mode = get_wlan_phy_mode(mac_address);
if(phy_mode == 3)
{
if(get_wlan_short_slot(mac_address) == 1)
printf(“[WLAN] Short Slot is enabled.\r\n”);
else
printf(“[WLAN] Short Slot is disabled.\r\n”);
}
}
}
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan _channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts protectioin, get wlan_background_scan, get wlan_encryption_type,
get_wlan_authentication_type, get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id,
get_wlan_wpa_enterprise_pwd, get_wlan_wep_key_length, get_wlan_wep_key_index,
get_wlan_wep_key data_type, get_wlan_wep_key, get_wlan_max_wpa_passphrase_length,
get_wlan_wpa_passphrase, get_wlan_shared_key.
Remarks
BEot XM WE2 siY ME A8EIME EXSHA|IZ| HEELCL
4.6.8 get_wlan_cts_protection
int get_ wlan_cts_protection(unsigned char *mac_address);
Description
get_wlan_cts_protection2 ZMzH HEZo| EM DZFMHHE Z0|A [CTS Protection] AMEH Of
B2 ersptLT
Parameters
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unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE AL2310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_ wlan_cts_protection2 ZM HEZo| EM DFMHHME Z0|A [CTS Protection]O| A1EH

Clof Ao 12 ghetstn QX o™ 02 HretetL ot
mac_addressg 71 K Z(ezTCP)2 HS 4 Q= FR0|= 12 gradtc
Examples
struct eztcp_info out_eztcp_info;
int ret = get_eztcp_info_by_index(0, &out_eztcp_info);
if(ret == EZTCP_SUCCESS)
{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1 && is_wlan_phy_mode(mac_address) == 1)
{
int phy_mode = get_wlan_phy_mode(mac_address);
if(phy_mode == 3)
{
if(get_wlan_cts_protection(mac_address) == 1)
printf(“[WLAN] CTS Protection is enabled.\r\n”);
else
printf(“[WLAN] CTS Protection 1is disabled.\r\n”);
}
3
}
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan_channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, get_wlan_background_scan, get wlan_encryption_type,
get_wlan_authentication_type, get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id,
get_wlan_wpa_enterprise_pwd, get_wlan_wep_key_length, get_wlan_wep_key_index,
get_wlan_wep_key_data_type, get_wlan_wep_key, get_wlan_max_wpa_passphrase_length,
get_wlan_wpa_passphrase, get_wlan_shared_key.
Remarks

2O} A Mst LE2 siE ME MEEYME H=oHAI7| HiEL L
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4.6.9 get_wlan_background_scan

int get_wlan_background_scan(unsigned char *mac_address);

Description

get wlan_background_scang £M2 HEo| EM DNIFMHHE
MEd OfRE vtetetL|Ct.

O M [Background Scan]

of

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

Ol |II-|
%
0%
ujn
ol
=2
e
'©
%)
o
<
«
=
o
c
>
o
(%)
%)
%}
=
°

get_wlan_background_scang2 ZAMz M Zo| &M T
MEIE[O] QUof 15 dretstn "X = el

02
mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -12 gtststL|C)

Q
o)
r=

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1 && is_wlan_background_scan(mac_address) == 1)
{
if(get_wlan_background_scan(mac_address) == 1)
printf(“[wWLAN] Background Scan 1is enabled.\r\n”);
else
printf(“[wWLAN] Background Scan 1is disabled.\r\n”);
}
}
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan _channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background_scan, get wlan_background_scan,
get_wlan_encryption_type, get_wlan_authentication_type, get_wlan_wpa_enterprise,
get_wlan_wpa_enterprise_id, get_wlan_wpa_enterprise_pwd, get_wlan_wep_key_length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,

get_wlan_max_wpa_passphrase_length, get wlan_wpa_passphrase, get wlan_shared_key.
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Remarks

2O} A Met L2 siE ME MEEYME H=oHAI7] HELIC

[ ]

4.6.10 get_wlan_encryption_type

int get_wlan_encryption_type(unsigned char *mac_address);

Description

get wlan_encryption_type2 =AMz HZo| [UF St HHAIS HtststL|CH,

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_wlan_encryption_type2 SMZ XMZo| [¥zst WAlS giet stof O 22 ofelet Z

=L
0

e

HA O
1

WEP
2

WPA

mac_addressg 7t% K Z(ezTCP)2 A2 += ¢l= Z20= 12 gtstetL|Ct
Is_wlan_rsno| 1& ttztst= Z 20 = Ct

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1 && is_wlan_rsn(mac_address) == 0)
{

int enc_type = get_wlan_encryption_type(mac_address);
if(enc_type == 0)

printf(“[WLAN] Enctyption : None.\r\n”);
else if(enc_type == 1)
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printf(“[WLAN] Enctyption : WEP.\r\n”);
else if(enc_type == 2)

printf(“[WLAN] Enctyption : WPA.\r\n”);

}
3

See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan _channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_maode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts protectioin, is_wlan_background_scan, get wlan_background_scan,
is_wlan_rsn, get_wlan_encryption_type, get wlan_authentication_type, get wlan_wpa_enterprise,
get_wlan_wpa_enterprise_id, get_wlan_wpa_enterprise_pwd, get_wlan_wep_key_length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,
get_wlan_max_wpa_passphrase_length, get wlan_wpa_passphrase, get wlan_shared_key.

Remarks
4.6.11 get_wlan_authentication_type

int get_wlan_authentication_type(unsigned char *mac_address);

Description
get_wlan_authentication_type2 £M2 X E2| [2IF WA E= WPA[RF LM /AS3} 4
H12 dtststL|Ct get_wlan_authentication_typeo| st Zf2 get wlan_encryption_typeo|
ghet ol et elof7h ZatE L ot

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

Return values

get_wlan_encryption_typeo| 0(g{2)S gtetsl= 22 get_wlan_authentication_type2
o 15 g

1
e B

get_ wlan_encryption_typeo| 1(WEP)E utstst= Z<2 get wlan_authentication_type2

WEP [Q15 #HAl]S BtEisin 1 2tS Ofzjer ZtaLiC
1
e 2
2
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OH
40
o
In

>

s 2E

get_wlan_encryption_typeo| 2(WPA)E tHtss= 73_? ge t_wlan_authentication_type2
0

WPA[QIE wjotsst he]g srsistnl 1 g2

0

WPA PSK — TKIP

WPAPSK — AES

WPA PSK — TKIP/AES

WPA2 PSK — TKIP

WPA2 PSK — AES

WPA2 PSK- TKIP/AES

mac_addressg 77 HZ(ezTCP)E XS £ 9= AR0= -18 utststL|Ct.
25

=
is_wlan_rsno| 1& gtstst= 220

Examples

—

struct eztcp_info out_eztcp_info;

int ret

get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{

unsigned char *mac_address = out_eztcp_info.mac_address;

if(is_wlan(mac_address) ==

{

1 && is_wlan_rsn(mac_address) == 0)

int enc_type = get_wlan_encryption_type(mac_address);
int auth_type = get_wlan_authentication_type(mac_address);

if(enc_type == 0)

{
printf(“[WLAN] Enctyption : None.\r\n”);
if(auth_type == 1)
printf(“[WLAN] Authentication : Open System.\r\n”);
}

else if(enc_type == 1)

Sollae Systems. Co., Ltd.

-95 - http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~ At8A MM

{
printf(“[WLAN] Enctyption : WEP.\r\n”);
ifCauth_type == 1)
printf(“[WLAN] Authentication : Open System.\r\n”);
else if(auth_type == 2)
printf(“[WLAN] Authentication : Shared Key.\r\n”);
else if(auth_type == 3)
printf(“[WLAN] Authentication : Auth.\r\n”);
3
else if(enc_type == 2)
{
printf(“[WLAN] Enctyption : WPA.\r\n”);
ifCauth_type == 0)
printf(“[WLAN] Authentication : WPA PSK - TKIP.\r\n”);
else if(auth_type == 1)
printf(“[WLAN] Authentication : WPA PSK - AES.\r\n”);
else if(auth_type == 2)
printf(“[WLAN] Authentication : WPA PSK - TKIP/AES.\r\n”);
else if(auth_type == 3)
printf(“[WLAN] Authentication : WPA2 PSK - TKIP.\r\n”);
else if(auth_type == 4)
printf(“[WLAN] Authentication : WPA2 PSK - AES.\r\n”);
else if(auth_type == 5)
printf(“[WLAN] Authentication : WPA2 PSK - TKIP/AES.\r\n”);
3
3
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan _channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background_scan, get wlan_background_scan,
is_wlan_rsn, get_wlan_encryption_type, get wlan_authentication_type, get wlan_wep_key length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,
get_wlan_max_wpa_passphrase_length, get_wlan_wpa_passphrase, get_wlan_wpa_enterprise,

get_wlan_wpa_enterprise_id, get_wlan_wpa_enterprise_pwd, get_wlan_shared_key.

Remarks

4.6.12 get_wlan_wep_key_length

int get_wlan_wep_key_length(unsigned char *mac_address);
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Description

get wlan_wep_key lengthe ZAMz24 X|Zo| WEP 7| ZO|E utststL|Ct,

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH

Return values

get_wlan_wep_key_length2 243 *Zo| WEP 7| ZO|E gtetstl 1 Zf2 otefet 2%

L|CF.
1

64H| E
2

128H| E

mac_addressg 717 HE(e2TCP)S &2 4 gl 20 18 e ch

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1)
{
int wep_type = get_wlan_wep_key_length(mac_address);
if(wep_type == 1)
printf(“[WLAN] WEP Key : 64Bit.\r\n”);
else if(wep_type == 2)
printf(“[WLAN] WEP Key : 128Bit.\r\n”);
}
}
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan_channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background_scan, get wlan_background_scan,
get_wlan_encryption_type, get_wlan_authentication_type, get_wlan_wep_key length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,
get_wlan_max_wpa_passphrase_length, get_wlan_wpa_passphrase, get_wlan_wpa_enterprise,

get_wlan_wpa_enterprise_id, get_wlan_wpa_enterprise_pwd, get_wlan_shared_key.
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Remarks

4.6.13 get_wlan_wep_key_index

int get_wlan_wep_key_index(unsigned char *mac_address);

Description

get_ wlan_wep _key index2 ZAMzH X Z0| AMRSt= WEP 7| £t HtshstL|C}

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_wlan_wep_key index= 2 M K| Z0| AFRSH= WEP 7| &S BrakstL|Ct,
mac_addressg 7t%l M| ZE(ezTCP)S #2 == Qle ZR0& -12 gtetgtLch

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1)
{
int key_index = get_wlan_wep_key_index(mac_address);
printf(“[WLAN] WEP Key index %d is using now.\r\n”, key_index);
}
}
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan _channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background_scan, get wlan_background_scan,
get_wlan_encryption_type, get_wlan_authentication_type, get_wlan_wep_key length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,
get_wlan_max_wpa_passphrase_length, get_wlan_wpa_passphrase, get_wlan_shared_key,
get_wlan_wpa_enterprise, get_ wlan_wpa_enterprise_id, get wlan_wpa_enterprise_pwd.
Remarks
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4.6.14 get_wlan_wep_key_data_type

int get_wlan_wep_key data_type(unsigned char *mac_address, int wep_key_index);

Description
get wlan_wep_key data_type2 wep_key index2 X|™E= WEP 7|7} XZEHEl CO|H HAl
2 dtstetL| ot

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int wep_key_index

WEP 7| &=toz 0~3¢L|Ct.

Return values

get_wlan_wep_key data_type2 wep_key index2 X|™E= WEP 7|7} XZHEl CO|E Al

= Hrest O g2 orefet &L
0
16715
1
ASCII
mac_addressg 7+%l X ZE(ezTCP)S &S &+ Qe ZR0lc= -12 gretsct
Examples
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan_channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_ mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background scan, get wlan_background_scan,
get_wlan_encryption_type, get_wlan_authentication_type, get_wlan_wep_key_length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,
get_wlan_max_wpa_passphrase_length, get_wlan_wpa_passphrase, get_wlan_shared_key,

get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id, get_wlan_wpa_enterprise_pwd.

Remarks

4.6.15 get_wlan_wep_key

int get_wlan_wep_key(unsigned char *mac_address, char *out_wep_key);

Sollae Systems. Co., Ltd. -99 - http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~ At8A MM

Description

get_wlan_wep_key= #Hxj M XF0| AL FQ WEP 7| gtatetL|ct.

—

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_wep_key

WEP 7|7} MzE ZOQIE LTt

Return values
get_ wlan_wep_key= out_wep _keyo| ZAMaH F|Z0| ALRESQl WEP 7|2 MES=H A
StH 12 dhstetL|

mac_address2 7}%7l K Z(ezTCP)S &2 2= 9

HA

0x
OH

rr
ox
o
=2
rr
R
i)
re
ot
o
i
In]

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
int wep_type;
int key_index;
int key_type;
char buf[32];
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1)
{
wep_type = get_wlan_wep_key_length(mac_address);
if(wep_type == 1)
printf(“[WLAN] WEP Key : 64Bit.\r\n”);
else if(wep_type == 2)

printf(“[WLAN] WEP Key : 128Bit.\r\n”);

key_index = get_wlan_wep_key_index(mac_address);

key_type = get_wlan_wep_key_data_type(mac_address, key_index);
if(key_type == 0)

printf(“[WLAN] WEP Key index %d is hex format\r\n”, key_index);
else if(key_type == 1)

printf(“[WLAN] WEP Key index %d is ASCII format\r\n”, key_index);
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memset(buf, 0x00, 32);
get_wlan_wep_key(mac_address, buf);

printf(“[WLAN] WEP Key index %d is %s\r\n”, key_index, buf);

}
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan _channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background_scan, get wlan_background_scan,
get_wlan_encryption_type, get_wlan_authentication_type, get_wlan_wep_key_length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,
get_wlan_max_wpa_passphrase_length, get_wlan_wpa_passphrase, get_wlan_shared_key,

get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id, get_ wlan_wpa_enterprise_pwd.

Remarks

out_wep_keyol= WEP 7| Z0|7} 128H|E, XZt=l [ O|Ef &AlO| 1674901 ALY NULLZ

Hlelstn X Cf 26HFO|EZH ML whatA out_wep_key= %4 33HIO|EQ| O] 2t
= ZHXZ Ao{oF Lt

4.6.16 get_wlan_max_wpa_passphrase_length

int get_wlan_max_wpa_passphrase_length(unsigned char *mac_address);

Description
get wlan_max_wpa_passphrase length= ZAMai XN Z0| HEItss WPA 452 %|CfZ
O|Z grzidhct.

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH

Return values

get wlan_max_wpa_passphrase_length= ZMai XN Z0| HEItss WPA 42 %|CfZ
O|E I:II-%l-ol-L_l[I- a 7ke 32 |:|:l— 64°'L—||:|'

HA T
mac_addressg 7t7l HE(ezTCP)S &2 = Qe ZFR0& -18 HastLot.
Examples
See also

is_wlan, is_wlan_soft ap, get wlan_type, get wlan_channel, get wlan_ssid, is_wlan_antenna,
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get_wlan_phy mode, get_wlan_short_preamble,

get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background_scan, get wlan_background_scan,

get_wlan_encryption_type,
get_wlan_wep_key_index,

get_wlan_max_wpa_passphrase_length,

get_wlan_authentication_type, get_wlan_wep_key_length,
get_wlan_wep_key data_type, get_wlan_wep_key,

get_wlan_wpa_passphrase, get_wlan_shared_key,

get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id, get_ wlan_wpa_enterprise_pwd.

Remarks
get_wlan_max_wpa_passphrase_lengthe| st Zte NULLO| Zghzl WPA 25 20| *|Cf
= 2 ol=

Zojojoz A= SR T A WPA A=
get_wlan_max_wpa_passphrase_ Iength0| Hhs} 7P CF 1HFO|E RS L|CH

4.6.17 get_wlan_wpa_passphrase

int get_wlan_wpa_passphrase(unsigned char *mac_address, char *out_wpa_passphrase);

Description

get_wlan_wpa_passphrase= 2

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QlL|CH
char *out_wpa_passphrase

WPA 22 20| Mg& ZIEYLIL}

Return values
get_wlan_wpa_passphrase= out_wpa_passphraseoj|
S0l 435HH 12 dtetetL )
mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -12 gtststL|C)
is_wlan_rsno| 1g ttztsl= AR0|= 22

[

FuH HES WPA e=EEs N

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[65];
int max_Ten;
unsigned char *mac_address = out_eztcp_info.mac_address;

if(is_wlan(mac_address) == 1 && is_wlan_rsn(mac_address) == 0)
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{
max_len = get_wlan_max_wpa_passphrase_length(mac_address);
printf(“[WLAN] Maximum WPA passphrase length : %d\r\n”, max_len);
memset(buf, 0x00, 65);
get_wlan_wpa_passphrase(mac_address, buf);
printf(“[WLAN] WPA passphrase : %s.\r\n”, buf);
}
}
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan _channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background_scan, get wlan_background_scan,
get_wlan_encryption_type, get_wlan_authentication_type, get_wlan_wep_key length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,
get_wlan_max_wpa_passphrase_length, is_wlan_rsn, get wlan_wpa_passphrase, get wlan_shared_key,
get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id, get_ wlan_wpa_enterprise_pwd.
Remarks
WPA %S 22 NULLS ZEES|A Z|C§ 64HIO|EQIL|CE [}2tA out_wpa_passphrase= %A
64Ht0 IE o Mzl & ZtX|2 A0{oF gL}
4.6.18 get_wlan_shared_key
int get_wlan_shared key(unsigned char *mac_address, char *out_shared_key);
Description
get wlan_shared _key= ZAMzH HZo| HOt M Z0fA [Shared Key]E HtztgtL|Ct
Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_shared_key

[Shared Key]7t A& EOIE QL|C}.

Return values

get_wlan_shared_key= out_shared_keyoj| fAzi H|Z0°| [Shared Key]E MZEst=0 H3
St 12 grehetL|Ct

mac_addressg 7t7l HZ(ezTCP)2 A2 = Q&= ZR0E 18 HiststL|ct
is_wlan_rsno| 1& gtetstx| ghe ZR0e 28 gtatgLct
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Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[64];
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1 && is_wlan_rsn(mac_address) == 1)
{
memset(buf, 0x00, 64);
get_wlan_shared_key(mac_address, buf);

printf(“[WLAN] Security Settings - Shared Key : %s\r\n”, buf);

See also

is_wlan, is_wlan_soft ap, get wlan_type, get wlan _channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background_scan, get wlan_background_scan,
get_wlan_encryption_type, get_wlan_authentication_type, get_wlan_wep_key length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,
get_wlan_max_wpa_passphrase_length, is_wlan_rsn, get wlan_wpa_passphrase, get wlan_shared_key,
get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id, get_wlan_wpa_enterprise_pwd.

Remarks

[Shared Key]= NULLS Z&ts{Al %[C{ 64HIO|EQL|Ct. 2t out_shared_key= %A 64}
O|ES| HEE| SZH2 ZHX|2 UO{OF gLt

4.6.19 get_wlan_wpa_enterprise

int get_wlan_wpa_enterprise(unsigned char *mac_address);

Description
get_wlan_wpa_enterprise= fAM2 HZo| EHOt MY oA [802.1X] MF ZtE HtsistL|
C}.

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QlL|Ct,
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Return values

get_wlan_wpa_enterprise= 2424 HZ9| [802.1X] M Zt2 ttstsin 1 Zh2 ofeiot Z
& LI
0
AL otet
1
EAPTLS
2
EAPTTLS
3
PEAP
mac_addressg 7tz HE(ezTCP)2 #E =+ gl= dR0= -12 ety
is_wpa_enterprise7t 15 BretdiX| fh= M HFQ ZL20= 28 ttatel
Examples
struct eztcp_info out_eztcp_info;
int ret = get_eztcp_info_by_index(0, &out_eztcp_info);
if(ret == EZTCP_SUCCESS)
{
int _802_1x;
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1 & is_wlan_rsn(mac_address) == 1)
{
if(is_wpa_enterprise(mac_address) == 1)
{
_802_1x = get_wlan_wpa_enterprise(mac_address);
if(_802_1x == 0)
printf(“[WLAN] 802.1X : Disable.\r\n”);
else if(_802_1x == 1)
printf(“[WLAN] 802.1X : EAP TLS.\r\n”);
else if(_802_1x == 2)
printf(“[WLAN] 802.1X : EAP TTLS.\r\n”);
else if(_802_1x == 3)
printf(“[WLAN] 802.1X : PEAP.\r\n”);
3
}
L3
See also

Sollae Systems. Co., Ltd. - 105 - http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~ At8A MM

is_wlan, is_wlan_soft ap, get wlan_type, get wlan _channel, get wlan_ssid, is_wlan_antenna,

get_wlan_antenna, is_wlan_phy_maode, get_wlan_phy mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background_scan, get wlan_background_scan,
is_wlan_rsn, get_wlan_encryption_type, get wlan_authentication_type, get wlan_wep_key length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,
get_wlan_max_wpa_passphrase_length, get_wlan_wpa_passphrase, get_wlan_shared_key,

is_wpa_enterprise, get_ wlan_wpa_enterprise, get_wlan_wpa_enterprise_id, get_ wlan_wpa_enterprise_pwd.

Remarks

4.6.20 get_wlan_wpa_enterprise_id

int get_wlan_wpa_enterprise_id(unsigned char *mac_address, char *out_enterprise_id);

Description
get_wlan_wpa_enterprise_id= M2 HZo| 20t M Z0|A 802.1X [0O}0|C|]1E Htztst
L|C.

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_enterprise_id
802.1X [oto|C|]7F MFE = QIE LT
Return values
get_wlan_wpa_enterprise_id= out_enterprise_idoj| 802.1X [OtO|C|]E XN Esl=0H 453}

™ 15 greketch

mac_addressg 7t%l X Z(ezTCP)2 &2

22 4 glE 490l 12 ursc

is_wpa_enterprise7t 1& Btetsix| b= fMU HEQ F20l= 25 gttt

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
int _802_1x;

char buf[33];

unsigned char *mac_address = out_eztcp_info.mac_address;

if(is_wlan(mac_address) == 1 && is_wlan_rsn(mac_address) == 1)
{
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if(is_wpa_enterprise(mac_address) == 1)
{

_802_1x = get_wlan_wpa_enterprise(mac_address);
if(_802_1x > 0)

{
memset(buf, 0x00, 33);
get_wlan_wpa_enterprise_id(mac_address, buf);
printf(“[WLAN] 802.1X ID : %s.\r\n”, buf);
}
}
}
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan_channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background scan, get wlan_background_scan,
is_wlan_rsn, get_wlan_encryption_type, get wlan_authentication_type, get wlan_wep_key length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,
get_wlan_max_wpa_passphrase_length, get_wlan_wpa_passphrase, get_wlan_shared_key,
is_wpa_enterprise, get_wlan_wpa_enterprise, get_wlan_wpa_enterprise_id, get_wlan_wpa_enterprise_pwd.
Remarks
802.1X [O}O|C|]=NULLS H|Q/st:1 %|CH 32dHtO|EQIL|Ct [MatA] out_enterprise_ids %|A
33HIO|EQ| HR22| St 7HX[2 QU0{oF ghLCt.
4.6.21 get_wlan_wpa_enterprise_pwd
int get_wlan_wpa_enterprise_pwd(unsigned char *mac_address,
char *out_enterprise_pwd);
Description
get_wlan_wpa_enterprise_pwd= ZM2H HZQ| Hot M Z0|A 802.1X [H{UHS]|E dt
ghetLct.
Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *out_enterprise_pwd

802.1X [HRH=Z]7} MTE ZQIE LT

Return values
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get wlan_wpa_enterprise_pwd= out_enterprise_pwdoj 802.1X [H|LHZ]E XZEs=0|
MOS0 12 HFSHSHL|C}

mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -18 gtststL|C)
Is_wpa_enterprise7t 1S gtatsix| s MU HEC ZL0E -28 ettt

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
int _802_1x;
char buf[33];
unsigned char *mac_address = out_eztcp_info.mac_address;
if(is_wlan(mac_address) == 1 && is_wlan_rsn(mac_address) == 1)
{
if(is_wpa_enterprise(mac_address) == 1)
{
_802_1x = get_wlan_wpa_enterprise(mac_address);
if(_802_1x >= 2)
{
memset(buf, 0x00, 33);
get_wlan_wpa_enterprise_pwd(mac_address, buf);
printf(“[wWLAN] 802.1X Password : %s.\r\n”, buf);
}
3
}
See also
is_wlan, is_wlan_soft ap, get wlan_type, get wlan_channel, get wlan_ssid, is_wlan_antenna,
get_wlan_antenna, is_wlan_phy_mode, get_wlan_phy_mode, get_wlan_short_preamble,
get_wlan_short_slog, get wlan_cts_protectioin, is_wlan_background_scan, get wlan_background_scan,
is_wlan_rsn, get_wlan_encryption_type, get wlan_authentication_type, get wlan_wep_key length,
get_wlan_wep_key_index, get_wlan_wep_key data_type, get_wlan_wep_key,
get_wlan_max_wpa_passphrase_length, get_wlan_wpa_passphrase, get_wlan_shared_key,
is_wpa_enterprise, get_wlan_wpa_enterprise, get_ wlan_wpa_enterprise_id, get_wlan_wpa_enterprise_pwd.
Remarks

802.1X [H|UHMB]= NULLS N 2t

%|C§ 32d}O|EQIL|C} }2tA out_enterprise_pwd=
%4 33HIO|EQ| H=2| St2 7t Q)

AO{OF LT

nE
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47 BI7|5

4.7.1 get_telnet

int get_telnet(unsigned char *mac_address);

Description

get_telnet2 [AW] 7|52 ME O{2E gtehptL|Ct.

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZ AL2310] ZAME X Z(ezTCP)Q| MACEA QlL|CH

O 1

Return values

get_telnet2 [HUl] 7|50| MEHE|O| QO® 12 Htslstn JHX|ULS AL 02 iz
mac_addressg 7%l XN ZE(ezTCP)2 &2 %

Examples

See also

get telnet, get send_mac_address, get ssl, get ssh, get ip4_address search, get remote_debug,
get_tcp_multi_connection, get_power_management, get_comment

Remarks

4.7.2 get_send_mac_address

int get_send_mac_address(unsigned char *mac_address);

Description

get_send_mac_address= [MAC F& H&] 7|52 Mef {85 dtatstL|ct.

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadZE AIE3}0{

D..”_

ME| | Z(ezTCP)2| MACZEA @lL|CH
Return values
get_send_mac_address& [MAC F& H&] 7|50| MEE|of QoM 12 digtstn QX

2 4% 02 HretetLct
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mac_addressg 7T X ZE(ezTCP)S &2 & 8

Examples

See also

get_telnet, is_send_mac_address, get send_mac_address, get ssl,
get_remote_debug, get_tcp_multi_connection, get_power_management, get_comment

get ssh, get ip4_address search,

Remarks

4.7.3 get_ssl

int get_ssl(unsigned char *mac_address);

Description
get_ssl2 [SSL HOLEA] 7|

or
1o
rx
juj
2
I
i
re
riot
ot
I
i

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

Return values

get_ssl2 [SSL EQrEM] 7|50| MEig|of od 15 ¢

| .
=
= # HA'— O_l_oﬂ_l_ -1E [ yw =) |

mac_addressg 7+7 | E(ezTCP)S A

Examples

See also
get_telnet, get send_mac_address, is_ssl, get ssl, get ssh, get ip4 address search, get remote_debug,

get_tcp_multi_connection, get_power_management, get_comment

Remarks

4.7.4 get_ssh

int get_ssh(unsigned char *mac_address);

Description

http://www.sollae.co.kr
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get_ssh [SSH HQHEAI] 7|59 Mg of22 sistetL|ct

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_sshi [SSH R QHEA] 7|50| MEiglof QOB 12 Hhetsin 1X|AL &
st

mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -18 gtststL|C)

o
o
mjo
rc
i

Examples
See also
get_telnet, get send_mac_address, get ssl, is_ssh, get ssh, get ip4 address_search, get remote_debug,

get_tcp_multi_connection, get_power_management, get_comment

Remarks

4.7.5 get_ip4_address_search

int get_ip4_address_search(unsigned char *mac_address);

Description

get_ip4_address_search= [IPv4 FA ZHM] 7|59| MEl O{RE diststL|Ct

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_ip4_address_search= [IPv4 FA ZAM] 7|50| MEHE|0f Qo™ 18 diststn OHX|
otlo 7o 02 uizlSHL| L}

mac_addressg 77l HZ(ezTCP)S &S £ 9

rir

BR0= -12 gretetL(o).
Examples

See also

get_telnet, get send_mac_address, get ssl, get ssh, get ip4_address_search, get remote_debug,
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get_tcp_multi_connection, get_power_management, get_comment

Remarks

4.7.6 get_remote_debug

int get_remote_debug(unsigned char *mac_address);

Description
get_remote_debuge [C|Z 21 B7|] 7|59 M O{2E gtstetl|Ct

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At23810] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

Return values
get_remote_debug= [CIHZ 21 HI|] 7|50| MEHE|O| Qo

8% 0= ettt

mac_address2 7}7l XN Z(ezTCP)S %2 == 9

[
mjo
T
ot
Ot
]
|
opH
Pl
o2
rlo

A0 12 wrskgCh

rir

Examples

See also

get telnet, get send_mac_address, get ssl, get ssh, get ip4 address_search, is_remote debug,
get_remote_debug, get_tcp_multi_connection, get_power_management, get_comment

Remarks

4.7.7 get_tcp_multi_connection

int get_tcp_multi_connection(unsigned char *mac_address);

Description
get_tcp_multi_connection= [C}E M&] 7|59 MEH 0|22 die}stL|C},

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZ At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

-112 - http://www.sollae.co.kr
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Return values
get_tcp_multi_connection= [C}E ®M&] 7|50| MEHE|O Qo™ 12 dHiststn JHX|Y
4% 02 HtetotL|

mac_addressg 7%l M Z(ezTCP)2 &S £ 9

rir

420 = -1 e
Examples

See also

get telnet, get send_mac_address, get ssl, get ssh, get ip4 address search, get remote debug,
is_tcp_multi_connection, get_tcp_multi_connection, get_power_management, get_comment

Remarks

4.7.8 get_power_management

int get_power_management(unsigned char *mac_address);

Description

get_power_management= [M2l Ba[] 7|59 ME of

=

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

Return values
get_power_management= [M@ #2|] 7|50| MEHE|O] QoW 18 Histstn XYL
2% 0= giebetL|C)
iS_power_management’} 12 HtstsiX| Q= AQ -2 HislghL|Ch,

mac_addressg 7t K Z(ezTCP)2 A2 += ¢l= Z20= 12 gtstgtL|Ct
Examples

See also

get telnet, get send_mac_address, get ssl, get ssh, get ip4_address search, get_remote_debug,
get_tcp_multi_connection, is_power_management, get_power_management, get_comment

Remarks
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4.7.9 get_comment

int get_comment(unsigned char *mac_address, char *out_comment);

Description

get_comment= H Z(ezTCP)| [MB]S gratsti|rt.

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *out_comment

M Z(ezTCP)2| [HB]0] MEE ZIHYL|Ct

Return values

get_telnet2 out_commento X|Z(ezTCP)o| [MH]S MZEst=0 AHIZsIH 18 HtststL|Ct
mac_addressg 7%l HZ(ezTCP)2 &2 £ gl= d20= -1 gtststL|Ct,

AL

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[65];
memset(buf, 0x00, 65);
get_comment(out_eztcp_info.mac_address, buf);
printf(“[ezTCP] Comment : %s.\r\n”, buf);
}
See also
get telnet, get send_mac_address, get ssl, get ssh, get ip4_address search, get_remote_debug,
get_tcp_multi_connection, get_power_management, get_comment
Remarks

M Z(ezTCP)Q| [MH]2 NULLES M| 25t Z|C{ 64HIO|EQIL|CE [M2fA out_comment= Z|
2 65HIO|EQ| HjR2| 57+ 7hA|L RUO{OF gLt
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4.7.10 get_allowed_ezmanager

int get_allowed_ezmanager(unsigned char *mac_address);

Description

get_allowed ezmanager2 of2{ 7}X| XM Z(ezTCP) M2 H3t 7|5 ZO0|AM [ezManager0f £
Mgl MEd R E "taterL|Ch

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_allowed ezmanager2 X Z(ezTCP) 2 X3t 7|5 = [ezManager®j| & X-8]0| MEHE|
of AoB 15 gretstn JHX| o™ 02 BtatetL|r
2

mac_addressE 7%l M Z(ezTCP)2 %t

mjo
>
Q
rr
oy £
o
=2
rr
KR
mjo
re
ot
o
i
In]

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
if(get_allowed_ezmanager(mac_address) == 1)
printf(“[ezTCP Fireweall] Apply To ezManager is enabled.\r\n”);
else
printf(“[ezTCP Fireweall] Apply To ezManager is disabled.\r\n”);
1
See also
get_allowed_ezmanager, get_allowed_mac_address, get_allowed_ip4_address,
get_allowed_ip4_network_mask_type, get_allowed_ip6_address, get_allowed_ip6_subnet_prefix_length
Remarks
M Z(ezTCP) © HTho| CHot HCt XtMSH WE2 diE HME AMEHTME EXZSHA|Z] HiE
LICF.
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4.7.11 get_allowed_mac_address

int get_allowed_mac_address(unsigned char *mac_address, int mac_index,

char *out_mac_address);

Description

get_allowed_mac_address= of2{ 7}X| | Z(ezTCP) ™2 Hst 7

FAT H2 7H510] MEE ZL YHE 0[S MAC FAE s

s SOAM [HhE2] MAC
F.

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int mac_index

YHE A= MAC T4 6HIO|E FO|AM HLAX 5l= MAC Fao| &=Bo=z 0~5L|Ct.
char *out_mac_address

mac_index2 X|™E MAC FA7b MEE ZOIE{QL|Ct

Return values

get_allowed mac_address2 X Z(ezTCP) M2 X3t 7|
sl 2E0»A= MAC FAE out_maco] XFst=0

mac_index7t X &l YIS HojLtH 28 gtatetLct.
mac_addressg 71Zl X E(ezTCP)E &g = Q& ZR0lc -18 gretgct

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{

int idx;

char buf[3];

unsigned char *mac_address = out_eztcp_info.mac_address;

printf(“[ezTCP Fireweall] Allowed MAC Address : ”);
for(idx = 0;idx < 6;idx++)
{

memset(buf, 0x00, 3);
get_allowed_mac_address(mac_address, idx, buf);

printf(“%s “, buf);
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printf(“\r\n”);

3
See also
get_allowed_ezmanager, get_allowed_mac_address, get_allowed_ip4_address,
get_allowed_ip4_network mask_type, get_allowed_ip6_address, get _allowed_ip6_subnet_prefix_length
Remarks

M Z(ezTCP) & Hlctof Chot 2ot AiMet &2 S HE AEEYAME F=HAI7] HHE
L|Ct.

4.7.12 get_allowed_ip4_address

int get_allowed_ip4_address(unsigned char *mac_address, char *out_address);

Description
get_allowed ip4_address= O{2{ 7}X| ®|Z(ezTCP) B2 M3t 7|5 ZO0|A [Ct2e| IP FA
CHY T M2 7hs]e MEHE 2 YHEO U= [IPvd FAIE dheterL|Ch

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_address

IPv4 =20t Mg ZoIH YL L

Return values

get_allowed ip4 address2 [C}29] IP FTA [T M2 71510 UL 0{QUs [IPvA FTA]
£ out_addressof| XMESH=O AMISHH 12 Htsistn 1=K YoM 02 dhskstL|Ct,

mac_addressg 7I%l HZE(ezTCP)2 &2 £ %= 4dR0= -18 grsigtL|Ct.

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
int idx;
int networkmask_type;
char buf[16];

unsigned char *mac_address = out_eztcp_info.mac_address;
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printf(“[ezTCP Fireweall] Allowed IP Range\r\n”);

memset(buf, 0x00, 16);
get_allowed_ip4_address(mac_address, buf);

printf(“IPv4 Address : %s\r\n“, buf);

networkmask_type = get_allowed_ip4_network_mask_type(mac_address);

switch(networkmask_type)

{

case 0:
printf(“Network Mask : 255.255.255.255\r\n”);
break;

case 1:
printf(“Network Mask : 255.255.255.0\r\n”);
break;

case 2:
printf(“Network Mask : 255.255.0.0\r\n”);
break;

case 3:
printf(“Network Mask : 255.0.0.0\r\n”);
break;

case 4:
printf(“Network Mask : 0.0.0.0\r\n”);
break;

}

See also
get_allowed_ezmanager, get_allowed_mac_address, get_allowed_ip4_address,

get_allowed_ip4_network_mask_type, get allowed_ip6_address, get_allowed_ip6_subnet_prefix_length

Remarks

M E(€zTCP) M Mol CHet 2Ot XtMTH LHES siY HMB A EYME HXSHAIZ| HHE
L|c}.

4.7.13 get_allowed_ip4_network_mask_type

int get_allowed_ip4 network_mask_type(unsigned char *mac_address);

Description

get_allowed_ip4 network _mask type2 oi2{ 7}X| HZ(ezTCP) M2 H|3t 7|5 Z0|A [C}
22| IP FA g 2 7ts]el MEE 22 YHEOUs [W opA3(IPvd F4 CH)]Q

Sollae Systems. Co., Ltd. - 118 - http://www.sollae.co.kr



http://www.sollae.co.kr/

HEfE HtzhetL|Ct.
Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

get_allowed ip4_network mask type2 [C}22] IP
= [W or23(Ipv4e F& )] FEHE drersty O

0

255.255.255.255
1
255.255.255.0
2
255.255.0.0
3
255.0.0.0
4
0.0.0.0
mac_addressg 7}zl X Z(ezTCP)S XS 2 ¢

Examples

ezManager Library ~ At8A MM

FL O M2 7ks]o YEOU
2 otefel Z& Lt

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
int network_mask_type;
char buf[16];

unsigned char *mac_address =

printf(“[ezTCP Fireweall] Allowed IP Range\r\n”);

memset (buf, 0x00, 16);

get_allowed_ip4_address(mac_address, buf);
printf(“IPv4 Address : %s\r\n“, buf);
network_mask_type =
switch(networkmask_type)

{

out_eztcp_info.mac_address;

get_allowed_ip4_network_mask_type(mac_address);
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case 0:
printf(“Network Mask : 255.255.255.255\r\n”);
break;

case 1:
printf(“Network Mask : 255.255.255.0\r\n”);
break;

case 2:
printf(“Network Mask : 255.255.0.0\r\n”);
break;

case 3:
printf(“Network Mask : 255.0.0.0\r\n”);
break;

case 4:
printf(“Network Mask : 0.0.0.0\r\n”);
break;

}

See also
get_allowed_ezmanager, get_allowed_mac_address, get_allowed_ip4_address,

get_allowed_ip4_network_mask_type, get_allowed_ip6_address, get_allowed_ip6_subnet_prefix_length
Remarks

M E(€zTCP) M MzHol CHet 2Ot XtMEH LHES siY HME AL EYME HRSHAIZ| HHE
L|c}.

4.7.14 get_allowed_ip6_address

int get_allowed_ip6_address(unsigned char *mac_address, char *out_address);

Description
get_allowed ip6_address= 02{ 7tX| H|Z(ezTCP) 2 X3t 7|5 FO|A [C}2Q IP FTA
et H2 7ks]el MEE 32 LHE U= [IPve FA)E HretetL(Ch

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
char *out_address

IPv6 A7} HEHE ZOIE QL|C}
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Return values

get_allowed ip6_address2 [C}2Q] IP FTA CHHTt M 7}5]0] UL 0{QUs [IPv6 FTA]
£ out_addressof| K& st H3stH 12 ghetetL ot
mac_addressg 7Tl X E(ezTCP)2 &S = gl Z0& 12 gttt ot

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[128];
unsigned char *mac_address = out_eztcp_info.mac_address;
printf(“[ezTCP Fireweall] Allowed IP Range\r\n”);
memset(buf, 0x00, 128);
get_allowed_ip6_address(mac_address, buf);
printf(“IPv6 Address : %s\r\n“, buf);
memset(buf, 0x00, 128);
get_allowed_ip6_subnet_prefix_length(mac_address, buf);
printf(“\tSubnet Prefix Length : %s\r\n“, buf);
}
See also
get_allowed_ezmanager, get_allowed_mac_address, get_allowed_ip4_address,
get_allowed_ip4_network _mask_type, get_allowed_ip6_address, get_allowed_ip6_subnet_prefix_length
Remarks

M Z(ezTCP) H Moo et HECh XtMS WE2 ST HE A2 PME H=ZSHA|IZ] HHE
L|c}.

4.7.15 get_allowed_ip6_subnet_prefix_length

int get_allowed_ip6_subnet_prefix_length(unsigned char *mac_address,

char *out_subnet_prefix_length);

Description

get_allowed ip6_subnet prefix_length= 02 7}X| X Z(ezTCP) ®Z Xt 7|5 ZO|N
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[Ch2e 1P 2 ofoloh B2 7bs]o] MeEl HS ULlojls [IPve Falo] MEY HE
At Zo|= uststict

[ =

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *out_subnet_prefix_length

MES ZFAF 2017t MEE ZAHYLIC

Return values

get_allowed_ip6_subnet_prefix_length= [C}go| IP F& YR H2 7510 YL
= [IPv6 FA]9| MEH HMEAL Z0|E out_subnet_prefix_lengtho| M&Est=0 H3stH 1
2 dtetetL|ct.

mac_addressg 7T XM ZE(ezTCP)S 32 + Qe d20& 12 gtatehct.

o —

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[128];
unsigned char *mac_address = out_eztcp_info.mac_address;
printf(“[ezTCP Fireweall] Allowed IP Range\r\n”);
memset(buf, 0x00, 128);
get_allowed_ip6_address(mac_address, buf);
printf(“IPv6 Address : %s\r\n“, buf);
memset(buf, 0x00, 128);
get_allowed_ip6_subnet_prefix_length(mac_address, buf);
printf(“\tSubnet Prefix Length : %s\r\n“, buf);
}
See also
get_allowed_ezmanager, get_allowed_mac_address, get_allowed_ip4_address,
get_allowed_ip4_network mask_type, get_allowed_ip6_address, get allowed_ip6_subnet_prefix_length
Remarks

M Z(ezTCP) H MoHol gt 2Lt XMt &2 31T ME AEEIME HESHAIZ| HiE
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L|c}.

4.7.16 get_ip4_change_notification_type

int get_ip4_change_notification_type(unsigned char *mac_address);

Description

get_ip4_change_notification_type2 [IPv4 FA EH]7|s59| [ZR2EE]S et Ct.

—

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At23810] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

Return values

get_ip4_change_notification_type2 [IPv4 FA ER]7|59| [EREE]S
= ofaier Z&LLt.

T
it
Of
=

a

0
A& Qb
1
DDNS(dyndns.org)
2
TCP
3
UDP
mac_addressg 7tz XM E(zTCP)E &2 + gle Z0 -1 grets ot
Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{

unsigned char *mac_address = out_eztcp_info.mac_address;
printf(“[Notify IPv4 Change] Protocol : “);
int protocol_type = get_ip4_change_notification_type(mac_address);

switch(protocol_type)
{
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case 0:
printf(“Disable\r\n”);
break;

case 1:
printf(“DDNS(dyndns.org)\r\n”);
break;

case 2:
printf(“TCP\r\n”);
break;

case 3:
printf(“ubP\r\n”);

break;

See also

get_ip4_change_notification_type, get_ip4_change_notification_data_type,
get_ip4_change_natification_interval, get_ip4_change_notification_peer_port,
get_ip4_change_notification_peer_address, get_ip4_change_notification_ddns_id,
get_ip4_change_notification_ddns_pwd.

Remarks

[IPv4 T2 EH]7|S00| i3t 2ot XA W82 siY ME A8EYME TXSHAIZ] HHE
L|C}.

4.7.17 get_ip4_change_notification_data_type

int get_ip4_change_notification_data_type(unsigned char *mac_address);

Description
get_ip4_change_notification_data_type2 [IPv4 FA EH]7|52| [H0|E HAS ttstst
L|c}.

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,

Return values

get_ip4_change_notification_data_type2 [IPv4 FA EH]7|5o| [HO|E HAIS ttstst
o 1 gt2 ofefer &L o

0
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ASCII
1
16714
mac_addressg 7t% X ZE(ezTCP)S A2 += ¢l Z20= 12 ghstgtL|Ct
Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
int data_type;
int protocol_type = get_ip4_change_notification_type(mac_address);
if(protocol_type == 2 || protocol_type == 3)
{
printf(“[Notify IPv4 Change] Data Type : “);
data_type = get_ip4_change_notification_data_type(mac_address);
if(data_type == 0)
printf(“ASCII\r\n”);
else if(data_type == 1)
printf(“HEX\r\n”);
}
}
See also
get_ip4_change_notification_type, get_ip4_change_notification_data_type,
get_ip4_change_notification_interval, get_ip4_change_notification_peer_port,
get_ip4_change_notification_peer_address, get_ip4_change_notification_ddns_id,
get_ip4_change_notification_ddns_pwd.
Remarks

[IPvd F& SH]7|S0| gt BCt XtAlet LHE2 Y HE AF8E2EME TXZSHAI7| HHE
L|C}.

4.7.18 get_ip4_change_notification_interval

int  get_ip4_change_notification_interval(unsigned  char  *mac_address,  char
*out_interval);

Description
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get_ip4_change_notification_interval2 [IPv4 FA ER]7|s50| [ER FI|]S HrsigtL|Ct

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *out_interval

[E2 F72117t §ZE ZAHYLICH

Return values

get_ip4_change_notification_interval2 out_intervaloj IPv4a =& E& 7|59| [BR F7|]
£ M¥ESt=H 435tH 12 grateLo.

mac_addressg 7%l | E(ezTCP)2 &2 = gl FR0e 12 gt ot

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
char buf[8];
int protocol_type = get_ip4_change_notification_type(mac_address);
if(protocol_type == 2 || protocol_type == 3)
{
get_ip4_change_notification_interval(mac_address, buf);
printf(“[Notify IPv4 Change] Interval : %s\r\n“, buf);
}
}
See also
get_ip4_change_notification_type, get_ip4_change_notification_data_type,
get_ip4_change_notification_interval, get_ip4_change_notification_peer port,
get_ip4_change_notification_peer_address, get_ip4_change_notification_ddns_id,
get_ip4_change_notification_ddns_pwd.
Remarks

-

[IPv4 FA SH]7|50| et 20t XA 82 oiE HME AFEHYME HZSHAI7| HHE
L|C}.

Sollae Systems. Co., Ltd. - 126 - http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~ At8A MM

4.7.19 get_ip4_change_notification_peer_port

int get_ip4_change_notification_peer_port(unsigned char *mac_address, char *out_port);

Description

get_ip4_change_notification_peer_port2 [IPv4 FA ER]7|s50| [ZE]E tststL|Ct.

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *out_port
[ZE HEE ZAHYLICHL

Return values

get_ip4_change_notification_peer_port2 out_porto| [IPv4 FTA EH]7|59| [EE]E X
ot d35HH 12 gtetetL|Ct

mac_addressg 7%l HE(ezTCP)2 &2 = gl ZR0e -12 gt ot

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
char buf[8];
int protocol_type = get_ip4_change_notification_type(mac_address);
if(protocol_type == 2 || protocol_type == 3)
{
get_ip4_change_notification_peer_port(mac_address, buf);
printf(“[Notify IPv4 Change] Port Number : %s\r\n“, buf);
3
}
See also
get_ip4_change_notification_type, get_ip4_change_notification_data_type,
get_ip4_change_notification_interval, get_ip4_change_notification_peer port,
get_ip4_change_notification_peer_address, get_ip4_change_notification_ddns_id,

get_ip4_change_notification_ddns_pwd.
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Remarks

[IPv4 F& SH|7|SO| Ot ECF XA LHE
L|Ct.

ro

e ME AEEBME FZSHAI7| HHE

4.7.20 get_ip4_change_notification_peer_address

int get_ip4_change_notification_peer_address(unsigned char *mac_address,

char *out_address);

Description
get_ip4_change_notification_peer_address2 [IPv4 FA EH]J|59| [EAE 0|E] L=
[EEY FA)E dterefLch

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_address

[SAE 0|8] £ [SHY FA7F MY BOIEYLCE

Return values

get_ip4_change_notification_peer_address= out_addresso| [&
bzl

FAIE MISHEH HBetE 12 gherstn X $ow 0g wreRCt
mac_addressg 7HZl X E(ezTCP)E &2 =+ gl A0 -18 gretgtLct

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{

unsigned char *mac_address = out_eztcp_info.mac_address;

char buf[64];

int protocol_type = get_ip4_change_notification_type(mac_address);

memset(buf, 0x00, 64);

get_ip4_change_notification_peer_address(mac_address, buf);

if(protocol == 1)
{

printf(“[Notify IPv4 Change] Host Name (dyndns) : %s\r\n“, buf);
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3
else if(protocol_type == 2 || protocol_type == 3)
{
printf(“[Notify IPv4 Change] Host Name (custom) : %s\r\n“, buf);
}
See also
get_ip4_change_notification_type, get_ip4_change_notification_data_type,
get_ip4_change_notification_interval, get_ip4_change_notification_peer_port,
get_ip4_change_notification_peer_address, get_ip4_change_notification_ddns_id,

get_ip4_change_notification_ddns_pwd.

Remarks

|0

[IPv4d A EH]J|59 [ER2EZ]0| 1(DDNS(dyndng.org))@l 42 [EAE 0]
2(TCP) = 3(UDP)QI ZR0TH [EEE FA]Z2 AL ELCH

[EAE O[] E= [EEY FAl= NULLES ZESH0 Z|Cf 64HO|EQLICE 2t
out_address= %|4 64HIO|EQ| M2 2| Z7H2 7FX| UO{of BtL|CH

[IPv4 F4& EH]7[S0| e EHCt XMSH LHE2 iy ME AAEHETME TXSHA|Z| HHE
L|c}.

2 AFEED

]

4.7.21 get_ip4_change_notification_ddns_id

int  get_ip4_change_notification_ddns_id(unsigned  char ~ *mac_address,  char
*out_ddns_id);

Description

get_ip4_change_notification_ddns_id= IPv4 =2 EX 7| 59| [DDNS O}0|C|]1& Ht=tatL|Ct.

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *out_ddns_id

[DDNS oto|C|]7t MZEE ZQIH Lt

Return values

get_ip4_change_notification_ddns_id= out_ddns_idoj [DDNS O}O|C|]E MZESt=0H HZ
St 12 grehetL|Ct

—

mac_addressg 7t%l M Z(ezTCP)2 &2 = g

rir

Z20lE 12 wraptLch

o [y

Examples
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struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
char buf[33];
int protocol_type = get_ip4_change_notification_type(mac_address);
if(protocol == 1)
{
memset(buf, 0x00, 33);
get_ip4_change_notification_ddns_id(mac_address, buf);
printf(“[Notify IPv4 Change] DDNS ID : %s\r\n“, buf);
}
}
See also
get_ip4_change_notification_type, get_ip4_change_notification_data_type,
get_ip4_change_natification_interval, get_ip4_change_notification_peer_port,
get_ip4_change_notification_peer_address, get_ip4_change_notification_ddns_id,
get_ip4_change_notification_ddns_pwd.
Remarks

[DDNS O}O|C|]= NULLS HN|Q|stm *|Cf 328}0|EQIL|C}. matA out_ddns_id= *| A 338}
O|EQ| 22| Z7t2 7K1 A0{OF BFL|Ct.

[IPv4 F& EH]7|S00| i3t 2ot XtASH W82 siY ME A8LYME FXSIAI7] HHE
L|c}.

4.7.22 get_ip4_change_notification_ddns_pwd

int get_ip4_change_notification_ddns_pwd(unsigned char *mac_address,

char *out_ddns_pwd);

Description

get_ip4_change_notification_ddns_pwd= [IPv4d FA EH]7|50| [DDNS H|UHS|E ot
ghefLct.

Parameters

unsigned char *mac_address
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EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *out_ddns_pwd
[DDNS H|LHS]It MZHE ZOIE QL|Ch

Return values

get_ip4_change_notification_ddns_pwd= out_ddns_pwdoj [DDNS H|YUHSIZE XEst=
o 4353 18 ghetetL| o,

mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -18 gtststL|C)

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
char buf[17];
int protocol_type = get_ip4_change_notification_type(mac_address);
if(protocol == 1)
{
memset(buf, 0x00, 17);
get_ip4_change_notification_ddns_pwd(mac_address, buf);
printf(“[Notify IPv4 Change] DDNS Password : %s\r\n“, buf);
3
1
See also
get_ip4_change_notification_type, get_ip4_change_notification_data_type,
get_ip4_change_notification_interval, get_ip4_change_notification_peer_port,
get_ip4_change_notification_peer_address, get_ip4_change_notification_ddns_id,
get_ip4_change_notification_ddns_pwd.
Remarks

[DDNS H|™HS]= NULLES N QstD %[CH 16HFO|EQIL|CE m2tA out ddns_pwde %A
17HIO|EQ| T 22| SZt2 ZkX|1D U0{OF gL|Ct.

[IPv4 FA SH]7|50| et 20t XA 82 oiE HME AFEHYME HZBIAI7| HHE
L|C}.
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5.1.1 set_arp

int set_arp(unsigned char *mac_address, int onoff);

Description
set_arp= [M& =M AN IP FA HY|] 4T 42 HELLCL
Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZE At23}0] ZAME X Z(ezTCP)Q| MACTEA

Lot
int onoff
i 7|sol ME ofE Z7F5IH ofefjet 22 4E 7HE = USHCCH
0
71 MEiZ SiXIgrL Ct
1

Return values

set_arp= &% 7t #H39 I “13}5 15 dretefLct
mac_addressg 7t7l

Examples
See also

Remarks

5.1.2 set_dhcp

int set_dhcp(unsigned char *mac_address, int onoff);

Description

get_dhcpe [RHS22 IP F4 W7|(DHCP)] 8F 2 #FELICL
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Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int onoff

Y 7lsel e RS 2FotH orefe €2 @s 7HE & UsHCLh

K
0

7|5 Mede simL C
1

Jlsg Mererct,

Return values
set dhcpe= MM 7 HZAO M3sH 1

mac_addressg 7t%l X Z(ezTCP)2 %
Examples

See also
set_dhcp_dns, set_pppoe

Remarks
[AIS22 IP FA HIJ|(DHCP)]Q} [OFO|C|2 IP FA HFI|(PPPoE)|= SA|Of dHE %= Q&
LICt h2tA set_dhepel st 12dzrol onoffoll 12 2ist= ZQ [OIO|CIZ IP FA |

(PPPoE)]= Ats2= B0 off | & LILCt.

5.1.3 set_dhcp_dns

int set_dhcp_dns(unsigned char *mac_address, int onoff);

Description
set_dhcp_dns= [XHS22 DNS Ab] F& W7|] 43 gtg #AFLCH

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZE A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,

int onoff
e 7|52 MEH O E ZAFSIH ot2fet #2 442 7HE = USLHICH
0

http://www.sollae.co.kr
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Return values

set_dhcp_dnse MA gt HAdo 433 12 dhstetL|ct

mac_addressg 7t%l X E(ezTCP)S %8 £ Q& AL & -18 tatstL|ct
Examples
See also

set_dhcp
Remarks

[XtS22 DNS MH F&x 7|17t A-E Z2 HNE(ezTCP)2 DHCP MHZRH T @2
DNS MH IP =25 AFERLCL OZX| @2 B9 ArEAZL YESH DNS MH IP F2E At
g3tL|C}.

od

5.1.4 set_pppoe

int set_pppoe(unsigned char *mac_address, int onoff);

Description

set_pppoe= [O}O|C|2 IP FA& &I|(PPPoE)] 273 S HETLICH

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int onoff

e 7lsel ME o

Return values

set_pppoe= &7 ot HPO d35H 12 ¢
mac_addressg 7%l M Z(ezTCP)E2 %

Examples
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See also

set_pppoe_id, set_pppoe_pwd, set_dhcp

Remarks

[OFOIC|Z IP F4& ¥I|(PPPoE)]2} [AFELE IP F4 @I|(DHCP)l= SAI0 28 + 8l&

LIC}. 2k set_ppp0e9| Egtel onoffof 12 QUste ZR [AHS2E IP T4 7

(DHCP)]= X522 IEH0| S| & LICt.

5.1.5 set_ip4_local_address
int set_ip4_local_address(unsigned char *mac_address, char *ip4_local_address);
Description

set_ip4_local_address= X|Z(ezTCP)Q| IPV4A [HZE IP FA] AF ZtS w@sLCH
Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.

char *ip4_local_address
IPv4[HE IP FA]E BHEY IPv4 FL7F MY U ZAH YL

Return values

set_ip4_local_addresso| gtst Zte Ct2mp Zh&L|Cth

1
A% o HE0 435t 12 BreketL| ot
-1
mac_addressg 7%l HE(ezTCP)2 &S =+ gl dR0& -12 grateot
-2
M2 (ezTCP)O| AtEE = GQle= IP FAQ FR0 = -28 HretetL| )
Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

char *new_ip4_addr = “10.1.0.2”;

if(ret == EZTCP_SUCCESS)

{

int res = set_ip4_local_address(out_eztcp_info.mac_address, new_ip4_addr);
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if(res == 1)
printf(“Success.\r\n”);

else if(res == -1)
printf(“There is no product information of the requested MAC address\r\n”);

else if(res == -2)
printf(“You entered an incorrect IPv4 address.\r\n”);

}
See also
set_ip4_local_address, set_ip4_subnet_mask, set_ip4_gateway address, set_ip4_dns_address
Remarks

set_ip4_local_address /2 Ztol ip4 local_addressof= IPv4o| Moz JFEE AX
J|Ho 2 &l IPv4 T=AE QEs|of BHL|LCL.

=

5.1.6 set_ip4_subnet_mask

int set_ip4_subnet_mask(unsigned char *mac_address, char *ip4_subnet_mask);

Description

set_ip4_subnet_mask= X|Z(ezTCP)2| IPv4 [MEYI DA A Zte HZATIL|CH

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310f A
char *ip4_subnet_mask

IPv4[MEY OpA3]S #HES MES 02370 MFE U= ZAHYLCH

A =

= | Z(ezTCP)Q| MACZEA QIL|LC},

Return values

set_ip4_subnet_maske| utst Zte Cr2at 2

2t g 2= Lt
1
4 4 HE80 d35tH 12 "tetehL| o)
-1
mac_addressg 7Tl XM E(ezTCP)2 #2 5 Q& Z0& -12 tatstL|ct.
-2
M ZezTCP)O| AHE8Y = Q= MEU OtA3Ql FR0= 28 HretehL| o}
Examples

| struct eztcp_info out_eztcp_info;
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int ret = get_eztcp_info_by_index(0, &out_eztcp_info);
char *new_subnet_mask = “255.255.255.0”;

if(ret == EZTCP_SUCCESS)

{
int res = set_ip4_subnet_mask(out_eztcp_info.mac_address, new_subnet_mask);
if(res == 1)
printf(“success.\r\n”);
else if(res == -1)
printf(“There is no product information of the requested MAC address\r\n”);
else if(res == -2)
printf(“You entered an incorrect subnet mask.\r\n”);
}

See also
set_ip4_local_address, set_ip4_subnet_mask, set_ip4_gateway_address, set_ip4_dns_address.

Remarks
set_ip4_subnet_mask 2 Ztol ipd_subnet_maskoj= IPvao| Moz TEE AMZI% HY
HOZ E| MEUOAIEZ Qaisfof StL|Ct

5.1.7 set_ip4_gateway_address

int set_ip4_gateway address(unsigned char *mac_address, char *ip4_gateway_addr);

Description
set_ip4_gateway address= X Z(ezTCP)Q| IPv4 [HO|EZI0] IP FTA] MF Zte wHATL|C}

Parameters
unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *ip4_gateway_addr
= ZOIHYLIC

IPVA[HIOIEQ[O] IP F&]E BEY HOIEY O] IPvd FAT7F MYEOU

Return values

set_ip4_gateway_address= M b HHO| MIsIE 12 ALRTILICH
mac_addressg 7%l M Z(ezTCP)S &S = gle dR0e -1 gretgtLct
-5- http://www.sollae.co.kr
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Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);
char *new_gateway = “10.1.0.254”;

if(ret == EZTCP_SUCCESS)

{
int res = set_ip4_gateway_address(out_eztcp_info.mac_address, new_gateway);
if(res == 1)
printf(“success.\r\n”);
else if(res == -1)
printf(“There is no product information of the requested MAC address\r\n”);
}
See also
set_ip4_local_address, set_ip4_subnet_mask, set_ip4_gateway_address, set_ip4_dns_address.
Remarks

set_ip4_gateway address Q21 Z+ol ip4_gateway addrof= IPv4e| Moz JEE AMZIL
#I7|go=z E HOIEO| IPv4 ¥i§ YO Lt A8 81: A|O|E=IIO] IPv4 ==
27F LEEE [HIOIESO] IP FA]= 022 BHFEL L

5.1.8 set_ip4_dns_address

int set_ip4_dns_address(unsigned char *mac_address, char *ip4_dns_addr);

Description

set_ip4_dns_address= X Z(ezTCP)Q| IPv4 [DNS MH IP FA] MH ZtS WHASL|CE

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *ip4_dns_addr

IPv4 [DNS MB| IP =A]E HZSH DNS Mt IPv4 A7} KEHE0]Q= ZOIEQIL|C}.

Return values

set_ipd_dns address= MA Zf HAO HMISIH 12 AFREL|CH
mac_addressg 7%l XM E(ezTCP)2 &2 & gle d20& 12 gtatat ot
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Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

char *new_dns = “10.1.0.200";

if(ret == EZTCP_SUCCESS)

{
int res = set_ip4_dns_address(out_eztcp_info.mac_address, new_dns);
if(res == 1)
printf(“success.\r\n”);
else if(res == -1)
printf(“There is no product information of the requested MAC address\r\n”);
}
See also
set_ip4_local_address, set_ip4_subnet_mask, set_ip4_gateway_address, set_ip4_dns_address.
Remarks
set_ip4_dns_address 92 79l ipd_dns_addrof= IPv4o| Moz JFEEN MR HI|IHO
2 E DNS MH| IPv4 FAE %I 1540k BHLICE AR 4= Ql= DNS MH IPv4 FTA7
| [DNS MH IP F4]= 022 HFGE L

5.1.9 set_pppoe_id

int set_pppoe_id(unsigned char *mac_address, char *pppoe_id);

Description

set_pppoe_id= X Z(ezTCP)2| [PPPoE ORO|C|] ©3 Zts HZFLICH

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ AI23}0] ZMEl M Z(ezTCP)2| MACEA
char *pppoe_id

YLt
[PPPOE O}O|C|]E tHZASH PPPOE O|O|C|7} MEE|O{ QY= ZOQIE QIL|LC}.

Return values

set_pppoe_ids A 7t WHo| MZeH 12 weisLCh

=
mac_addressg 717l HE(ezTCP)g &g % gi& ZL0lE 12 greistct
Sollae Systems. Co., Ltd. -7 -
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Examples

See also

set_pppoe, set_pppoe_pwd

Remarks

[PPPOE O}O|C|]= NULLES |25t X|CH 32H}O|E QIL|C}.

5.1.10 set_pppoe_pwd

int set_pppoe_pwd(unsigned char *mac_address, char *pppoe_pwd);

Description

set_pppoe_pwd: K| Z(ezTCP)Q| [PPPoE H|UHS] MY gt HATLICH

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *pppoe_pwd
[PPPoE HIYWMZ]E HZEE PPPoE H|YHD 7t MEE|O{U= ZQAHYLICH

Return values

set_pppoe_pwde M7 gt HZ0 435H 12 gtateh|o
mac_addressg 7t ®E(zTCP)S &8 = gl ZR0& -12 tetgLct

Examples

See also

get_pppoe, get_pppoe_id

Remarks

[PPPOE H|UHMS]= NULLS X Q|&t0 %|CH 16HFO|E QIL|C}.

5.1.11 set_ip6

int set_ip6(unsigned char *mac_address, int onoff);

Description

Sollae Systems. Co., Ltd. -8- http://www.sollae.co.kr
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set_ip6= [IPv6] 7|52 MEH O|RE HASLIC]

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QlL|CH
int onoff

e 7lsel e RS ZFotH orefel €2 @s 7HE & UsHCLh

1
A% o HE0 43St 18 HretetL| ot
-1
mac_address2 7t%l ®E(ezTCP)S &2 £ gl Z0e -12 gL ot
-2
IS_ip67}t 1S Htstsix| b HEBO AL 28 sttt
-3
onoffofl 18 YEste ZL [SSL HOLEM] 7|50| MEHE|0Qo™ -38 HhatatLct.
Examples
See also

is_ip6, set ip6_gua type, set ip6_eui type, set ip6_local_address, set ip6_subnet prefix_length,
set_ip6_gateway_address, set_ip6_dns_address.

Remarks

IPveOf CHSH 2Ot XpATH LHEES TAF SH|O|X|O|A “IPv6 7tO|E” 2ME EZSIA|7| HHE
L|c}.

5.1.12 set_ipb_gua_type

int set_ip6_gua_type(unsigned char *mac_address, int gua_type);

Description

set_ip6_eui_type= IPv6 [H|Z IP FA] MY gHAlg BHZATHL|CL

Sollae Systems. Co., Ltd. -9- http://www.sollae.co.kr
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Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.

int gua_type
IPV6 [ME IP F&] 278 A4S LIEILHY ofafier 22 & 7HE =+ UASFLILL
0

[RHSO2 IP FA E7[]

Return values
get_ip6_gua_typeo| Htzt Zt2 Ct21p Z&L|Ct.
1

-2

-3

gua_typeo| w=otX| Q2 oS LT 4% 32 vratetLch
Examples
See also
is_ip6, set ip6_gua_type, set ip6_eui type, set ip6_local_address, set ip6_subnet prefix_length,
set_ip6_gateway_address, set_ip6_dns_address.
Remarks

IPv6Of CHot Ot XpMSH W2 TAN SHO|X|OA “IPve Z7I0|E” EME EZIAI7| HHE
L|c}.

5.1.13 set_ipb_eui_type

int set_ip6_eui_type(unsigned char *mac_address, int eui_type);

Description

set_ip6_eui_type2 Interface ID MM whAlg H 13,; L|C}E Interface ID AiAd HEAlS |py6 [H|E
IP FA] 23 40| [XIE2E IP F4 @712 ZR00| AHEE LT

Oﬁ
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Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.

int eui_type
Interface ID 4 2AS LIEILHL Of2iet €2 4tE 7IE &+ USFUCH
0
[MAC F4]
1
[Random]

Return values
get_ip6_eui_typeo| utst Zte Ci2ap Z&L|CH
1
28 o Hgo| d35tH 12 dtehetL|T)
mac_addressg 7+Zl X E(ezTCP)E &g = Qe A0l -18 gretghct
Is_ip67t 12 dtetsix| ohe HMEBQl Z 28 gtatstL|ct.
eui_typeo| R=SHX| %2 7S LA FL 32 gtatehct
Examples
See also
is_ip6, set ip6_gua_type, set ip6_eui type, set ip6_local_address, set ip6_subnet prefix_length,
set_ip6_gateway_address, set_ip6_dns_address.
Remarks

IPv6Oi| CHot 2Ct AbMSt &2 AN STHOIXIOA “IPvé ZH0|=” EME HZESHAIZ| HbE
L|Ct.

5.1.14 set_ip6_local_address

int set_local_ip6(unsigned char *mac_address, char *ip6_local_address);

Description
set_ip6_local_address= H|Z(ezTCP)2| IPV6 [HZ IP FA]Z HATL|CL

Parameters

Sollae Systems. Co., Ltd. - 11 - http://www.sollae.co.kr
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unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *ip6_local_address

IPV6 [ME IP FA)E BHEY IPv6 FA7F MY U ZAH QLT

Return values
set_ip6_local_addresso| gtst Zte Ct2ap Zb&L|Ct
1

23 o 30 d35tH 15 et

mac_addressg 7}% HE(e2TCP)S &2 4 gl 20 18 e ch

is_ip67} 12 BHEISiR| Qe MEQl 2 22 wakstc

-3
2= IPve FTAHEAC A0 -3 dratetL|Ct
Examples
See also

is_ip6, set ip6_gua_type, set ip6_eui_type, set ip6_local_address, set_ip6_subnet_prefix_length,
set_ip6_gateway_address, set_ip6_dns_address.

Remarks

IPv6Oi| CHot 2Ct AbMet &2 AN STHOIXIOA “IPvé ZH0|=” EME HZESHAIZ| HbE
L|Ct.

5.1.15 set_ip6_subnet_prefix_length

int set_ip6_subnet_prefix_length(unsigned char *mac_address,
int ip6_subnet_prefix_length);

Description
set_ip6_subnet_prefix_length= | Z(ezTCP)2| IPv6 MEUl FTAF Z0|E HATL|CL

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZ At8310] ZAME X ZE(ezTCP)Q| MACEA QL|CH
int ip6_subnet_prefix_length
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HEe IPv6 MEU HEAL ZOIYLCE A 7HsS Bels 0~128YL|Ct

—

Return values
set_ip6_subnet_prefix_lengtho| ttst Zte ct2np Zh&L|Ch,
1

23 o 30 d35tH 15 et

o123 JHs3h 1PV MEL FEAF 200[7} Of

rc

X
o
=2
rir
o
mjo
rc
fot

ot
-
n

Examples

See also
is_ip6, set ip6_gua_type, set ip6_eui_type, set ip6 local_address, set ip6_subnet_prefix_length,
set_ip6_gateway_address, set_ip6_dns_address.

Remarks

IPveOf CHSH 2Ot XpATH LHES THAF SH[O|X|O|A “IPv6 7tO|E” 2ME EZSIA|7| HHE
L|c}.

5.1.16 set_ip6_gateway_address

int set_ip6_gateway address(unsigned char *mac_address, char *ip6_gateway_address);

Description
set_ip6_gateway address= X|Z(ezTCP)2| IPv6 [HO|EZ|0| IP FA]Z HATIL|CL

Parameters
unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
char *ip6_gateway_address
IPv6 [HIO|ESIO] 1P FA]E HAY IPv6 FATF MEEO U= ZQAE Y LT

Return values
set_ip6_gateway addresso| gtz Zte Cr21f Z&L|Ct
1
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23 o #HE0o d35tH 15 gretetL

= HA o —
-1
mac_addressg 7t%l X E(ezTCP)2 X2 = gl dL0& 12 vtatstL|ct
-2
IS_ip67t 12 Ht&tsix| s MEQ ZR -28 ghatehi|c)
-3
HZE IPv6 FTAHEAQ F20|= -38 Bt2tetL|Ct
Examples
See also

is_ip6, set ip6_gua_type, set ip6_eui_type, set ip6_local_address, set ip6_subnet prefix_length,
set_ip6_gateway_address, set_ip6_dns_address.

Remarks

IPveOf CHSH 2Ot XpATH LHEES THAF SHO|X|O|A “IPv6 7tO|E” 2ME EZSIA|7| HHE
L|c}.

5.1.17 set_ip6_dns_address

int set_ip6_dns_address(unsigned char *mac_address, char *ip6_dns_address);

Description
set_ip6_dns_address= X Z(ezTCP)Q| IPv6 [DNS MH IP FA]E HZATIL|CL

Parameters
unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
char *ip6_dns_address
IPv6 [DNS MH IP FA]E HAY IPv6 FTA7F HEE|0{Qes ZOIEHQL|CE

—

Return values

set_ip6_dns_addresso| Htst Zhe Ch2ap ZH&L|Ch

1
MY g o 935t 18 grErstL|ch
-1
mac_addressg 77l X|Z(ezTCP)2 &2 == gle d20& -12 gratatct
-2

is_ip67} 18 Btetsix| b= MEQ Z< 28 ghetgLch
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-3
ERE IPv6 FAHAQ HR0|= 35 gHretetL ot
Examples
See also

is_ip6, set ip6_gua_type, set ip6_eui_type, set ip6_local_address, set ip6_subnet prefix_length,
set_ip6_gateway_address, set_ip6_dns_address.

Remarks
IPv6O] CHoH ECF XpASE E2 YA ZHO|X|OfA “IPve 7HO|E” EME EZESHA|Z| HHE
L|C}.
5.2 Alg|gY = E

5.2.1 set_uart_serial_type

int set_uart_serial_type(unsigned char *mac_address, int uart_index, int serial_type);

Description

set_uart_serial_type2 uart_index2 X|ME= Al2|Y ZEQ| [A|2|Y FE|E HATL|CL

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index

M Z(ezTCP)Q| Al2|Y ZE &HOZ 0RE A|ZfgtL|Ch
int serial_type

[(ME2|E SRS LEHHD ofziet 22 #Us 7HE + AsHH
0
RS-232
1
RS-485
2
RS-422

Return values

set_uart_serial_typeo| gzt Zt

ro
inl
bjo
=
my!
i)
-
ful
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1
2 o Hgo| §35tH 12 ghetetL|t
-1
mac_address2 7t%l ®Z(ezTCP)S &2 £ gl ZR0& -12 gL ot
-2
X|=(ezTCP)O| CSE-M53 EE= CSE-M53N€I 73 [MElY ER/]E RS-485 tE= RS-422=2
HZASH [ KN Z(ezTCP)O| MAMEl [A2|Y¥ EAMAE]7} 230,400bps2 L = 74$01|— 22
gtetetL|ct.
Examples
See also
is_uart_rs232, is_uart_rs485, is_uart_rs422,  set uart_serial_type, is_uart_ttl,  set uart_ttl,

get_uart_min_baudrate, get uart max_baudrate, set uart baudrate, set uart parity, set uart databit,
set_uart_stopbit, set_uart_flow_control, set_uart_dtrdsr, set_uart_tx_delay.

Remarks
is_uart rs2327F 12 Htsist= 207t RS-232E AFRSH 4= UL L|CH
iS_uart_rs4857F 12 Htsist= ZA0) Tt RS-4852 AR 4= Q& L|CH
is_uart_rs4220| 12 Htslst= ZA0|0t RS-4222 AR 4= Q& L|CH

5.2.2 set_uart_ttl

int set_uart_ttl(unsigned char *mac_address, int uart_index, int onoff);

Description
set_uart_ttl2 uart_index2 X|HE Al2|Y ZEO| [TTL] £8 7|59 MEf ofRE HAT
L|C}.

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int uart_index

M Z(zTCP)Q| Al2|Y ZE +HOZ 058E A|&tgrL|C.

int onoff
i 7|sol ME ORE ZFSIH ofefet 2 42 7HE = USHCLH
0
71 MEZ SiMSLICh
1

Sollae Systems. Co., Ltd. -16 - http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~ At8A MM

Return values

set_uart_ttle| Htst Zte Cr2ap Zr&L|CH

1
2 o Hgo| 33t 12 gtetetL|c)
-1
mac_addressg 7t K Z(ezTCP)2 XS 4 Q= ZR0|L -12 vrergtLct
-2
is_uart_ttlo| 12 vrsisix| ot HEQ FQ 28 ghaksLct
Examples
See also
is_uart_rs232, is_uart_rs485, is_uart_rs422,  set uart_serial_type, is_uart_ttl,  set uart_ttl,

get_uart_min_baudrate, get uart max_baudrate, set uart baudrate, set uart parity, set uart databit,
set_uart_stopbit, set_uart_flow_control, set_uart_dtrdsr, set_uart_tx_delay.

Remarks

is_uart_ttlo] 12 Htststs A0 AFRE 4 Q& L|Ct

5.2.3 set_uart_baudrate

int set_uart_baudrate(unsigned char *mac_address, int uart_index, int baudrate);

Description

set_uart_baudrate= uart_index2 X|™HE Al2|Y ZEQ| [A2|Y EAMSE]E HASL|C}H

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index

XEEzTCP)e| Al2|¥ EZE +=HOZ 08K A|&rgtL|Ct
int baudrate

Hgg A2l SHSE YLt

Return values

set_uart_baudrateo| dtst Zte Cr8nt Z&L|CH

i HA =
1
2 ot HEo| 435t 12 gtetetL|ct
Sollae Systems. Co., Ltd. -17 -

http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~ At8A MM

-1
mac_addressg 77l XM E(zTCP)2 &2 = Sl d0& -12 gtatetL|ct
-2
[MEIY SHUEKE]E HEY = 8l 8% 28 trete ot
-3
baudrateo| 2=l Zro| ®Q|7} get_uart_min_baudratent get_uart_max_baudrateo|
getat S A01LPE 4% -32 dtetetLct
Examples
See also
is_uart_rs232, is_uart_rs485, is_uart_rs422,  set uart_serial_type, is_uart_ttl, set_uart_ttl,

get_uart_min_baudrate, get uart max_baudrate, set uart baudrate, set uart parity, set_uart_data_bit,
set_uart_stopbit, set_uart_flow_control, set_uart_dtrdsr, set_uart_tx_delay.

Remarks

uart_indexz X|FEl Al2|Y ZEQ| [A2|Y¥ SAMEE]E CH2 MY Zho| Wat AH522
g & AsU
A H .

5.2.4 set_uart_parity

int set_uart_parity(unsigned char *mac_address, int uart_index, int parity);

Description

set_uart_parity= uart_index2 X|™E A|2|Y ZEO| [I{2|E|]S ®HZATHL|C}

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index

H|Z(ezTCP)Q| Al2|Y ZE #HOZ 0HE A|XHEHL|LCH,

int parity

[H2|E]] 7S LEIWD of2iet €2 s 712 & USLICH

0
NONE

1
EVEN

2
OoDD
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MARK

SPACE

Return values

set_uart_parityo| gtst zte creap Zt&Lch.

1
28 o Hago d35tH 12 gretetL|ct
-1
mac_address2 7}7l X E(ezTCP)2 R 4 gl FR0l& 12 graretLct
-2
is_uart_7_and_8 databit_only7} 12 Htslst= HZ(ezTCP)Ql AL [I2|E[]E NONE
oz HEY I MZ(ezTCP)0f 2FE [HIOIE HE]Z} 7 ZL0|= 25 gtetetLct
Examples
See also
is_uart_rs232, is_uart_rs485, is_uart_rs422,  set_uart_serial_type, is_uart_ttl, set_uart_ttl,
get_uart_min_baudrate, get_uart_max_baudrate, set_uart_baudrate, is_uart_8 databit_only,

is_uart_7_and_8 databit_only, set uart_parity, set uart databit, set uart_stopbit, set uart flow_control,
set_uart_dtrdsr, set_uart_tx_delay.

Remarks

is_uart_7_and_8 databit only7} 1&g tsls PE I%(ezTCP)S [CIO|E{ H|E]Z 7HIEZ A}
Z5t7] o [E2|E|]]E NONE 0|2|9| gtz 27s{of efL(Ct.

5.2.5 set_uart_databit

int set_uart_databit(unsigned char *mac_address, int uart_index, int databit);

Description

get_uart_databit= uart_index2 X|™HEl A|2|Y ZEQ| [H|O|E| HIE]S HZASL|C}

Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE AM23l0] ZAMEl K| Z(ezTCP)Q| MACEA L|CH
int uart_index
M E(ezTCP)Q| Al2|Y ZE #=HOZ 082FH A|ZgHLCE
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int databit
[CIO|E| HIE] SFE LIEILH Ofzfet &2 ¢2 712 &= USLICL
0
SHIE
1
6H|E
2
THIE
3
8HIE

Return values

set_uart_databito| gtst Zte CtSap Z&L|Ct

1
28 o Hgo| d35t8 12 gterefL|T)
-1
mac_addressg 7% HE(ezTCP)2 & =+ gl dR0& -1 gretaLt
-2
is_uart_7_and_8 databit_only7} 12 tstst= X Z(ezTCP)Ql Z<L [HIO|]E| HIE]E 7
HEZ HZAS I HZ(ezTCP)0| MXE [T2|E|]7} NONEQ! Z0|= -22 BtaistL|C},
Examples
See also
is_uart_rs232, is_uart_rs485, is_uart_rs422,  set_uart_serial_type, is_uart_ttl, set_uart_ttl,
get_uart_min_baudrate, get_uart_max_baudrate, set_uart_baudrate, is_uart_8 databit_only,

is_uart_7_and_8 databit_only, set uart parity, set uart databit, set uart_stopbit, set uart flow_control,
set_uart_dtrdsr, set_uart_tx_delay.

Remarks
is_uart_7_and_8 databit_only7} 1g utsts PE I%(ezTCP)S [CIO|E{ H|E]Z 7HIEZ A}
517 2o [E2|E|]]E NONE 0|2|9| gtz ZA7s{of efL(Ct.

5.2.6 set_uart_stopbit

int set_uart_stopbit(unsigned char *mac_address, int uart_index, int stopbit);

Description

set_uart_stopbit= uart_index2 X|™E= Al2|Y ZEQ| [MX| HE]S HASL|C}
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Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE A2310] ZAME | Z(ezTCP)2| MACTEA QL|Ct,
int uart_index

HMZ(ezTCP)Q| Al2|Y ZE #HOo=Z 02E AlXgLCt

int stopbit
[dX| HE] SFE LIEtUG ofeiet 22 42 7HE = UASUCH
0
1H E
1
1.5H|E
2
2H|E

Return values

set_uart_stopbito| Ht&} gre cr2at Z&Lct

— E
1
28 o Hgo| d35t8 12 dterefL|T).
-1
mac_addressg 717l R Z(ezTCP)S XS 4 Q& ZR0|E -12 grarsLch
-2
is_uart_one5_stopbit7} 12 HtstsX| U= XN Z(ezTCP)Ql Z<2 [™X| HE]Z 15HER
HEotH= ER0= 28 vtetetL|ct
Examples
See also
is_uart_rs232, is_uart_rs485, is_uart_rs422,  set uart_serial_type, is_uart_ttl,  set uart_ttl,
get_uart_min_baudrate, get_uart_max_baudrate, set_uart_baudrate, is_uart_8 databit_only,

is_uart_7_and_8 databit only, set uart_parity, set uart databit, is_uart_one5_stopbit, set uart stopbit,
set_uart_flow_control, set_uart_dtrdsr, set_uart_tx_delay.

Remarks

5.2.7 set_uart_flow_control

int set_uart_flow_control(unsigned char *mac_address, int uart_index, int flow_control);

Description
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set_uart_flow_controlt= uart_index2 X|&ME A|2|Y ZEQ| [E2 N2 BHASL|CL

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

HZ(ezTCP)o Al2|Y ZE +HOo=Z 08H AlZgLCH
int flow_control

[E& Hol] /RS LIEtUD ofefet 22 g2 7tE + UASLICH

0
NONE
1
RTS/CTS
2
XON/XOFF

Return values

set_uart_flow_controle| gtst Zte Cr2at ZH&L|Ct

1
28 o Hgo| d35t8 12 gterefL|T)
-1
mac_addressg 7% M F(ezTCP)E HE + Q= 0= 18 Htatgch
-2
X|Z(ezTCP)O| CSE-M53 L= CSE-H53Q1 AL [SE M 0]E XON/XOFFzZ =g
M2 (ezTCP)O| HEE [MEIY SMEE]ZF 230,400bpsECt 2 ZR0|= 28 HhetetL| T}
-3
is_uart_xonxoff7} 12 HtssIX| %= H|Z(ezTCP)Ql ZL [EE2 H0{]2 XON/XOFFZ2
HEotH= ER0= 32 vtetetL|ct
Examples
See also
is_uart_rs232, is_uart_rs485, is_uart_rs422,  set uart_serial_type, is_uart_ttl,  set uart_ttl,
get_uart_min_baudrate, get_uart_max_baudrate, set_uart_baudrate, is_uart_8 databit_only,

is_uart 7 _and_8 databit only, set uart_parity, set uart databit, is_uart one5_stopbit, set uart stopbit,
is_uart_xonxoff, set_uart_flow_control, set_uart_dtrdsr, set_uart_tx_delay.

Remarks
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5.2.8 set_uart_dtrdsr

int set_uart_dtrdsr(unsigned char *mac_address, int uart_index, int onoff);

Description

set_uart_dtrdsr2 uart_indexz X|HEl A|2|Y¥ ZECQ| [DTR/DSR] AH 7+ HZATIL|CE

= O H

>

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

MZ(ezTCP)Q| Al2[E ZE £HO =2 0FEH A[XELIC,.

int onoff
i 7|sol ME OfE Z7F5IH ofefjet 22 42 7HE = USHCH
0
715 MES SiAgLCH
1

Return values

set_uart_dtrdsre| gtst Zfe Cr2at Z+&L|Ch.

— E
1
28 o Hgo| d35tH 12 dtehetL|c)
-1
mac_addressg 7t%l X E(ezTCP)2 &g = gle dR0lc -1 gate )
-2
is_uart_dtrdsro| 12 gtatstX| e XMEQ ZR -28 dtststL|ct.
Examples
See also
is_uart_rs232, is_uart_rs485, is_uart_rs422,  set uart_serial_type, is_uart_ttl,  set uart_ttl,
get_uart_min_baudrate, get_uart_max_baudrate, set_uart_baudrate, is_uart_8 databit_only,

is_uart_7_and_8 databit only, set uart_parity, set uart databit, is_uart_one5_stopbit, set uart stopbit,
set_uart_flow_control, is_uart_dtrdsr, set_uart_dtrdsr, set_uart_tx_delay.

Remarks

is_uart_dtrdsro| 12 dtstst= ZA20|0t AFRS 2= QUSL|CE
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5.2.9 set_uart_tx_delay

int set_uart_tx_delay(unsigned char *mac_address, int uart_index, int tx_delay);

Description
set_uart_tx_delay= uart_index2 X|™E A|2|Y ZEO| [HO|E H

of>
N

14]2 HELC

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

M Z(ezTCP)2| Al2|Y ZE oz 02H AZeLCt
int tx_delay

Hge oy & A YL

=

Return values

set_uart_tx_dalayo| ttst Zte Cr21p Zh&L|Ch

1
28 o Hgo| d35tH 12 dtehetL|T)
-1
mac_addressg 7+Zl X E(ezTCP)E &g = Q& A0l -18 gretgct
-2
is_uart_tx_delay7} 12 wtsisix| &= XZQ AL 22 vrakstLc,
-3
tx_delayofl 2{=l gio| (7} 0~257} ofL® 35 wvheretL|ct
Examples
See also
is_uart_rs232, is_uart_rs485, is_uart_rs422,  set_uart_serial_type, is_uart_ttl, set_uart_ttl,
get_uart_min_baudrate, get_uart_max_baudrate, set_uart_baudrate, is_uart_8 databit_only,

is_uart_7_and_8 databit_only, set uart parity, set uart databit, is_uart_one5_stopbit, set uart_stopbit,
set_uart_flow_control, is_uart_dtrdsr, set_uart_dtrdsr, is_uart_tx_delay, set_uart_tx_delay.

Remarks

>
ol

_O'l-
1
$0
o
-
o

is_uart_tx_delayz} 12 gtsist= A0 gt
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5.3 TCP/IP

5.3.1 set_uart_communication_mode

int set_uart_communication_mode(unsigned char *mac_address, int uart_index,
int communication_mode);

Description

rt
X
oo

set_uart_communication_mode= uart_index2 X|HE Al2|Y ZEQ| [BMRE]Z
L Ct

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

HZEzTCP)e| Al2|Y ZE +Ho=E 0FH A|ZgL|C]
int communication_mode

[SMEE] SFE LIEIHD ool 22 @S 7HE &+ UASHCh

0
T2S-TCP MH
1
ATC - AT B
2
COD - TCP Z2}0|QE
3
U2S - UDP
4

Al2|e Modbus/TCP

Return values

set_uart_communication_modeo| ttst Zte Cr2at Zh&L|Ch

1
4 4 HE80 d35tH 12 "tetehL| o)
-1
mac_addressg 7t%l ®Z(ezTCP)S &2 £ gl Z0e 12 et ot
-2
[SAMEE]E T2S-TCP MH{7} ot gfo 2 HAY I} XM F(ezTCP)O|| [CHE EHH] 7|S0|
HEE FR0= 28 grakgtL|Ct

Sollae Systems. Co., Ltd. - 25 - http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~AM&Ar MEHA

-3
[EMEE]S U2S - UDPZ BiFY [ X F(ezTCP)Oj| [SSL HetEH] 7|50 EYE 8%
Ol= -3 HtetetL|ch
-4
[EMEE]E T2S-TCP AMH 0|Qo| 7tz HAY [ X F(ezTCP)0j| [SSH EQtE4] 7|
s0| 28E 4R0= 4E gratetLrt
Examples
See also

is_uart_tcp_server, is_uart_at command, is uart tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, set_uart_separator_type, set_uart_separator, set_uart_tcp_nodelay,
set_uart_rfc2217, set_uart_protocol.

Remarks
is_uart_tcp_serverst 18 Ht&tste AR08 T2S-TCP AHE AT 4= USL|Ct
is_uart_at_command’t 12 g3l AL0|0F ATC-AT IS At2E £ YSL|C
is_uart_tcp_client7} 1 Htstst= A 200 T2S-TCP SZ0|AEE AIRY £ UL LICH
is_uart_udp7t 12 tetsis Z20|2 U2S-UDPE AMRE £ U&L|CH
is_uart_serial_ modbus7t 12 gtslist= ZA20|0H A|2|Y Modbus/TCPE AR 4= QUL L|LCH

5.3.2 set_uart_peer_address

int set_uart_peer_address(unsigned char *mac_address, int uart_index,
char *peer_address);

Description

set_uart_peer_address= uart_index2 X|HE A|2|Y ZEO| [BAE FAIS HATHL|C}

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
int uart_index
HZEzTCP)o| A2|Y ZE &toz 08E A|ZghL|C}
char *peer_address
s Fat MNEEO U= ZAEYLCL
o

A=
IPv6 7|50| MEHE|O{QIo B peer_addresso IPve
OW IPv4o| MOo=Z FEE NI HIIHOZ ElIP
gk
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Return values

set_uart_peer_addresso| st Zfe Cr2ap ZH&L|Ch

1
A o BHEo Y3stH 12 greretL| ot

-1
mac_address2 7t%l ®Z(ezTCP)S &2 £ gl ZR0& -12 gL ot

-2
IPv6 7| 50| MEHE|O{UE=A L peer_addressOf EZE IPve FAHAZS UAHGH -2
BHelStL O

Examples

char *ipvé_peer_address = “2001:DB8::9”;

char *ipv4_peer_address = “192.168.0.5";

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
int res;
unsigned char *mac_address = out_eztcp_info.mac_address;
if(get_ip6(mac_address) == 1)
res = set_uart_peer_address(mac_address, 0, ipv6_peer_address);
else
res = set_uart_peer_address(mac_address, 0, ipv4_peer_address);
if(res == 1)
printf(“success\r\n”);
else if(res == -1)
printf(“There is no product information of the requested MAC address\r\n”);
else if(res == -2)
printf(“You entered an incorrect IPv6 address.\r\n”);
}
See also

is_uart_tcp_server, is_uart_at command, is_uart_tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, set_uart_separator_type, set_uart_separator, set_uart_tcp_nodelay,
set_uart_rfc2217, set_uart_protocol.
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Remarks

[EME F&]= NULLS HNISta Z|Cf 64HO[ELICH.

5.3.3 set_uart_peer_port

int set_uart_peer_port(unsigned char *mac_address, int uart_index, int peer_port);

Description

set_uart_peer_port= uart_index2 X|™E= A|2|Y ZEQ| [BAME EE|E HATHL|C

[

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

M Z(ezTCP)2| Al2|Y ZE oz 02H AZeLCt
int peer_port

HEY [T ZE]YLICH

- =

Return values

set_uart_peer_porte| dtst Zte Cr2ap Zt&L|Ct
1
27 o BP0 435t 12 gretetLot
-1
mac_addressg 717l X E(ezTCP)S #2 5 gle A0 18 vhetst ot
Examples
See also

is_uart_tcp_server, is_uart_at command, is_uart tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, set_uart_separator_type, set_uart_separator, set_uart_tcp_nodelay,
set_uart_rfc2217, set_uart_protocol.

Remarks

5.3.4 set_uart_local_port

int set_uart_local_port(unsigned char *mac_address, int uart_index, int local_port);
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Description
set_uart_local_port= uart_index2 X|HE A|2|Y ZEQ| [HE RHEE|E HZASL|CL

Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl K Z(ezTCP)2| MACEA QlL|LC}
int uart_index
HZ(ezTCP)2| A2|Y ZE =HOZ 05 H A|ZrstL|LC}
int local_port
HEE [HE 2E=ZE|QL|CH

Return values

set_uart_local _porto| dtsl gre ctent Z+&L|Ch

1
23 4 Hgo 4353 12 ghetet| o)
-1
mac_addressg 73l MB(ezTCP)S &2 4 gl 20| 12 stergLc
-2
local_porto]| /zist §E REEE W7} 0|0] AFR 9 AL 22 urakstLct
-3
[ 7150 MeEofle o local_porto| 23S iets AL 3% wrsketLict
-4
I/0 HMEZ2°| Modbus/TCP F% Ht#H0o| [£5 H&]o|1 local_porto] st HE 2ZHE
E #1357} Modbus/TCP [H|Z 2HEE]Z 0[0] A2 =0 AS 42 utabstL|C}
-5
IO ME [RHTTP)] Hoj#Al 7|50| Meigojle o local_porto] 9l=ish §E =2
ZE HoTH /0 MF [FHTTP) ZE] oz O|0] AHE T2 % 55 tHratetL ot
-6
local_portof] QI2ist HZ= ZZZTE S} 50,0050/ M 62 HShSHL|C},
-7
local_portoj QIaist M= ZZZE S} 50,0060 -72 EISHEHL|C}
-8
local_portoj| Qi2ist XZ 2ZZE B} 50,0070 B -82 HHhstL|Ct,
Examples
See also

is_uart_tcp_server, is_uart_at command, is uart tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
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set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,

set_uart_separator_length, set_uart_separator_type, set_uart_separator, set_uart_tcp_nodelay,
set_uart_rfc2217, set_uart_protocol.

Rermarks

50,0058, 50,006 12|13 50,007HS H|Z(ezTCP) ZA =2 Qs{A 2H0|E2{2| LHEOJA A}
85l U= ZEHD 0|22 XZ(ezTCP)o| HH =2 ALY = gl&LCh

5.3.5 set_uart_cod_tcp_server

int set_uart_cod_tcp_server(unsigned char *mac_address, int uart_index, int onoff);

Description
set_uart_cod_tcp_server2 uart_index2 X|™HE Al2|Y EEQ| [TCP AMH{] 7|59| MEH
fE HATLICL

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

HZEzTCP)e| Al2|Y ZE &+ =E 0FH A|&gL|C]

int onoff
i 7|59l MEf O|RE ZAFSIH ofefet 22 42 7HE = USEHLCH
0
71 MEiZ SiMIerLICt
1

Return values

set_uart_cod_tcp_servero| Btz Zfe CrSat Z&L|Ct

[ [=
1
AE o HE d35tH 12 ghabetL|C)
-1
mac_addressg 7%l M Z(ezTCP)S &S = Q= Z20= -12 gtststL|ct,
Examples
See also

is_uart_tcp_server, is_uart_at command, is uart tcp_client, is_uart_udp, is_uart serial_modbus,
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set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, set_uart_separator_type, set_uart_separator, set_uart_tcp_nodelay,
set_uart_rfc2217, set_uart_protocol.

Remarks
get_uart_communication_modeO| 2(COD - TCP Zzl0|E)E Etzltst= ZH2203 AR £
Q& L|C}.
A H

5.3.6 set_uart_watermark

int set_uart_watermark(unsigned char *mac_address, int uart_index,, int watermark);

Description

set_uart_watermark= uart_index2 X|HE Al2|Y ZEQ| [M&H™ HO|g A7|] == [I)
A 25 2FHOIE)E BHELIC

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

HZEzTCP)e| Al2|Y ZE &+ =E 0FH A|&gL|C]
int watermark

Hadg &3 HolH 27| == o2l 25 HEHOIE) 2L

o= -d=

Return values

set_uart_watermarke| gzt Zte cr2ap zZt&L|ct

1
A 4 HEo M35HH 12 HtsketL|Ct
-1
mac_addressg 7t% X E(ezTCP)E X2 = ¢l A0 & -18 vtatstL|ct
Examples
See also

is_uart_tcp_server, is_uart_at command, is_uart_tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, set_uart_separator_type, set_uart_separator, set_uart_tcp_nodelay,
set_uart_rfc2217, set_uart_protocol.
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Remarks

[SABE]7} 0(T2S - TCP AfH), 1 (ATC - AT 32,2 (COD - TCP S2f0[QAE)Q ZP [MAH
HolEl 272 AFZELICH

—

[SHURE]VI 3(U2s-UDP)2l E2 [If3l 25 2% (HIO|E)]= AHEELICH

[E&H Hole 37]] £= [ =8 QFEOIE)]= o2 28 ¢of et 522 HEd
A OI¢|_||:|._

T M-

5.3.7 set_uart_timeout

int set_uart_timeout(unsigned char *mac_address, int uart_index, int timeout);

Description

set_uart_timeout2 uart_index2 X|HE Al2|Y ZEQ| [M&FE [Y7|AZHX)E
L|C}.

rE
M
oo

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index
HZEzTCP)e| Al2|Y ZE &+ =E 0FH A|&gL|C]
int timeout

HEY HETE U7IAIZH(=) YL

Return values

set_uart_timeoute| dtst Zte Cr2ap ZH&L|CH

1
A 4 HEo M35HH 12 HtsketL|Ct
-1
mac_addressg 7t% X E(ezTCP)E X2 = ¢ A0 & -1S tatstL|ct
Examples
See also

is_uart_tcp_server, is_uart_at command, is_uart_tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, set_uart_separator_type, set_uart_separator, set_uart_tcp_nodelay,
set_uart_rfc2217, set_uart_protocol.

Remarks
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[BAMRE]7F 0(T2S-TCP AH{), 1 (ATC-AT HH),2(COD-TCP SZ}0|HE)Q ZAL0|Dt AL
g = UELCH

[B&ESE HoIMA@)]= oE 28 ¢ et sz BEd 5+ ASLICh

5.3.8 set_uart_data_frame_interval

int set_uart_data_frame_interval(unsigned char *mac_address, int uart_index,

int data_frame_interval);

Description

set_uart_data_frame_interval2 uart_index2 X|HE= Al2|Y ZEQ| [HO|E =Y 7tH
(10ms)]E HELLCH

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index

M Z(ezTCP)2| Al2|Y ZE &Hoz 02H AZRLC
int data_frame_interval

g HolH =2 Zh2(10ms) Lt

Return values
set_uart_data_frame_intervalQ| dtst Zte Ctenp Zt&L|Ct
1
2% o HE0 43518 1
-1
mac_addressg 77l X E(zTCP)2 &2 5 Q& Z0& -12 tatstLc.
-2
is_uart_data_frame_intervalo| 12 ©tstsix| Q= HZQl AL -22 dtasistL|Ct.

o
rc
g
ot
-
o

Examples

See also

is_uart_tcp_server, is_uart_ at command, is uart tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, is_uart_data_frame_interval,
set_uart_data_frame_interval, set uart separator_length, set uart separator type, set uart separator,
set_uart_tcp_nodelay, set_uart_rfc2217, set_uart_protocol.

Remarks
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[SHURE]7} 4 (A28 Modbus/TCP)2I B20|= AFEE & BlEL

5.3.9 set_uart_separator_length

int set_uart_separator_length(unsigned char *mac_address, int uart_index,
int separator_length);

Description
set_uart_separator_length= uart_index2 X|™E= A|2|Y ZEQ| [LEX} ZO[|E HAY
L|C}.

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

HZEzTCP)e| Al2|Y ZE &+ =E 0FH A|&gL|C]
int separator_length

Hadg FEA Z0|2 0-~4YLCt.

Return values

set _uart_separator_lengtho| utst Zte Cr2nt ZH&L|Ch

1
A 4 HEo M35HH 12 HtsketL|Ct
-1
mac_addressg 7t%l HE(ezTCP)2 A2 & Qe ZAR0E& 18 HiatstL|ot.
-2
iS_uart_separator?7} 1g Htzisix| = HEQ AL -2 gtststL|Ch
Examples
See also

is_uart_tcp_server, is_uart_at command, is_uart_tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, is_uart_separator, set_uart_separator_type, set_uart_separator,
set_uart_tcp_nodelay, set_uart_rfc2217, set_uart_protocol.

Remarks
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5.3.10 set_uart_separator_type

int set_uart_separator_type(unsigned char *mac_address, int uart_index,
int separator_type);

Description

set_uart_separator_type2 uart_index2 X|HE A|2|Y ZEO| [LEX} SZHHFAL
gt
=

o
rE
oX

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index

HZEzTCP)e| Al2|Y ZE +Ho=E 0FH A|ZgL|C]
int separator_type

[FEX SELA] SFRE LIEHWD ofgjer 22 4= 7tE + UASLICh

0

TEAINA HE
1

TEAH1HOIE HE
2

TEAH2H0|E HE

Return values
set_uart_separator_typeo| Htst Zte Cient Z&L|Ch.
1

2d 4 Hgo 43513 12 gretet| o)
mac_addressg 7%l X E(ezTCP)2 &2 = Qle A0 -12 gtetgct
is_uart_separator’t 12 dtsisix| = HEQ ZQ 28 dhpstL|Ct
separator_typeoi| 7=5tX| e ot Yo 42 32 gretetLch

Examples

See also

is_uart_tcp_server, is_uart_at command, is_uart_tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
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set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, is_uart_separator, set_uart_separator_type, set_uart_separator,
set_uart_tcp_nodelay, set_uart_rfc2217, set_uart_protocol.

Remarks

5.3.11 set_uart_separator

int set_uart_separator(unsigned char *mac_address, int uart_index, int separator_index,

char *separator);

Description
set_uart_separator= uart_index2 X|™HE A|2|Y ZEQ| [TLEX16XIF)]S HZATHL|C}

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index
HZEzTCP)e| Al2|Y ZE &+ =E 0FH A|&gL|C]
int separator_index
TEAL =HOE 02F A|ZfgL(Ct
char *separator
separator_index2 X|MEl LEXIE HZAS 1675 2XEQAL|C

Return values
set_uart_separatoro| Htsl zre Cteat ZH&L|Ch

1
23 4 Hgo 4353 12 gretetL| o)
-1
mac_addressZ 7t%l X E(ezTCP)2 #2 =+ Sl B0 -18 gratgtL|ct
-2
iS_uart_separator7} 12 Htslsix| = HEQ AL -22 dhsshL|C},
-3
separator_indexof| Rzt %2 S LHS F 32 gretetct
Examples
char *separator = “3A”;

struct eztcp_info out_eztcp_info;

http://www.sollae.co.kr
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int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
int res;

unsigned char *mac_address = out_eztcp_info.mac_address;

if(is_uart_separaot(mac_address) == 1)
{

res = set_uart_separator(mac_address, 0, 0, separator);

if(res == 1)
printf(“success\r\n”);
else if(res == -1)

printf(“There is no product information of the requested MAC
address\r\n”);

else if(res == -2)
printf(“This product can’t use separator function.\r\n”);
else if(res == -3)

printf(“yYou entered an invalid separator.\r\n”);

}

3

See also
is_uart_tcp_server, is_uart_at command, is_uart tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, is_uart_separator, set_uart_separator_type, set_uart_separator,
set_uart_tcp_nodelay, set_uart_rfc2217, set_uart_protocol.

Remarks

separator= 167l 2AIY 2 |Cf 2KHQIL|C}

5.3.12 set_uart_tcp_nodelay

int set_uart_tcp_nodelay(unsigned char *mac_address, int uart_index, int onoff);

Description

set_uart_tcp_nodelay= uart_index2 X|&E A|2|Y ZEQ| [MEX|H 7|5 A2t 7|
s9| MEd R E HZATL|C
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Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] AMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int uart_index

HMZEzTCP)o Al2|Y ZE +HOo=Z 08H AlXgLCH

int onoff
i 7|sol ME OfRE ZFSIH ofefet 22 4g 7HE = USHCLH
0
715 MES SiA gL
1

Return values

set_uart_tcp_nodelayo| gtz Zte Ct8ap Z&L|Ct,

1
28 o #Ha0 d35tH 18 dreretL|o).
-1
mac_addressg 7%l HZE(ezTCP)2 &S = 9le ZdR0& -12 gratgnt
-2
is_uart_tcp_nodelay7} 12 BIsIsiX| Q= AL 25 dhsistL|C
Examples
See also

is_uart_tcp_server, is_uart_at command, is_uart tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, set_uart_separator_type, set_uart_separator, is_uart_tcp_nodelay,
set_uart_tcp_nodelay, set_uart_rfc2217, set_uart_protocol.

Remarks

5.3.13 set_uart_rfc2217

int set_uart_rfc2217(unsigned char *mac_address, int uart_index, int onoff);

Description
set uart rfc22172 uart_index2 X|™HE A|2|Y ZEQ| [Al2|Y EE MM/AME| M

(RFC2217)] 7|59 Mg} o2 st
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Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE A2310] ZAME | Z(ezTCP)2| MACTEA QL|Ct,
int uart_index

X ZE(ezTCP)Q| Al2|Y¥ ZE +=HOZ 0FE AlAfgL|LCL

int onoff
ST 7|se ME EE ZAFSIH ofgfet €2 442 7HE = USLCH
0

Return values

set_uart_rfc22179| dtzst zte cteap 24 L|ct.

1
28 o #Hao d35tH 12 gretetL|rt
-1
mac_addressg 717l MZ(ezTCP)E & =+ gle d0e -1 grets ot
-2
is_uart_rfc22170| 12 Hts}slX| Y= AL -22 disbstL|Ct
-3
[CHS H&]o| Mebglof Q12 mf onoffof 1S A=SH 35 ghetatL|Ct
-4
[SSL HetEH] =& [SSH HetEA]0| MEjz|of 9l mf onoffo 18 A=siH 45 e
ghetLct.
Examples
See also

is_uart_tcp_server, is_uart_at command, is_uart_tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, set_uart_separator_type, set_uart_separator, set_uart_tcp_nodelay,
is_uart_rfc2217, set_uart_rfc2217, set_uart_protocol.

Remarks
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5.3.14 set_uart_protocol

int set_uart_protocol(unsigned char *mac_address, int uart_index, int uart_protocol);

Description

set_uart_protocol2 uart_index2 X|™El Al2|Y ZEJI AIR ZQ [ZREZ]S HZATH
Ct.

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index

HZ(ezTCP)Q| Al2|Y ZE #HO=Z 0HE A|XHEHL|LCH,
int uart_protocol

[Z2EE] FFE LIEIHD otefel 22 @S 7H2 & UASHEL

0

TCP
1

TCP + TELNET
2

TCP + SSL

Return values

set_uart_protocolo| Htst zte ctemt Z&L|Ct.

1
28 o Hgo| d35tH 12 dteheL|c)
-1
mac_addressg 77l X ZE(ezTCP)2 &2 =+ gle d20& -12 gratatct
-2
is_uart_protocolo| 12 B8R Y= AR 22 disstL|Ct
Examples
See also

is_uart_tcp_server, is_uart_at command, is_uart_tcp_client, is_uart_udp, is_uart_serial_modbus,
set_uart_communication_mode, set_uart_peer_address, set_uart_peer_port, set_uart_local_port,
set_uart_cod_tcp_server, set_uart_watermark, set_uart_timeout, set_uart_data_frame_interval,
set_uart_separator_length, set_uart_separator_type, set_uart_separator, set_uart_tcp_nodelay,
set_uart_rfc2217, is_uart_protocol, set_uart_protocol.
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Remarks

o>

S CSE-T16, CSE-T32, CSE-T480t AR 7Hs3}H
Ch 2L ZtMet W82 siE ME AHSETBME &

33 MYrks BYe 7t @ 4+ Ay
X
p i

SHAIZ| BFEFLIC.

5.4 CSC-HR2

5.4.1 set_csc_hr2_communication_mode

int set_csc_hr2_communication_mode(unsigned char *mac_address,

int communication_mode);

Description

set_csc_hr2_communication_mode= CSC-HR29| [EARE]S HZASIL|C}

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int communication_mode
[EHMRE] SFE LIEILD ofefer 22 4= 7H2 &+ USLIChL
0

NS

EZU-100 EHHO HY

Return values

set_csc_hr2_communication_mode2| ttzt Zte Ct2at Zh&L|Ch

1
28 o Hgo| d35tH 12 dtehetL|c)
-1
mac_addressg 7t%l X E(ezTCP)2 &2 £ Q& A0 -18 ghatghct
-2
is_csc_hr27t 12 gtetstx| obe 42 -28 gtetetlct
Examples
See also

is_csc_hr2, set_csc_hr2_communication_mode, set_csc_hr2_id, set_csc_hr2_network_timeout,
set_csc_hr2_network_threshold, set_csc_hr2_server_timeout, set_csc_hr2_server_threshold,
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set_csc_hr2_checkport, set_csc_hr2_first_server_address,

set_csc_hr2_first_server_port,
set_csc_hr2_second_server_address, set_csc_hr2_second_server_port.

Remarks

20t AiMgh &2 CSC-HR2 ME AMEHYME TZSHAI7| HHELICEH

5.4.2 set_csc_hr2_id

int set_csc_hr2_id(unsigned char *mac_address, char *csc_hr2_id);

Description

set_csc_hr2_id= CSC-HR22| [CSC-HR2 OfO|C|]E tHZATHL|C}.

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *csc_hr2_id

B 25 CSC-HR2 O}O|C|QlL|Ck.

Return values

set_csc_hr2_ido| wtst gre creat Zh4L|Ch

E
1
28 o Hgo| d35tH 12 dtehetL|c)
-1
mac_addressg 7t X E(ezTCP)2 XS 4 Q= FR0|= 12 gradt
-2
is_csc_hr27t 15 grstsix| ohe 4@ 28 drstehict
Examples
See also
is_csc_hr2, set_csc_hr2_communication_mode, set_csc_hr2_id, set_csc_hr2_network_timeout,
set_csc_hr2_network_threshold, set_csc_hr2_server_timeout, set_csc_hr2_server_threshold,
set_csc_hr2_checkport, set_csc_hr2_first_server_address,

set_csc_hr2_first_server_port,
set_csc_hr2_second_server_address, set_csc_hr2_second_server_port.

Remarks
[CSC-HR2 O}0|C|]= NULLS H|Q|st1 X|CH 16HFO|EQIL|CH HEC} XASH LI2L CSC-HR2
HEZE MEHYME TZSHAIZ| HEEfLICE
Sollae Systems. Co., Ltd. -42 -
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5.4.3 set_csc_hr2_network_timeout

int set_csc_hr2_network_timeout(unsigned char *mac_address, int timeout);

Description

set_csc_hr2_network_timeout2 CSC-HR29| [™A| EfYotR]e BT L}

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int timeout

HEY M EfYOrR YLICH

Return values
set_csc_hr2_network_timeouto| Btst Zte Cteap Zt&L|Ch
1
23 4 Hgo 4353 12 gretet| o)
-1

mac_addressg 7%l M EZ(ezTCP)S &2 £ Q= AR0= -18 ghslgtL|Ct,

[y v

-2
is_csC_hr27t 12 HtslsIX| %= AQ -2 "tshskL|C)
Examples
See also
is_csc_hr2, set_csc_hr2_communication_mode, set_csc_hr2_id, set_csc_hr2_network_timeout,
set_csc_hr2_network_threshold, set_csc_hr2_server_timeout, set_csc_hr2_server_threshold,
set_csc_hr2_checkport, set_csc_hr2_first_server_address, set_csc_hr2_first_server_port,

set_csc_hr2_second_server_address, set_csc_hr2_second_server_port.

Remarks

2O} AbMgH LI82 CSC-HR2 HE A2 ZME TZSHAIZ| HHELIC

[

5.4.4 set_csc_hrZ_network_threshold

int set_csc_hr2_network_threshold(unsigned char *mac_address, int threshold);

Description

set_csc_hr2_network_threshold= CSC-HR22| [HH| HIO|E £]E HHZATL|LCL
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Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int threshold

Hye 2 HOIE YLt

Return values

set_csc_hr2_network_thresholde| ttst Zte ct2ap Zt&L|Ch,

1
24 ot HEgo| 4351H 12 gtetetL|ct
-1
mac_addressg 71Zl X E(ezTCP)E &g = Q& A0l -18 ghatgct
-2
is_csc_hr27t 18 Gtetstx| ohe 42 -28 gtetetuct
Examples
See also
is_csc_hr2, set_csc_hr2_communication_mode, set_csc_hr2_id, set_csc_hr2_network_timeout,
set_csc_hr2_network_threshold, set_csc_hr2_server_timeout, set_csc_hr2_server_threshold,
set_csc_hr2_checkport, set_csc_hr2_first_server_address, set_csc_hr2_first_server_port,

set_csc_hr2_second_server_address, set_csc_hr2_second_server_port.

Remarks
HC} XtMBH LHE2 CSC-HR2 NE At2HHME EXSHAIZ| HEEL|CE

5.4.5 set_csc_hr2_server_timeout

int set_csc_hr2_server_timeout(unsigned char *mac_address, int timeout);

Description
set_csc_hr2_server_timeout2 CSC-HR22| [MH{HZA EfQotR]S HZATIL|CH

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
int timeout

HEdg MHHE EFYOorZ LT}
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Return values

set_csc_hr2_server_timeouto| tHtzt Zte Ci21p Zt&L|CH

1
2 o Hgo| 33t 12 gtetetL|c)
-1
mac_address2 7t%l ®Z(ezTCP)S &2 £ gl ZR0& -12 gL ot
-2
is_csc_hr27t 12 gtetstx| obe 42 -28 gretetlct
Examples
See also
is_csc_hr2, set_csc_hr2_communication_mode, set_csc_hr2_id, set_csc_hr2_network_timeout,
set_csc_hr2_network_threshold, set_csc_hr2_server_timeout, set_csc_hr2_server_threshold,
set_csc_hr2_checkport, set_csc_hr2_first_server_address, set_csc_hr2_first_server_port,

set_csc_hr2_second_server_address, set_csc_hr2_second_server_port.

Remarks

2O} ApMgt Li82 CSC-HR2 HE AIEEBME TZOHAIZ| HHEILIC

5.4.6 set_csc_hr2_server_threshold

int set_csc_hr2_server_threshold(unsigned char *mac_address, int threshold);

Description

set_csc_hr2_server_threshold= CSC-HR22| [MHHZ HIO|E ]2 HZATIL|C|

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int threshold

HEY MY HO|E +YLIC.

Return values

set_csc_hr2_server_thresholde| gtz Zte Ct2ap Z+&L|Ct

1
23 ¢ HE d3otH 12 dretey ot
-1

mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -18 gtatstL|Ct.
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-2
is_csc_hr2ot 12 ghaksx| ge ZQ 28 ghakstch
Examples
See also
is_csc_hr2, set_csc_hr2_communication_mode, set_csc_hr2_id, set_csc_hr2_network_timeout,
set_csc_hr2_network_threshold, set_csc_hr2_server_timeout, set_csc_hr2_server_threshold,
set_csc_hr2_checkport, set_csc_hr2_first server_address, set_csc_hr2_first_server_port,

set_csc_hr2_second_server_address, set_csc_hr2_second_server_port.

Remarks

S0t XiMgh &2 CSC-HR2 ME AMEHYME TZSHAI7| HHELICEH

5.4.7 set_csc_hr2_checkport

int set_csc_hr2_checkport(unsigned char *mac_address, int check_port);

Description

set_csc_hr2_check_port= CSC-HR2o| [EMEXE HMZAZE]E HASL|CH

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int check_port

HEY SLUEE HEZEE Ho YL

Return values
set_csc_hr2_checkporte| gtz Zte Cr2ap Z&L(CH

1
28 o Hgo| d35tH 12 dtehetL|c)
-1
mac_addressg 7t%l X E(ezTCP)2 &2 £ Q& B0 -12 ghatghct
-2
is_csc_hr27t 12 gtetetx| obe 42 -28 gtetetlct
Examples
See also
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is_csc_hr2, set_csc_hr2_communication_mode, set_csc_hr2_id, set_csc_hr2_network_timeout,
set_csc_hr2_network_threshold, set_csc_hr2_server_timeout, set_csc_hr2_server_threshold,
set_csc_hr2_checkport, set_csc_hr2_first_server_address, set_csc_hr2_first_server_port,
set_csc_hr2_second_server_address, set_csc_hr2_second_server_port.

Remarks

20t AiMeh &2 CSC-HR2 ME AMEHYME EZSHAI7| HHELICH

5.4.8 set_csc_hr2_first_server_address

int set_csc_hr2_first_server_address(unsigned char *mac_address, char *server_address);

Description

set_csc_hr2_first_server_address= CSC-HR29| [X HE| M FA]ZS HZATHLICE

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *server_address

AW M F27F HEEOJAs ZAH YL

Return values

set_csc_hr2_first_server_addresso| Htzt Zfe Ct2af Zh&L|Ch

— (=3
1
28 o Hgo| d35tH 12 dtehetL|c)
-1
mac_addressg 7t7 KE(ezTCP)S &2 & Qe Q0| 12 erargtLct
-2
is_csc_hr2ot 12 ghaksx| Qe AL 22 ghastch
Examples
See also
is_csc_hr2, set_csc_hr2_communication_mode, set_csc_hr2_id, set_csc_hr2_network_timeout,
set_csc_hr2_network_threshold, set_csc_hr2_server_timeout, set_csc_hr2_server_threshold,
set_csc_hr2_checkport, set_csc_hr2_first_server_address, set_csc_hr2_first_server_port,

set_csc_hr2_second_server_address, set_csc_hr2_second_server_port.

Remarks

[ MR M FA]= NULLS HQStT A[C] 64HIO|EQIL|Ch H®CH XpMEH LIS CSC-

—
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HR2 H& ME2YME TFZSHAI7] HHELICH

5.4.9 set_csc_hrZ_first_server_port

int set_csc_hr2_first_server_port(unsigned char *mac_address, int server_port);

Description
set_csc_hr2_first_server_port= CSC-HR27} EAIEH X HA| MHO| [EEMT]|ZE HATHL
C}.

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At23810] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int server_port

HAdg W HW Mol ZEMS QL

Return values

set_csc_hr2_first_server_porto| st Zte Cr2np Zh&LCt

1
28 o #Hao d35tH 12 gretetL|t
-1
mac_addressg 717l MZ(ezTCP)E & = gle d0e -1 grete ot
-2
is_csc_hr27t 15 grstsix| ohe 4@ 28 drstehict
Examples
See also
is_csc_hr2, set_csc_hr2_communication_mode, set_csc_hr2_id, set_csc_hr2_network_timeout,
set_csc_hr2_network_threshold, set_csc_hr2_server_timeout, set_csc_hr2_server_threshold,
set_csc_hr2_checkport, set_csc_hr2_first_server_address, set_csc_hr2_first_server_port,

set_csc_hr2_second_server_address, set_csc_hr2_second_server_port.
Remarks

is_csc_hr27t 18 gtetste ZR0|2 AH8E & AFLICH 2Ot XtATH LHE2 CSC-HR2 X
= ANEEZME FZOHAI7| HHELIL
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5.4.10 set_csc_hr2_second_server_address

int set_csc_hr2_second_server_address(unsigned char *mac_address,

char *server_address);

Description

set_csc_hr2_second server_address= CSC-HR22| [ HHW| MB FAJZS SHZATHL|CH

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] AMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *server_address

= HR A F27F MEEO U= ZAH YL

Return values

set_csc_hr2_second_server_addresso| dtzt Z+2 Ct2ap Zt&L|Ct.

1
28 o Hgo| d35t8 12 dterefL|T)
-1
mac_addressg 7% HE(ezTCP)2 & =+ gl dR0& -1 gretet
-2
is_csc_hr27t 18 Gtetstx| ohe 42 -28 gtetetict
Examples
See also
is_csc_hr2, set_csc_hr2_communication_mode, set_csc_hr2_id, set_csc_hr2_network_timeout,
set_csc_hr2_network_threshold, set_csc_hr2_server_timeout, set_csc_hr2_server_threshold,
set_csc_hr2_checkport, set_csc_hr2_first_server_address, set_csc_hr2_first_server_port,

set_csc_hr2_second_server_address, set_csc_hr2_second_server_port.

Remarks

[5 #R M FAls

= NULLS H|QIstD %|CH 64HIO|EQIL|CH. HLC} XbM|SH L|2LS CSc-
HR2 XN E AMEMEME EXSIA|7| HERL|CL

—

5.4.11 set_csc_hr2_second_server_port

int set_csc_hr2_second_server_port(unsigned char *mac_address, int server_port);
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Description

FLI|I1]
re
AL

set_csc_hr2_second_server_port= CSC-HR27} EAlIgt £ HE| MHO| [EEMS]
gk
Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE AL2310] ZAME X Z(ezTCP)Q| MACEA QlL|CH
int server_port

HEL & HW Mo ZEHSQL|CL

Return values

set_csc_hr2_second_server_porto| ttzt 7+e cCh2at Z-&L|Ch

1
28 o Hgo| d35t8 12 dteretL|T)
-1
mac_addressg 7t%l X Z(ezTCP)S &2 + gl ZFR0& -12 et ot
-2
is_csc_hr27t 18 Gtetstx| ohe 42 -28 gtetetl|ct
Examples
See also
is_csc_hr2, set_csc_hr2_communication_mode, set_csc_hr2_id, set_csc_hr2_network_timeout,
set_csc_hr2_network_threshold, set_csc_hr2_server_timeout, set_csc_hr2_server_threshold,
set_csc_hr2_checkport, set_csc_hr2_first_server_address, set_csc_hr2_first_server_port,

set_csc_hr2_second_server_address, set_csc_hr2_second_server_port.

Remarks

2Ch XtMlet Li&2 CSC-HR2 HZF ArEEZME H=oHAI7]| BHELCL

5.5 I/0 &

5.5.1 set_io_http

int set_io_http(unsigned char *mac_address, int onoff);

Description

set_io_httpi= /0 XIE [W(HTTP)] Hoj4 7|5 Mef o8 BT
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Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int onoff

Y 7lsel e RS 2FotH orefe €2 @s 7HE & UsHCLh

Return values

set_io_httpo| Htsl zre Cr2ap ZH&L(CH

1
28 o Hgo| d33tH 12 gtehefL|T).
-1
mac_addressg 7+Zl X E(ezTCP)E &g = Qe A0l -18 gretghct
-2
is_io7} 18 GtetstX| b 42 -28 gtetetich
Examples
See also

is_io, set io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set io_poll_interval, set_io_slave_control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.2 set_io_http_port

int set_io_http_port(unsigned char *mac_address, int http_port);

Description

set_io_http_port= 1/0 HZ [fIHTTP) ZE] HSE HZASIL|CE
Parameters
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unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int http_port

HASH A(HTTP) ZEMSQIL|C

Return values

set_io_http_porto| gtst Z+e Ct8ap Z&L|Ct,

1
28 o Hgo d35tH 12 dteretL|o).
-1
mac_addressg 77 X Z(ezTCP)2 &2 =+ gle d20e -12 gratatlct
-2
is_io7} 18 GtetstX| i Z2 -28 gtetetlch
Examples
See also

is_io, set_ io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set_io_slave_control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.3 set_io_html_size

int set_io_html_size(unsigned char *mac_address, int html_size);

Description

set_io_http_size= 1/0 HZ [fI(HTTP)H0|X| A7|]E HZATL|C}

=

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
int html_size

[AHTTP)HO|X| A7|]E LIEILHT of2fet Z2 ¢S 7HE = UASLCH

0
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80KB
1

96KB
2

112KB

Return values

set_io_html_sizeo| dtsl Zte Ctenp Z+&L|Ct

2 4
1
2 o Hgo| d35tH 12 gteteL|c)
-1
mac_addressg 7tz X|Z(ezTCP)2 &2 + gle d20& -12 gratet ot
-2
is_io7t 18 gtetetx] o HMEBQl ZR 28 gtetst|ct
-3
html_sizeo| R&sIX| %2 S LS 42 -32 dratetch
Examples
See also

is_io, set_ io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set_io_slave_control_type, set_io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.4 set_io_modbus

int set_io_modbus(unsigned char *mac_address, int onoff);

Description

set_io_modbus= 1/0 MZ [Modbus/TCP] H|Oj{EtAl 7|5 MEH O{RE HZATHL|CL

Parameters
unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZE A23}0] ZME | Z(ezTCP)2| MACTEA QlL|Ct,
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int onoff
i 7|59l ME OfRE ZAFSIH ofefet 22 42 JHE = UsHCL
0
715 MES SiA gL
1

Return values

set_io_modbuse| Htst Zte Ch21p ZH&L|Ch

1
2 o Hgo| 33t 12 gtetetL|c)
-1
mac_addressg 7%l X Z(ezTCP)g &2 = Qle AR0E -12 gtetg ot
-2
is_io7} 18 GtetstX| i 42 -28 gtetetl|ch
Examples
See also

is_io, set_ io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set_io_slave_control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.5 set_io_input_notification

int set_io_input_notification(unsigned char *mac_address, int onoff);

Description

set_io_input_notification2 1/0 X Zo| [UHZE HA L] 7|

oIr

He ojeg WL

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
int onoff
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ol 7|sel e RS ZEotH oteiet #2 @ 7HE = UsHH
0

s dES SHME L CH
1

Return values

set_io_input_notificationo| gtz Zte Cr2ap Z&L|CH

1
Y o HE d35tH 12 ghabetL|ct
-1
mac_addressg 7t7l X Z(ezTCP)S A2 £ Q= Z0E= 12 HiststL|Ct.
-2
IS_i07} 12 HISSX| QU= AL -25 dhststL|Ct.
Examples
See also

is_io, set io_http, set io http_port, set_io_html_size, set io_modbus, set_io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set io_event notification_port, set_io_input valid_time, set io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.6 set_io_output_automatic_initialize

int set_io_output_automatic_initialize(unsigned char *mac_address, int onoff);

Description
set_io_output_automatic_initialize= 110 HZo| [EHZE MEf X7|3Modbus/TCP
TR AN SHEE[XI|HE] U422 MEf HE] 7|5 ME R E HZATLICL

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZ At8310] ZAME X ZE(ezTCP)Q| MACEA QL|CH
int onoff
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Return values

set_io_output_automatic_initializeo| ttzt Zte Ct2ar Z&L|Ch

[

>

1
24 ot HEgo| 4351H 12 gtetetL|ct
-1
mac_addressg 7%l X Z(ezTCP)2 &2 == Ql& AR0E -12 gtatg ot
-2
is_io7} 12 gtetstX| i 42 -28 ghetetlct
-3
is_io_output_automatic_initialize7} 12 HISISIX| U= AL -32 HtStL|CH
Examples
See also

is_io, set_ io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
is_io_output_automatic_initialize, set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id,

set_io_input_address, set_io_output_address, set_io_poll_interval, set_io_slave_control_type,
set_io_master_control_type, set_io_tcp_type, set_io_multi_connection_number,
set_io_modbus_peer_address, set_io_modbus_peer_port, set_io_modbus_local_port,
set_io_event_notification, set_event_notification_email, set_io_event_notification_port,

set_io_input_valid_time, set io_macro, set io_port_macro, set io_macro_text, set io_output_delay,
set_io_output_initial_state, set_io_comment.

Remarks

2t XtMlet &2 3l ME MEEZME HZOHA|7| BHHELICH

5.5.7 set_io_modbus_type

int set_io_modbus_type(unsigned char *mac_address, int modbus_type);

Description

set_io_modbus_type2 1/0 X Zo| [O}AE/E0|H]E HATL|C}

Parameters
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unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int modbus_type
[Ol2E/EY0|H]S /RS LtEILEH ofiet €2 4= 72 + UASH
0
B =]

OpAH

Return values

set_io_modbus_typeo| st gte Chat Z&LCh

1
28 o Hgo| d35tH 12 dteretL|T).
-1
mac_addressg 7t7l X|Z(ezTCP)2 &2 = gle 4d20& -12 gratetl ot
-2
is_io7t 18 dtetetx| e 42 -28 gttt
-3
modbus_typeo| f=stX| %2 Zts YT AR -32 HHEEL o
Examples
See also

is_io, set io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set io_poll_interval, set_io_slave_control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.8 set_io_unit_id

int set_io_unit_id(unsigned char *mac_address, int unit_id);

Description

set_io_unit_id= 1/0 X Z9| [QL|E o}0|C|]1E =HZASHL|C}.
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Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int unit_id
Hyadg FLE oto|C| YLt

Return values

set_io_unit_ido| Hts} Zte Cr21p ZH&L|Ch

1
24 ot HEgo| 4351H 12 gtetetL|ct
-1
mac_addressg 7t%l X E(ezTCP)E &2 =+ gl A0 -18 gretgtLct
-2
is_io7t 12 Btetstx| e ZS 28 gtetgtLict
Examples
See also

is_io, set io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set_io_slave_control_type, set_io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.9 set_io_input_address

int set_io_input_address(unsigned char *mac_address, int input_address);

Description

set_io_input_address= 1/0 H|Zo| [YHZE FAIE HATL|CL

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
int input_address
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HEe U

5_5
m
|m
-
it
o
I
_l'_|_

Return values
set_io_input_addresso| ttzt Zhe Ci2ap Z&L|Ch
1

23 o 30 d35tH 15 et

mac_addressg 77l HZ(ezTCP)2 2 £ Q= Z20= -18 gtststL|C).

-3

input_addressol| SFSX| UL Zh2 s AL 38 drslstL|Ch,
Examples

See also

is_io, set io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set_io_slave_control_type, set_io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.10 set_io_output_address

int set_io_output_address(unsigned char *mac_address, int output_address);

Description

set_io_output_address= 1/0 M ZQ| [EHEE FA|E HZATHL|CL

[

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZE A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
int input_address

HEg E8HZE FAYLCH
Return values
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set_io_output_addresso| dtst zte Cr2at Z&L|Ch

1
Y o HE d35tH 12 ghatetL|c)
-1
mac_addressg 7%l M ZE(ezTCP)S &S = Q= Z20= -18 gtststL
-2
IS_i07} 12 HIESIX| s AR 22 HiestL|ct.
-3
output_addresso| Sz stX| A2 S YT HL -38 ghstetL|Ct.
Examples
See also

is_io, set io_http, set io_http_port, set_ io_html_size, set io_modbus, set_io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set io_event notification_port, set_io_input valid_time, set io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.11 set_io_poll_interval

int set_io_poll_interval(unsigned char *mac_address, int poll_interval);

Description

set_io_poll_interval2 1/0 H|Z0o| OtAH [EM F7(1& HZASL|CH

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int poll_interval

HEL S FIIYLIC

o=

Return values
set_io_poll_intervalo| Htst Zte C2np Z&L|Ch
1

23 o "3 335tH 1= gretetL
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-1
mac_addressg 7t7l HE(ezTCP)S A2 = Qe ZFR0& -18 st
-2
IS_I07} 12 HISISIX| U= AL -25 dtztstL|Ct,
Examples
See also

is_io, set io_http, set io http_port, set io_html_size, set io_modbus, set_io_input notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.12 set_io_slave_control_type

int set_io_slave_control_type(unsigned char *mac_address, int slave_control_type);

Description

set_io_slave_control_type2 1/0 H|Zo| [&30|E SHEE H|o{WA|S HATL|C

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int slave_control_type
[Edl0|2 EHZE NO{YA]SFE LIEILH ofefet 22 aE 7HE = UASUCH
0
FC 16 (S A K| O1)

FC 05 (HEH A1)

Return values
set_io_slave_control_typeo| ttzt Zte Ch2ar Zt&L|Ch
1
2 ot HEgo| 4351 12 gtetetL|ct

-1
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mac_addressg 7%l M Z(ezTCP)2 &2 = Q= Z20= -18 gtststL|Ct,

—

-2
is_io7t 18 gtetetx| e 42 -28 gttt
-3
slave_control_typeo| S=atx| %2 g2 Yot Z2 -32 tatsiLCt.
Examples
See also

is_io, set io_http, set io_http_port, set_io_html_size, set io_modbus, set_io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event notification_email, set io_event notification_port, set io_input valid_time, set io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

2t XtMlet &2 ME AMEEBME EXZOHA|7| HiELICH

5.5.13 set_io_master_control_type

int set_io_master_control_type(unsigned char *mac_address, int master_control_type);

Description

set_io_master_control _type2 1/0 X Z2| [OfAE| EHZE Ho{HA]S dislstL|C},

| —

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int master_control_type
[OFAE EHEZE NHOYAM]SRE LEIWD ofzfet 22 2 7HE & UASFULL
0
AND

OR

Return values
set_io_master_control_typeo| utst Zre Cr2at ZH&L|CH
1
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Y g HE M35HH 12 HtsketL|
-1
mac_addressg 7t7l HE(ezTCP)S A2 = Qe ZFR0& -18 HatstL|ot.
-2
IS_i07} 1S HISSIX| Q= AL -25 ghststL|Ct.
-3
master_control_typeo| Sz3sX| 2 Zte Ut AL 38 HiEsiL|Ct.
Examples
See also

is_io, set io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set_io_slave_control_type, set_io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

2t XtMlet &2 ME AMEEBME EZOHA|7| HiELICH

5.5.14 set_io_tcp_type

int set_io_tcp_type(unsigned char *mac_address, int tcp_type);

Description

set_io_tcp_type2 1/0 MZ2| Modbus/TCP < HiHg B ZASHL|CE,

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int master_control_type

[OIAE ZZE HOWAISEE LIEHHD] ofzfet 28 e 7Ha 4 ABLIC

0
+5HL
1

or
ofn
rx
Jp

Return values
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set_io_tcp_typeo| gtet Zte Cheat Z&L|ch

1
Y o HE d35tH 12 ghatetL|c)
-1
mac_addressg 7%l M ZE(ezTCP)S &S = Q= Z20= -18 gtststLct,
-2
IS_i07} 12 HIESIX| s AR 22 HiestL|ct.
-3
tcp_typeof| R2SHA| %2 g2 Y AL 32 vhatetL|Ct
Examples
See also

is_io, set io_http, set io http_port, set_io_html_size, set io_modbus, set_io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set io_event notification_port, set_io_input valid_time, set io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

2O} A Me i8S ME AFEEEME H=SHAIZ| BHELCH

5.5.15 set_io_multi_connection_number

int set_io_multi_connection_number(unsigned char *mac_address, int number);

Description

set_io_multi_connection_number& 1/0 HZ0| Modbus/TCP =7
53t Modbus/TCP 2210|HEQ| Jj42 B ZASHL|CL

I

o
o AP SAl H

i

7t

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int number

HASH SA| Mz 7153 Modbus/TCP 22t0|HEQ| T2 1~8QL|C}.

Return values

set_io_multi_connection_number9| ttz}t Zte Ct2at Zh&L|Ch
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1
4 2t HEo| Y351 12 HtatetL| ot
-1
mac_addressg 7t%! XM E(ezTCP)S &2 5+ gle A0 -18 vratst ot
-2
is_io7} 12 gtetstX| @i 42 -28 ghetetuct
-3
numbero| f&3stX| %2 S LS 42 32 gretet|ch
Examples
See also

is_io, set io_http, set io http_port, set_io_html_size, set io_modbus, set_io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event notification_email, set io_event notification_port, set io_input valid_time, set io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.16 set_io_modbus_peer_address

int set_io_modbus_peer_address(unsigned char *mac_address, char *peer_address);

Description

A

set_io_modbus_peer_address= 1/0 HZ0| Modbus/TCP SESH&0 ZLR [BME FAIZ
HE Lt

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
char *peer_address

sulg FA7F MEEOJUE =
+ E7|¥Mo=2 = IP FA EE

Return values

set_io_modbus_peer_addresso| ttzt Zfe Ct2ap Zh&L|Ch
1
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23 o #HE0o d35tH 15 gretetL

—

-1
mac_addressg 77l XM E(ezTCP)2 &2 £ Qe Z0& -12 gtatstLc.
-2
is_io7t 12 dtetstx| e AR 28 st ct
Examples
See also

is_io, set io_http, set io_http_port, set_io_html_size, set io_modbus, set_io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set io_event notification_port, set io_input valid_time, set io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

[EME F&]= NULLS M5t [T 64HO|E QL|CH.

5.5.17 set_io_modbus_peer_port

int set_io_modbus_peer_port(unsigned char *mac_address, int peer_port);

Description

set_io_modbus_peer_port= 1/0 HZ0| Modbus/TCP SSH£0 AL [BEME EE]E HA
Bt

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int peer_port

HEL U ZEYLCL

=

Return values
set_io_modbus_peer_porto| st Zte Ct8ut Zt&L|Ct.
1
A 4 Hgo d35tH 12 ghetet| ot
-1
mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -18 gtatstL|Ct.
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-2
is_io7t 12 dtetstx| e AR 28 st ct
Examples
See also

is_io, set io_http, set io_http_port, set_io_html_size, set io_modbus, set_io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event notification,
set_event_notification_email, set_io_event notification_port, set_io_input_valid_time, set io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.18 set_io_modbus_local_port

int set_io_modbus_local_port(unsigned char *mac_address, int local_port);

Description

set_io_modbus_local_port= 1/0 H|Z0| Modbus/TCP ==X <0l AL Modbus/TCP [HZ 2
HEE]S BZLCL

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZ At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int peer_port

HEdg NE 2ZZEYLCL

Return values

set_io_modbus_local_porte| dtst Zte Cr2ut Z&LCt.

1
MY g o 935t 12 grErstL|ch
-1
mac_addressg 7%l X E(ezTCP)2 &g == Qle ZdR0e -12 gtatgct
-2
is_io7} 12 HtelsiR| o= AR 22 uvraigtLCh
Examples
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See also

is_io, set io_http, set io http_port, set io_html_size, set io_modbus, set_io_input notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event notification_email, set io_event notification_port, set io_input valid_time, set io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.19 set_io_event_notification

int set_io_event_notification(unsigned char *mac_address, int onoff)

Description

set_io_event notification2 110 HEo| [ E= SHIZE HZA LMXHY)] 7|

B 0|5 Z HASH|C).

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACZE
int onoff

MY 7Isel e RS ZFotH orgfe 22 @s 7HE & UsHCLh

Return values

set_io_event notificatione| gtz Z+e Ch2ap Z+&L|Ch

1
MY gt Ao 4T3 18 grekst
-1
mac_addressg 7%l HE(ezTCP)2 &S =+ gl dR0& -12 grateot
-2
is_io7} 18 gtetsix| e A 28 grest
-3

& YLk
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Examples

See also

is_io, set io_http, set io_http_port, set_io_html_size, set io_modbus, set_io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, is_event notification, set io_event_ notification,
set_event_notification_email, set_io_event notification_port, set_io_input_valid_time, set io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.20 set_event_notification_email

int set_event_notification_email(unsigned char *mac_address, char *email);

Description

set_event_notification_email2 1/0 HZo| Q& =

= Y35 (XY F2]E HELOhL

SHZEO HZ0| 2HY B ¢E

rir

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *email
A Y Fa7 MEEO0Us ZAHY LT

Return values
set_event_notification_emaile| stz Zte e 24 L|Ch

1
28 o Hgo| J435tH 12 gretetL|ct
-1
mac_addressg 77l XM E(ezTCP)2 &2 5 Q& Z0& -12 tatstLc.
-2
is_event_notificationo| 12 Btetstx| U= AL 28 vistL|CE
Examples
See also

is_io, set io_http, set io_http_port, set_io_html_size, set io_modbus, set_io_input_notification,

Sollae Systems. Co., Ltd. - 69 - http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~ At8A MM

set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer port, set io_modbus_local_port, is_event notification, set io_event notification,
set_event notification_email, set io_event notification_port, set _io_input valid_time, set io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks
[MXIHY FA]= NULLZ EZS5I0 X|Cf 64HO| E QL CL.

5.5.21 set_io_event_notification_port

int set_io_event_notification_port(unsigned char *mac_address, int port_flag,

int port_index, int onoff);

Description
set_io_event_notification_port= 1/0 HE0of HX| & 8 &= EHIEQ| [YY £ &
HMEE HA YFXYY)] 7|5 M of2E HZSHL|C}

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int port_flag

port_flag7} 00|™ QBZEZ o|0|stn 10|H = EEZ o|0|gtL|LCt.
int port_index

U Es SYHEEO sHO=Z 08H AZLIC]

int onoff
sie 7|59l MEf O|RE ZAFSIH ofefet 22 42 7HE = USEHLCH
0
7|5 MES SiA gL
1

Return values
set_io_event_notification_porto| ttst Zte Ct21p Zt&L|Ch
1
A 4 Hgo d35tH 12 gheter| ot
-1

mac_addressg 77l XM E(ezTCP)2 &2 5 Q& Z0& -12 tatstL|ct.
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-2
is_io7} 12 gtetstX| @i 49 -28 gretetuct
-3
is_event_notificationo| 12 8K %= AL -32 disstL|C},
Examples
See also

is_io, set io_http, set io http_port, set io_html_size, set io_modbus, set_io_input notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer port, set io_modbus_local_port, is_event notification, set io_event notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.22 set_io_input_valid_time

int set_io_input_valid_time(unsigned char *mac_address, int port_index,
int input_valid_time);

Description

set_io_input_valid time2 port_indexz X|™HE UHZEO| [MEQX| A|ZHEE|X)]
LIk
=

mfn
rE
bl

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int port_index
UHEES| =HOZ 05 E A|ZTfL|Ct.
int input_valid_time
port_index2 X|™

rn
i1}
1
H
[m
1o
et
fot
=lo
Rl
>
N
[
i}
U
e}
r
In}

Return values
set_io_input_valid_timeo| gtz Zte Ct2 1 Z-&L|Ch
1
28 o Hgo| d35tH 18 dreretL|o).

-1
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mac_addressg 7%l X Z(ezTCP)2 &2 == Qle ZAR0E -12 gtatE )
-2
is_io7t 18 gtetetx| e 42 -28 gttt
-3
input_valid_timeo| R=tX| 22 S st 42 38 gratgtLch
Examples
See also

is_io, set io_http, set io_http_port, set_io_html_size, set io_modbus, set_io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set io_slave _control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set io_event notification_port, set io_input valid_time, set io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.23 set_io_macro

int set_io_macro(unsigned char *mac_address, int onoff);

Description

set_i0_macro= 1/0 HEZQ| [|AE 7|5] MEH o222 HZASTILICL get_i0o_macro_typeo| 0

= HHEots 30T ALY + UASLICH

1w

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int onoff

e 7lsel e RS 2FotH otefel €2 @ts 7HE + UsHCEh

Return values
set_io_macroQ| dtst zte Ct8ab Z&L|Ct.
1
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28 o Hago| Jd35tH 12 gretetL|ct
-1
mac_addressg 77l XM E(ezTCP)2 &2 £ Qe Z0& -12 gtatstLc.
-2
is_io7t 18 gtetetx| e 42 -28 gttt
-3
get_io_macro_typeo| 05 gtetstx| b A2 -32 gtetetlct
Examples
See also

is_io, set io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set_io_slave_control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.24 set_io_port_macro

int set_io_port_macro(unsigned char *mac_address, int port_index, int onoff);

Description

set_io_port_macro= port_index2 X|HEl £HZEO| [JAR 7|5] M O{2E HZFTL
Ct. get_io_macro_typeo| 18 Htztsl= ZL20)2F A

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int port_index

EHIZEO £HOZ 0EF A|REL|LCL

int onoff
i 7|so ME OffE AN ofefjet 22 42 7HE = USHCL
0
71 MEiZ SimIgrL Ct
1
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Return values

set_io_macro_porto| Ht# Zte chemt zZhaL|ch

1
A4 ot HEo| 4351H 12 gtetetL|ct
-1
mac_addressg 7+l M| ZE(ezTCP)2 &2 = gle ZR0& -18 vratgtLnt
-2
IS_I07t 18 BretdiX] b= ZR 28 tretetLrt
-3
get_io_macro_typeo| 18 Hi&tsIX| Y= AR 32 HiEkstL|Ch
-4
port_indexo| RE=StX| %2 S YTt FR 45 gtatetL|t
Examples
See also

is_io, set_ io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set_io_slave_control_type, set_io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.25 set_io_macro_text

int set_io_macro_text(unsigned char *mac_address, int port_index, char *macro_text);

Description

set_io_macro_text= port_index2 XM= ZZEQ| 32 EXYS HZASHL|C}

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
int port_index

ZHREQ| oz 0]E AlRgLC
char *macro_text

port_index® XM=l ZESHTEO| 13 Z EXE ALt
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set_io_macro_texto| dtgt zte Chemt ZraL|ct
1
4 2t HEo| Y351 12 dtatetL| ot
-1
mac_addressg 7%l HZ(ezTCP)2 S + gle AR0& 1S tatetLot
-2
is_io7} 12 ghaksix| Qe AQ 28 gadch
-3
macro_textofl ¢/2i3t 0§32 SXP0| SHO| K| YOW -3 wsELCH
-4
port_indexoll Q&SIX| %2 S LB AL A4S grEELICh
Examples
See also
is_io, set io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,

set_io_output_automatic_initialize,
set_io_output_address,
set_io_tcp_type,
set_io_modbus_peer_port,
set_event_notification_email,

set_io_modbus_type,
set_io_poll_interval,
set_io_multi_connection_number,

set_io_event_notification_port,

set_io_slave_control_type,

set_io_modbus_local_port,

set_io_unit_id, set_io_input_address,
set_io_master_control_type,
set_io_modbus_peer_address,
set_io_event_notification,

set_io_input_valid_time, set_io_macro,

set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks
32 ZAE2 NULLZ  Hesta  Z|Cf
I0_SCRIPT_LENO| ™o| &0 U&L|Ct.

5.5.26 set_io_output_delay

s2uk0| E QIL|C}.

o2z =2XAE 20|

rr

int set_io_output_delay(unsigned char *mac_address, int port_index, int output_delay);

Description

set_io_output_delay= port_index2 X|HE =

—

HEEO

Parameters

unsigned char *mac_address

2o
=4

[

EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,

int port_index
EHEEO £HOR 0FH AIRELICL
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int output_delay
port_index2 XM= Z2ZEO

M
i
>
2
18
o
B
1o
-
n

Return values

set_io_output_delayo| gtst Zte Cr2at Z&LCt

1
2 o Hgo| 33t 12 gtetetL|c)
-1
mac_addressg 77l X|ZE(ezTCP)2 &2 =+ gle d20& -12 gratet ot
-2
is_io7t 18 gtetetx| e 42 -28 gttt
-3
port_indexo| RE=stX| %2 7S YTt FR 38 grEtgtL|ct
Examples
See also

is_io, set_ io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set_io_slave_control_type, set_io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.27 set_io_output_initial_state

int set_io_output_initial_state(unsigned char *mac_address, int port_index, int onoff);

Description

set_io_output_initial_state= port_index2 X|HE = mEO| [XI|MEfIZ HZATILICL

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
int port_index

EHEEO £HOR 0FH AIRELICH

int onoff
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Return values

set_io_output_initial_stateo| ttzt Z+e 21 Z&L|Ch

1
2 o Hgo| d35tH 12 gteteL|c)
-1
mac_addressg 7%l X Z(ezTCP)2 &2 == Ql& AR0E -12 gtatg ot
-2
is_io7t 18 dtetetx| e 42 -28 gttt
-3
port_indexo| RE=stX| e S YTt FR 38 gtatetL|t
Examples
See also

is_io, set_ io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set_io_slave_control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

5.5.28 set_io_comment

int set_io_comment(unsigned char *mac_address, int port_flag, int port_index,
char *comment);

Description

set_io_comment= 1/0 HZ0| MX| = Q3 o= FHZEQ| [I/JO EE MHEH|E HATL|CL

Parameters

unsigned char *mac_address
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EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int port_flag

port_flag7t 00| AZEZ ojojstn 10|H ZHEZEES o[0|tL|Ct
int port_index

YU L= SHEEQ HO=Z 02E AFgLCt
char *comment

port_index2 X|YEl 3 £ EHIEO| /0 ZE MPO| MTE ZQIEQLCH

Return values

set_io_commento| Bt} Zte Cienp Zt&L|CH

1
2F o HEgo| 4358 12 gretetL|ct
-1
mac_addressg 7+Zl X E(ezTCP)E &g = Qe A0l -18 gretghct
-2
is_io7t 12 Btetstx| e ZS 28 gtetgtLct
-3
port_indexo| R=stX| %2 e YRS AL 38 gratghlct
Examples
See also

is_io, set io_http, set io_http_port, set io_html_size, set io_modbus, set io_input_notification,
set_io_output_automatic_initialize, set_io_modbus_type, set_io_unit_id, set_io_input_address,
set_io_output_address, set_io_poll_interval, set_io_slave_control_type, set io_master_control_type,
set_io_tcp_type, set_io_multi_connection_number, set_io_modbus_peer_address,
set_io_modbus_peer_port, set_io_modbus_local_port, set_io_event_notification,
set_event_notification_email, set_io_event_notification_port, set io_input_valid_time, set_io_macro,
set_io_port_macro, set_io_macro_text, set_io_output_delay, set_io_output_initial_state, set_io_comment.

Remarks

[0 EE M™H]2 NULLES HQstn XA|Cf 16HIO|EQLICE [I/O ZEE MH]|Z20|
IO_COMMENT_LENO| Ho| [0 Ql&L|CH

rr

5.6 M=

| S B

5.6.1 set_wlan_type

int set_wlan_type(unsigned char *mac_address, int wlan_type);
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Description

set_wlan_typee fM HEo| [RMHW FZF]E HATHLICL

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE AL2310] ZAME X Z(ezTCP)Q| MACEA QlL|CH

int wlan_type
[FHH RIS LIELEH of2iel 22 ¢S 7HE = USUHH
0
ofe=
1

Return values

set_wlan_typeo| ©tgh gre Chgah Z&Lct

1
A 4 Hgo d35tH 18 gheterL|ot
-1
mac_addressg 7% M F(ezTCP)E HE + Q= 0= 18 HtatgLch
-2
is_wlano| 12 gtestsix| s ZS 28 gtetehct
-3
wlan_typeo| 9=stx| %2 Zt2 L Z P -35 gtaketL|ct
-4
wlan_typeof Soft AP(2Q)E st AL is_wlan_soft ap7} 18 dtshsiX| Qo™ 42 dt
stetL k.
Examples
See also

is_wlan, is_wlan_soft_ap, set wlan_type, set wlan_channel, set wlan_ssid, set wlan_antenna,
set_wlan_phy_mode, set_wlan_short_preamble, set_wlan_short_slot, set_wlan_cts_protection,
set_wlan_background_scan, set_wlan_encryption_type, set_wlan_authentication_type,
set wlan_wep_key length, set wlan_wep_key index, set wlan_wep_key data type, set_ wlan_wep_key,
set_ wlan_wpa_passphrase, set wlan_shared_key, set wlan_wpa_enterprise, set wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.

Remarks
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5.6.2 set_wlan_channel

int set_wlan_channel(unsigned char *mac_address, int channel);

Description

set_wlan_channel2 M3 K Eo| (K]S HZATLICE

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int channel

Return values

set wlan_channele| gtst Zte Ctenp Zr&L|Ct

1
Y o HE d35tH 12 ghatetL| o)
-1
mac_addressg 7t7l X Z(ezTCP)S A2 £ Q= Z0E& 12 HiststL|Ct.
-2
Is_wlano| 1g Htzlslx| Qe AR 28 HiatstL|Ct
Examples
See also

is_wlan, set wlan_type, set wlan _channel, set wlan_ssid, set wlan_antenna, set wlan_phy mode,
set_wlan_short_preamble, set wlan_short _slot, set wlan_cts_protection, set wlan_background_scan,

set_wlan_encryption_type, set_wlan_authentication_type, set_wlan_wep_key_length,
set_ wlan_wep_key_index, set_wlan_wep_key data_type, set wlan_wep_key, set wlan_wpa_passphrase,
set_wlan_shared_key, set_wlan_wpa_enterprise, set_wlan_wpa_enterprise_id,

set_wlan_wpa_enterprise_pwd.

Remarks

FoEH HMEe MEl2 [FUH SRV HES = Soft-APQl Z202 ALEE LIC.

5.6.3 set_wlan_ssid

int set_wlan_ssid(unsigned char *mac_address, char *ssid);

Description
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set wlan_ssid= f M2 x| Zo| [SSID]E HZASHL|C}

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *ssid
S MEZL| SSID7F MY Aes ZIH AL L

Return values

set wlan_ssido| Htsl Zfe Ctent Z+&L|Ch

1
23 4 Hgo 4353 12 ghetet| o)
-1
mac_addressg 7%l HZ(ezTCP)2 2 + gle AR0& -18 tatgtLct
-2
is_wlano| 12 gtatsix| b ZS 28 gtetetct
Examples
See also

is_wlan, set wlan_type, set wlan _channel, set wlan_ssid, set wlan_antenna, set wlan_phy mode,
set_wlan_short_preamble, set wlan_short _slot, set wlan_cts_protection, set wlan_background_scan,

set_wlan_encryption_type, set_wlan_authentication_type, set_wlan_wep_key_length,
set_ wlan_wep_key_index, set_wlan_wep_key data_type, set wlan_wep_key, set wlan_wpa_passphrase,
set_wlan_shared_key, set_wlan_wpa_enterprise, set_wlan_wpa_enterprise_id,

set_wlan_wpa_enterprise_pwd.

Remarks
[SSID]= NULLES H|Qstm *|C{ 32H}O|EQIL|C}.

5.6.4 set_wlan_antenna

int set_wlan_antenna(unsigned char *mac_address, int antenna_type);

Description

set wlan_antenna= £M2 KM Z9o| [QHHILNS WHZASHL|CE

Parameters

unsigned char *mac_address
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EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}
int antenna_type
S HE2 [SHLI] 27 42 LIEIWD ofefer &2 42 7HE = USLChH
0
L &FOHE]| L}

o
Q| FerH| L

Return values

set wlan_antennao| dtst Zre Cr2aF ZH&L|Ch

1
28 o Hgo| d35tH 12 dtehetL|T)
-1
mac_addressg 7+Zl X E(ezTCP)E &g = Qe A0l -18 gretghct
-2
is_wlano| 12 Htatetx| e Z2 -28 gteteti| ot
-3
is_wlan_antennazt 12 Htslsix| %= AL -32 HiskstL|CL
Examples
See also

is_wlan, set wlan_type, set wlan_channel, set wlan_ssid, is wlan_antenna, set wlan_antenna,
set_wlan_phy_mode, set_wlan_short_preamble, set_wlan_short_slot, set_wlan_cts_protection,
set_wlan_background_scan, set_wlan_encryption_type, set_wlan_authentication_type,
set_wlan_wep_key length, set wlan_wep_key index, set wlan_wep_key data_type, set_wlan_wep_key,
set_wlan_wpa_passphrase, set_wlan_shared_key, set_wlan_wpa_enterprise, set_wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.

Remarks

2O} AiMSt L2 siE ME MEEYME H=oHAI7] HiEL L

5.6.5 set_wlan_phy_mode

int set_wlan_phy mode(unsigned char *mac_address, int phy_mode);

Description

set_wlan_phy_mode= 2Mz4 HZo| [EM DZMHH™H]E S0|A [Phy Mode] S HZAstL|C}

o

Parameters
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unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int phy_mode
P HF2| [Phy Mode] 27 ZtS LIEILHD| orzfet 22 s 7HE =+ UASLICL
1
802.11

802.11b

802.11b/g

Return values

set wlan_phy modeo| Hts} Zte Cr2ap ZH&L|CH

1
28 o Hgo| d35t8 12 gterefL|T)
-1
mac_addressg 7%l X Z(ezTCP)2 &g == ole dR0e -12 gratEuct
-2
is_wlano| 12 Htatetx| e Z2 -28 gteteti|ct
-3
is_wlan_phy mode7} 1 gtsisix| = ZQ 32 dtsistL|C)
-4
phy_modeo| R=stX| 42 ke YTt ZR 45 gttt
Examples
See also

is_wlan, set wlan_type, set wlan_channel, set wlan_ssid, set wlan_antenna, is_wlan_phy mode,
set_wlan_phy_mode, set_wlan_short_preamble, set_wlan_short_slot, set_wlan_cts_protection,
set_wlan_background_scan, set_wlan_encryption_type, set_wlan_authentication_type,
set_ wlan_wep_key length, set wlan_wep_key index, set wlan_wep_key data type, set_ wlan_wep_key,
set_wlan_wpa_passphrase, set wlan_shared_key, set wlan_wpa_enterprise, set wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.

Remarks

2L} AiMet &2 siE ME MEEYME H=oHA7] B
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5.6.6 set_wlan_short_preamble

int set_wlan_short_preamble(unsigned char *mac_address, int onoff);

Description

set wlan_short_preamblee =AMz xZo| [2M nZMMS
=5 HEgL o

=

O M [Short Preamble] AMEH

of

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int onoff

MY 7Isel e RS ZFotH orgfe 22 @ts 7HE & UsHCLh

Return values

set_wlan_short_preambleo| vtst Zfe cteap zZ+&L|ct.

1
A48 o HWEo 435t 12 ghetetL| )
-1
mac_address2 7t%l ®E(ezTCP)S &2 £ gl Z0e -12 gL ot
-2
is_wlano| 12 wteistx| = ZQ 25 graidtct
-3
is_wlan_phy_mode7t 12 dtststx| gte 22 -35 dtatgtL|ct.
Examples
See also

is_wlan, set wlan_type, set wlan_channel, set wlan_ssid, set wlan_antenna, is_wlan_phy mode,
set_wlan_phy_mode, set_wlan_short_preamble, set_wlan_short_slot, set_wlan_cts_protection,
set_wlan_background_scan, set_wlan_encryption_type, set_wlan_authentication_type,
set wlan_wep_key length, set wlan_wep_key index, set wlan_wep_key data type, set_ wlan_wep_key,
set_ wlan_wpa_passphrase, set wlan_shared_key, set wlan_wpa_enterprise, set wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.

Remarks
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(74 n=2d88]s SN [Phy Mode]7} 2(802.11b) fE= 3(802.11b/g)2l B0 2 AREELILH.
2O} AiMet L2 siE ME MEEYME H=oHAI7] HELIC

0

5.6.7 set_wlan_short_slot

int set_wlan_short_slot(unsigned char *mac_address, int onoff);

Description

set_wlan_short_slot2 ZM21 K EZo| [#M nFMH]E
B}

Ol A [Short Slot] MEH O{HE H

of

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE A2310] ZAME | Z(ezTCP)| MACTEA L|Ct,
int onoff

MY 7Isel e RS ZFotH orgfe 22 @s 7HE & UsHCLh

Return values

set wlan_short_sloto| dtst Zte cienp zZt&L|Ch

1
A o HEo| 435t 12 gretetL| ot
-1
mac_addressg 7txl X E(ezTCP)2 &g == Sle ZdR0e -12 gratgct
-2
is_wlano| 1g gtetetx] e ZS 28 gtergtL|ch
-3
is_wlan_phy modeZ} 1 gtstsiXx| = ZQ 32 dtsistL|C)
Examples
See also

is_wlan, set wlan_type, set wlan_channel, set wlan_ssid, set wlan_antenna, is_wlan_phy mode,
set_ wlan_phy_mode, set_wlan_short_preamble, set_wlan_short_slot, set_wlan_cts_protection,
set_wlan_background_scan, set_wlan_encryption_type, set_wlan_authentication_type,
set wlan_wep_key length, set wlan_wep_key index, set wlan_wep_key data type, set_ wlan_wep_key,
set_ wlan_wpa_passphrase, set wlan_shared_key, set wlan_wpa_enterprise, set wlan_wpa_enterprise_id,
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set_wlan_wpa_enterprise_pwd.
Remarks

[ DSEHF]S SO|A [Phy Mode]7} 3(802.11b/g)2l HL0f2t AL == ASLICE ECh A}
Mot 82 siE ME AH8E23ME H=sHA7| BHHELCL

5.6.8 set_wlan_cts_protection

int set_wlan_cts_protection(unsigned char *mac_address, int onoff);

Description

set wlan_cts_protection2 ZAMz M Zo| [2M nZMMES
OfE HELLIC]

OlA [CTS Protection] A1Ef

oft

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int onoff

ol 7lsel e RS 2EotH otefel €2 @s 7HE & UsHE

Return values

set_wlan_cts_protectione| izt Zt2 Ch21p Z&L(Ch

1
28 o Hgo| d35tH 12 dtehetL|c)
-1
mac_addressg 7%l HE(ezTCP)2 &S + gl dR0& -12 grate ot
-2
is_wlano| 12 gtetstx| gbe 42 -28 gtetehl|ct
-3
is_wlan_phy_modeZ} 1g gtetsix] e 42 -38 gretetct
Examples
See also

is_wlan, set wlan_type, set wlan_channel, set wlan_ssid, set wlan_antenna, is_wlan_phy mode,
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set_ wlan_phy_mode, set_wlan_short_preamble, set_wlan_short_slot, set_wlan_cts_protection,
set_wlan_background_scan, set_wlan_encryption_type, set_wlan_authentication_type,
set wlan_wep_key length, set wlan_wep_key index, set wlan_wep_key data type, set_ wlan_wep_key,
set_ wlan_wpa_passphrase, set wlan_shared_key, set wlan_wpa_enterprise, set wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.

Remarks

[24 DZMHIS SOIA [Phy Mode]7} 3(802.11b/g)9l ZLOIB AHSE & YeLICh WLt X
ot LSS o2 AE AZEYME MESHAI7| HELI.

—

5.6.9 set_wlan_background_scan

int set_wlan_background_scan(unsigned char *mac_address, int onoff);

Description

set_ wlan_background scang =AMz xZo| [2M DZMMS
MEH |2 E HFGSL L

O AM [Background Scan]

oft

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QlL|CH
int onoff

Y 7|52l ME R E ZAEStH otefjet &2 42 7HE £+ USLLCHL

0

Return values
set_wlan_background_scane| ttst Zte Cr2at Zh&LCt.

1
28 o Hgo| d35tH 12 dtehetL|c)
-1
mac_addressg 7%l HE(ezTCP)2 &S =+ gl dR0& -18 grate ot
-2
is_wlano| 12 gtatstx| b 42 -28 gtetetl|ct
-3
is_wlan_background scano| 12 Htstsix| o= AL 32 disigtL|C},
Examples
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See also

is_wlan, set wlan_type, set wlan channel, set wlan_ssid, set wlan_antenna, set wlan_phy mode,
set_ wlan_short_preamble, set wlan_short_slot, set wlan_cts_protection, is_wlan_background_scan,
set_wlan_background_scan, set_wlan_encryption_type, set_wlan_authentication_type,
set_ wlan_wep_key length, set wlan_wep_key index, set wlan_wep_key data type, set_ wlan_wep_key,
set_ wlan_wpa_passphrase, set wlan_shared_key, set wlan_wpa_enterprise, set wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.

Remarks

2O} A Met L2 siE ME MEEYME H=oHAI7] HiE LI

5.6.10 set_wlan_encryption_type

int set_wlan_encryption_type(unsigned char *mac_address, int encryption_type);

Description

set_wlan_encryption_type2 £M XN Zo| (U3} HWAllS HATIL|CL

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int encryption_type

FAH HEFo [Pz LAlS LIEHWD ofgjer 22 ¢S 7HE 5+ UASLICH

0

He

HA O
1

WEP
2

WPA

Return values

set_wlan_encryption_typeo| dtst Zte Cr2at ZH&L|Ch

1
MY gt Ao 433 18 greksc
-1
mac_addressg 7t%l X E(ezTCP)2 &2 + fle A0 -18 gretgtLct
-2
is_wlano| 18 Htetstx| e FL -28 gterstLcth
-3
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is_wlan_rsno| 02 gtststx| e Z -32 dtatstL|ct.

-4
encryption_typeo| Rzt %2 S LA ZL 45 gratehct
-5
[FMH SFI7H HEZ(0)Q Z< encryption_typeo| WPAQR)E LHstH 55 et
C}.
Examples
See also

is_wlan, set wlan_type, set wlan _channel, set wlan_ssid, set wlan_antenna, set wlan_phy mode,
set_wlan_short_preamble, set wlan_short_slot, set wlan_cts_protection, set wlan_background_scan,
is_wlan_rsn, set wlan_encryption_type, set wlan_authentication_type, set wlan_wep_key length,
set_ wlan_wep_key_index, set_wlan_wep_key data_type, set wlan_wep_key, set wlan_wpa_passphrase,
set_wlan_shared_key, set_wlan_wpa_enterprise, set_wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.

Remarks

5.6.11 set_wlan_authentication_type

int set_wlan_authentication_type(unsigned char *mac_address, int authentication_type);

Description

set_wlan_authentication_type2 ZAMzH | Z9o| [Ql
Hl2 gL

ofd
113
1=
kA
rr
s
>
e
ol
13
iz
)
fot
_k')_b
113

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int encryption_type

oM HBO [AF WAl E& WPA [AS  WA/USS WS  LIED
get_wlan_encryption_typeo| gst Ztof wiztAf authentication_typeo| £2f 7bsst 3t
I RS S

get_wlan_encryption_typeo| 0(gl&)g dtststs ZR0lE offet 22 3
UL L|C}
A H

1

P~
1o
N
e
oS

gt B E

get_wlan_encryption_typeo| 1(WEP)E ttztst= Z20|& ofzfet 22 s 7tE =
ol&L|Ch.
A H
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1

==
2

39 BE
3

AE BE

get_wlan_encryption_typeo| 2(WPA)2 wteists ZQolE of2jet 22 2 FE +

A& LICE

0

WPA PSK — TKIP
1

WPA PSK — AES
2

WPA PSK — TKIP/AES
3

WPA2 PSK — TKIP
4

WPA2 PSK — AES
5

WPA2 PSK- TKIP/AES

Return values
set_wlan_authentication_typeo| Etst Zte ct2ap Zt&L|Ch
1

ME 7 H

=3 B0 435tH 15 gretetL

- O
mac_addressg 7}7l HZ(ezTCP)E &S £ ¢l= d20|= 18 vtststL|Ct.

is_wlano| 12 Bts}siX| U= AR 22 drslgtL|C}

is_wlan_rsno| 02 Ht&tstX| Y= AR -32 HisshL|C,

H =
Z9| [%.*§§} HkAIO| 2(WPA)Y [ authentication typeo| S=38tX| %2 7t
HFS}SHL| O

=]
is_wlan authentlcatlon _typo| 02 utztstE authentication_typeoj 0(WPA PSK — TKIP)
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= 4(WPA2 PSK —AES)ZH 1&gt 4~ Q&L
Examples

See also

is_wlan, set wlan_type, set wlan channel, set wlan_ssid, set wlan_antenna, set wlan_phy mode,
set_wlan_short_preamble, set wlan_short slot, set wlan_cts protection, set wlan_background_scan,
is_wlan_rsn, set wlan_encryption_type, is_wlan_authentication type, set wlan_authentication_type,
set_ wlan_wep_key length, set wlan_wep_key index, set wlan_wep_key data type, set_ wlan_wep_key,
set_ wlan_wpa_passphrase, set wlan_shared_key, set wlan_wpa_enterprise, set wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.

Remarks

5.6.12 set_wlan_wep_key_length

int set_wlan_wep_key length(unsigned char *mac_address, int wep_key_length);

Description

set_ wlan_wep_key lengthe ZMai ®|Zo| WEP 7| Z0|E HZATIL|C}

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int wep_key length

FH MZ2| WEP 7| ZO|E LtEILIT ofzfet 2 #tE 7HE & USLICH

64H| E

128H|E

Return values

set_wlan_wep_key lengthe| Htst zte Che2np Z-&L|CH

2 z
1

MY g ol 935t 18 grErstL|ch
-1

mac_addressg 7%l X E(ezTCP)g &2 == Sle dR0e -12 gratEct
-2

is_wlano| 12 dtslsix| e AL 22 HiststL|Ct
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-3
wep_key_lengtho| g=stx| 942 Zte L=st 22 -35 diatatL|Ct
Examples
See also

is_wlan, set wlan_type, set wlan _channel, set wlan_ssid, set wlan_antenna, set wlan_phy mode,
set_wlan_short_preamble, set wlan_short_slot, set wlan_cts_protection, set wlan_background_scan,

set_wlan_encryption_type, set_wlan_authentication_type, set_wlan_wep_key_length,
set_ wlan_wep_key index, set_wlan_wep_key data_type, set wlan_wep_key, set wlan_wpa_passphrase,
set_wlan_shared_key, set_wlan_wpa_enterprise, set_wlan_wpa_enterprise_id,

set_wlan_wpa_enterprise_pwd.

Remarks

5.6.13 set_wlan_wep_key_index

int set_wlan_wep_key _index(unsigned char *mac_address, int wep_key_index);

Description
set_ wlan_wep_key index2 Z Mz XZ0| AF3l= WEP 7| &S HZATHL|C}

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int wep_key _index

HAY WEP 7| =2 0~3YL|Ct

Return values

set_ wlan_wep_key indexo| gtz Zte Cr2aF Z&L|CH

1
MM 7t HZO| ME3IY 18wt
-1
mac_address2 717 X Z(2TCP)S XS 4 gle AR0|E 18 whaist|c
-2
is_wlano| 12 grsksix| ots Z9 22 BhsketL|ct
-3

wep_key_indexol 9&lx 22 72 st A 32 grsteiuct
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Examples
See also

is_wlan, set wlan_type, set wlan _channel, set wlan_ssid, set wlan_antenna, set wlan_phy mode,
set_wlan_short_preamble, set wlan_short_slot, set wlan_cts_protection, set wlan_background_scan,

set_wlan_encryption_type, set_wlan_authentication_type, set_wlan_wep_key_length,
set_ wlan_wep_key_index, set_wlan_wep_key data_type, set wlan_wep_key, set wlan_wpa_passphrase,
set_wlan_shared_key, set_wlan_wpa_enterprise, set_wlan_wpa_enterprise_id,

set_wlan_wpa_enterprise_pwd.

Remarks

5.6.14 set_wlan_wep_key_data_type

int set_wlan_wep_key data_type(unsigned char *mac_address, int wep_key data_type);

Description
set wlan_wep_key data type2 WEP 7|7} A= O|O|E HAlS HZASHL|C}

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int wep_key data_type
WEP 7|7t MEE HOIH HAS LIEtLH of2fet €2 42 712 &+ JUAELICH
0

16715

ASCII

Return values

set wlan_wep_key data_typeo| ttst 7t Cr2ut Zh&L|LCt.

1
MY gt HFO 43t 12 ghErsLc
-1
mac_addressg 7t%l X E(ezTCP)2 &2 + Q& A0 -18 greksct.
-2
is_wlano| 18 Htetstx| e FL -28 gtestLch
-3

wep_key_data_typed| REsiX| @2 7S YR ZS 38 vt
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Examples

See also

is_wlan, set wlan_type, set wlan _channel, set wlan_ssid, set wlan_antenna, set wlan_phy mode,
set_wlan_short_preamble, set wlan_short_slot, set wlan_cts_protection, set wlan_background_scan,

set_wlan_encryption_type, set_wlan_authentication_type, set_wlan_wep_key_length,
set_ wlan_wep_key_index, set_wlan_wep_key data_type, set wlan_wep_key, set wlan_wpa_passphrase,
set_wlan_shared_key, set_wlan_wpa_enterprise, set_wlan_wpa_enterprise_id,

set_wlan_wpa_enterprise_pwd.

Remarks

5.6.15 set_wlan_wep_key

int set_wlan_wep_key(unsigned char *mac_address, char *wep_key);

Description

set_wlan_wep_key= ZAMaH XZ0| ALRE WEP 7|2 ®HZASHL|C

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *wep_key

FA HMZO| AHEE WEP 7|7t MEE0f AU ZQIE YL T

Return values

set_wlan_wep_keyo| st Zte Chgat Zr&Lch

1

28 o Hgo| d35tH 12 dtehetL|c)
-1

mac_addressg 7%l X Z(ezTCP)2 &g == Sle dR0e -12 gratgct
-2

is_wlano| 12 Htatetx| e Z e -28 gtatehi|ct
-3

wep_keyol| st WEP 7| EXtE ZO|7t RESIX| 2 42 -3g distetct
-4

wep_keyol| st WEP 7| EXtE 480 RESIX| %2 AL 45 distetct

Examples
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struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
unsigned char *mac_address = out_eztcp_info.mac_address;
int wep_key_length = 1; // 64bit
int wep_key_index = 1; // index #1
int wep_key_data_type = 1; // ASCII
char *wep_key = “12345”;
if(is_wlan(mac_address) == 1)
{
set_wlan_wep_key_length(mac_address, wep_key_length);
set_wlan_wep_key_index(mac_address, wep_key_index);
set_wlan_wep_key_data_type(mac_address, wep_key_data_type);
set_wlan_wep_key(mac_address, wep_key);
}
}
See also
is_wlan, set wlan_type, set wlan_channel, set wlan ssid, set wlan_antenna, set wlan_phy mode,
set_wlan_short_preamble, set_wlan_short_slot, set wlan_cts_protection, set_wlan_background_scan,
set_wlan_encryption_type, set_wlan_authentication_type, set_wlan_wep_key length,
set_wlan_wep_key index, set_wlan_wep_key data type, set wlan_wep_key, set_wlan_wpa_passphrase,
set_wlan_shared_key, set_wlan_wpa_enterprise, set_wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.
Remarks

WEP 7| Z0|7} 64H|E0|H wep_keyo| 10X}2|Q| 16%l14 FAE(0-9, A-F, a-f) E= 5xt2|9|
ASCIIREE Q2{s}0FstLC}.

WEP 7| Z10|7} 128H|EO|H wep_keyoi 26Xt2|o| 16%4 AE(0~9, A~F, a~f) L= 13X}2|Q|
ASCIIAEE Q2sjjoFstL|ct.

5.6.16 set_wlan_wpa_passphrase

int set_wlan_wpa_passphrase(unsigned char *mac_address, char *wpa_pp);

Description

set_ wlan_wpa_passphrase= M 2H HZ0| WPA A4S 2 HZASHL|CE
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Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *Wpa_pp
SMH HEZO0| Ar8Y WPA 22 E0| ML s ZAHYLICH

Return values

set_wlan_wpa_passphraseo| st Z+e Chemt Zt&L|ch

1
2 o Hgo| d35tH 12 gteteL|c)
-1
mac_addressg 7%l HZ(ezTCP)2 S # gle AR0& 18 tatgtLct
-2
is_wlano| 12 Btatstx| b 42 -28 gtetetlct
-3
is_wlan_rsno| 0& gtelsix| obe 22 32 dretgtL|ct
Examples
See also

is_wlan, set wlan_type, set wlan channel, set wlan_ssid, set wlan_antenna, set wlan_phy mode,
set_wlan_short_preamble, set wlan_short_slot, set wlan_cts_protection, set wlan_background_scan,

set_wlan_encryption_type, set_wlan_authentication_type, set_wlan_wep_key_length,
set_ wlan_wep_key_index, set_wlan_wep_key data_type, set wlan_wep_key, set wlan_wpa_passphrase,
set_wlan_shared_key, set_wlan_wpa_enterprise, set_wlan_wpa_enterprise_id,

set_wlan_wpa_enterprise_pwd.

Remarks

WPA QS22 NULLES ZE3HS|A Z|CH 64HIO|E QIL|C}.

5.6.17 set_wlan_shared_key

int set_wlan_shared_key(unsigned char *mac_address, char *shared_key);

Description

set_ wlan_shared key= ZMai HZo| £t MAX ZH0|A [Shared Key]2 HZAEHL|LC}

Parameters

unsigned char *mac_address
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EzTCP_Search L& EzTCP_ReadE At83l0] ZAME K| Z(ezTCP)Q| MACFA LCt.
char *shared_key
Shared Keyg{0| MZE0 U= ZOIE LT

Return values

set wlan_shared keyo| gtz Zte CiSap Z&L|Ct.

1
A o Hgo d35tH 12 ghetet| ot
-1
mac_addressg 77l XM E(ezTCP)2 &2 £ Qe Z0& -12 tatstct,
-2
is_wlano| 12 HtstslX| s ZS 28 gtetehct
-3
is_wlan_rsno| 1& gtslsix| ote 4L 32 dhatetLct
-4
[FHH SRI7E OHEZ(0) £= Soft AP(2)2l B2 =t Shared Keygt2 WEP 7| o=
Ar8E = GIeHE 45 HistebL|rt
Examples
See also

is_wlan, set wlan_type, set wlan_channel, set wlan ssid, set wlan_antenna, set wlan_phy mode,
set_wlan_short_preamble, set_wlan_short_slot, set wlan_cts_protection, set_wlan_background_scan,

set_wlan_encryption_type, set_wlan_authentication_type, set_wlan_wep_key_length,
set_wlan_wep_key index, set wlan_wep_key data type, set wlan_wep_key, set_wlan_wpa_passphrase,
set_wlan_shared_key, set_wlan_wpa_enterprise, set_wlan_wpa_enterprise_id,

set_wlan_wpa_enterprise_pwd.
Remarks

[Shared Key]= NULLZ =Zots{A Z|C§ 64HIO|EQIL|CH. HCt XtAMSH LHE2 Y HEF AtE
HYME TFZOHAI7] HEELICH

5.6.18 set_wlan_wpa_enterprise

int set_wlan_wpa_enterprise(unsigned char *mac_address, int enterprise_type);

Description

set wlan_wpa_enterprise= ZM2 XN Zo| [HQF MHAH] oA [802.1X] MH ZtE wHAT
L|C}.

Parameters
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unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int enterprise_type

[802.1X]E /S LtEtLHL Or2fet 22 &S 712 = UASLICL

0

Ag ot
1

EAPTLS
2

EAPTTLS
3

PEAP

Return values

set wlan_wpa_enterprisee| ttzt Z+e Ch2ap ZH&L|Ch

1
23 4 Hgo 4353 12 gretet| o)
-1
mac_addressg 7%l X E(ezTCP)2 &2 = Ql& AR0E -12 gtetg ot
-2
is_wlano| 12 gtatsix| b= ZS 28 gtatetct
-3
iS_wpa_enterprise7} 12 Htalstk| %= AL -32 HtabstL|Ch
Examples
See also

is_wlan, set wlan_type, set wlan _channel, set wlan_ssid, set wlan_antenna, set wlan_phy mode,
set_wlan_short_preamble, set wlan_short _slot, set wlan_cts_protection, set wlan_background_scan,
set_wlan_encryption_type, set_wlan_authentication_type, set_wlan_wep_key_length,
set_ wlan_wep_key index, set_wlan_wep_key data_type, set wlan_wep_key, set wlan_wpa_passphrase,
set_ wlan_shared_key, is_wpa_enterprise,  set wlan_wpa_enterprise,  set wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.

Remarks

2L} AiMet &2 siE ME MEEYME H=oHA7] B
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5.6.19 set_wlan_wpa_enterprise_id

int set_wlan_wpa_enterprise_id(unsigned char *mac_address, char *enterprise_id);

Description
set wlan_wpa_enterprise_id= A2 HZo| [EQF MA] Z0jA 802.1X [0O}O|C|]E HAT
L|C}.

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl K Z(ezTCP)2| MACEA QlL|LC}
char *enterprise_id

802.1X OO|C|7} MEEO U= ZAHYLC.

Return values

set_ wlan_wpa_enterprise_ido| Etzt Zte Ct21p Zt&L|Ch

1
23 4 Hgo 4353 12 ghetet| o)
-1
mac_addressg 7%l X Z(ezTCP)g &2 == Qle AR0E -12 gtetg ot
-2
is_wlano| 12 gtetsix| b= 4% 28 gtetetct
-3
is_wpa_enterprise7} 12 Htatsix] U= AL -32 HisSHL L},
Examples
See also

is_wlan, set wlan_type, set wlan_channel, set wlan_ssid, set wlan_antenna, set_wlan_phy_mode,
set_wlan_short_preamble, set_wlan_short_slot, set wlan_cts_protection, set wlan_background_scan,
set_wlan_encryption_type, set_wlan_authentication_type, set_wlan_wep_key length,
set_wlan_wep_key index, set_wlan_wep_key data type, set wlan_wep_key, set_wlan_wpa_passphrase,
set_wlan_shared_key, is_wpa_enterprise,  set_wlan_wpa_enterprise,  set wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.

Remarks

802.1X [O}O|C|I=NULLS M|QStT ACH 32HIO|EQILIC KL XHMSH LIS ST RIZ A
EHYME T ZSHAI7| HEEfLICL
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5.6.20 set_wlan_wpa_enterprise_pwd

int set_wlan_wpa_enterprise_pwd(unsigned char *mac_address, char *enterprise_pwd);

Description
set_wlan_wpa_enterprise_pwde= fAM24 HZo| [HQF MH] S0A 802.1X [HIUHS]|E H
ggct.

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE A2310] ZAME K| Z(ezTCP)2| MACEA QlL|C}.
char *enterprise_pwd

802.1X H|ZLHS 7} MEE0f Y= ZOIE QL|CH

Return values

set_wlan_wpa_enterprise_pwdo| Etzst Zfe Ct21p ZH&L|Ch

1
23 4 Hgo 4353 12 ghetet| o)
-1
mac_addressg 7%l X Z(ezTCP)g &2 == Qle AR0E -12 gtetg ot
-2
is_wlano| 12 gtetsix| b= 4% 28 gtetetct
-3
is_wpa_enterprise7} 12 Htatsix] U= AL -32 HisSHL L},
Examples
See also

is_wlan, set wlan_type, set wlan_channel, set wlan_ssid, set wlan_antenna, set_wlan_phy_mode,
set_wlan_short_preamble, set_wlan_short_slot, set wlan_cts_protection, set wlan_background_scan,
set_wlan_encryption_type, set_wlan_authentication_type, set_wlan_wep_key length,
set_wlan_wep_key index, set_wlan_wep_key data_type, set wlan_wep_key, set_wlan_wpa_passphrase,
set_wlan_shared_key, is_wpa_enterprise,  set_wlan_wpa_enterprise,  set wlan_wpa_enterprise_id,
set_wlan_wpa_enterprise_pwd.

Remarks
FoH MEZ2 [Eot AH™] S0 [802.1X] M7 20| 2(EAP TTLS) L& 3(PEAP)E Btetst
'— 7=lOO1|I:I|- Al.Q_EI |_||:|.
802.1X [H|UMS]= NULLS X Q|st1 X|CH 32HIO|EQIL|C}
HLO} AtMSH LHES oY ME A HEME EXSHA|Z| HFELICH

r
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5.7 B7}7|s

5.7.1 set_telnet

int set_telnet(unsigned char *mac_address, int onoff);

Description

set_telnet2 [4] 7|59 Meh Oi=E AT

Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int onoff

MY 7Isel e RS Z7FotH orgfe 22 @s 7HE & UsHCLh

Return values

set_telneto| dtst Zte Chent Z&L|Ch

1
23 4 Hgo 43513 12 gretet| o)
-1
mac_addressg 77l XM E(zTCP)2 #2 5 Q& Z0& -12 tatstL|c.
Examples
See also

set_telnet, set send_mac_address, set ssl, set ssh, set ip4_address_search, set remote_debug,
set_tcp_multi_connection, set_power_management, set_comment.

Remarks

5.7.2 set_send_mac_address

int set_send_mac_address(unsigned char *mac_address, int onoff);
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Description
set_send_mac_address= [MAC FA HM&] 7|59 Mel off£E HATHL|CL

Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl K Z(ezTCP)2| MACEA QlL|LC}

int onoff
"‘H C}H 7| L O|

e O FE 20N ofeiet 22 s 7HE & UsHCE

Return values
set send_mac_addresso| Htst Z+e Ch2ap ZH&L|Ch

1
2F o HEgo| 435t 12 gretetL|
-1
mac_addressg 7t%l MZ(ezTCP)2 &2 = gle ZR0& -18 vratgtLnt
-2
is_send_mac_address7t 12 HtSISIX| U= AR 22 HisStL|C)
-3
[SSL HQtEM]M [MAC F& HE]S SAI0 AESHA] ZotE MB(eZTCP)2 F 7|52
SA0| 2%t= 8% 32 gretefu ok
-4
[SSH HetgM]0] @F= /U 7 45 Bt L)
Examples
See also

set_telnet, is_send_mac_address, set send _mac_address, set ssl, set ssh, set ip4_address_search,
set_remote_debug, set_tcp_multi_connection, set_power_management, set_comment.

Remarks

5.7.3 set_ssl

itn set_ssl(unsigned char *mac_address, int onoff);
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Description

set_ssl2 [SSL HQIEM] 7|59 ME4 O{£E BZATL|CL

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl K Z(ezTCP)2| MACEA QlL|LC}
int onoff

old 7|sel e RS 2EotH otefel €2 @s 7HE + UsHEh

1
28 o Hgo| d35tH 12 gretetL|ct
-1
mac_addressg 7}l HZ(ezTCP)S &S £ Q& BR0& -18 dHtetgLnt
-2
is_sslo| 1& gtetsix| gt ZR 28 dretatL|ct
-3
[SSH EQtE4]0] HEE U= 42 35 ettt
-4
[SSL HOotEM]M [MAC FA HE]S SAI0 ALESHX| Zdt= M EF(ezTCP)2 F 7|52
SAOf 285t= 4% 42 gttt
-5
RS-485 LE= RS-4221t [SSL HQMEA]S SA|0] AMRSIX| R3t= K| ZE(ezTCP)Ql HL -5
£ tretetL|ot.
-6
A2l ZEQO| [SMEE]Z} U2S-UDPQl 3% -65 BretetL|rt
-7
IPV6 7| 50| HEHE ZL -7 HratetL|Ct
-8
A2l ZEQO| [A2|Y EE HAF/YE MERFC217)7F MEHE Z% 82 vtetetL|Ct
Examples
See also
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set_telnet, set send_mac_address, is _ssl, set ssl, set ssh, set ip4 address search, set remote_ debug,
set_tcp_multi_connection, set_power_management, set_comment.

Remarks

5.7.4 set_ssh

int set_ssh(unsigned char *mac_address, int onoff);

Description

set_sshi [SSH HOEEA] 7|52 MEf ojf 5 d

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int onoff

MY 7Isel e RS ZFotH orgfe 22 @s 7HE & UsHCLh

1
M gt WA MBS 12wkt Ct
-1
mac_addresse 77l I E(ezTCP)2 RS 4 9le A0 12 BhsigL|ct
-2
is_sshut 12 wrelsir| 9 A9 22 grstetct
-3
[SSL EQHEAIO| MHE0{e A9 35 whstetL|ct
-4
A2lY mEo| [M2|Y FRI7H RS-2327} OfHl B 42 wreLCt
-5
A2l ZEQ| [EMBE]Z} T2S-TCP M7t Ot AL -5 HiztohL|CH
-6

= [}

[MAC F4 M&]0| ME{El B9 62 wrshetL|cy,
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-7

A2l ZEO| [ME|¥ ZE HF/ME ME(RFC2217)]7 MEHE ZR 78 BtatetL|Ct
Examples
See also

set_telnet, set send_mac_address, set ssl, is_ssh, set ssh, set ip4_address_search, set remote_debug,
set_tcp_multi_connection, set_power_management, set_comment.

Remarks

5.7.5 set_ip4_address_search

int set_ip4_address_search(unsigned char *mac_address, int onoff);

Description

=

set_ip4_address_searche= [IPv4 FA ZHM] 7|59 MEl o{2E HATHL|CL

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int onoff

4

e 7lsel e RS 2FotH otefel €2 @ts 7HE + UsHCEh

Return values

set_ip4_address_searchQ| Htzt Zre ChSup Z&L| L}

- HA E
1
A 4 Hgo d35tH 12 gheter| ot
-1
mac_addressg 7%l X E(ezTCP)2 &2 4 gk ZQ0lL 12 Brarshch
Examples
See also
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set telnet, set send_mac_address, set ssl, set ssh, set ip4 address_search, set remote_debug,
set_tcp_multi_connection, set_power_management, set_comment.

Remarks

5.7.6 set_remote_debug

int set_remote_debug(unsigned char *mac_address, int onoff);

Description

set_remote_debuge [CIHZ 21 H7|] 7|59 M ofRE #ZFTL|CL

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int onoff

MY 7Isel e RS ZFotH orgfe 22 @s 7HE & UsHCLh

Return values

set_remote_debugo| Etst Zfe Ctent Z+&L|Ch

1
28 o Hgo| d35tH 12 dtehetL|c)
-1
mac_addressg 77l X|Z(ezTCP)2 &2 =+ gle d20le -12 gratatl ot
-2
is_remote_debug7} 12 HtstsIX| Y= AR 22 dtsistL|Ct,
Examples
See also

set_telnet, set send_mac_address, set ssl, set ssh, set ip4_address_search, is_remote_debug,
set_remote_debug, set_tcp_multi_connection, set_power_management, set_comment.

Remarks
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5.7.7 set_tcp_multi_connection

int set_tcp_multi_connection(unsigned char *mac_address, int onoff);

Description

set_tcp_multi_connection= [CtE M&] 7|59 MEf oj22 BZASHL|C}

=

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl K Z(ezTCP)2| MACEA QlL|LC}

A A =
int onoff
i 7|59l MEf ORE ZAFSIH ofefet 22 42 7HE = UsHCL
0
71 MEiZ SiMIerLICt
1

Return values
set_tcp_multi_connectione| Htst Z+e Ch2ap ZH&L|CH
1
A% o HE0 435t 12 greketL| ot

mac_addressg 7%l X E(ezTCP)2 &2 = Qe AR0E -12 gtetgt ot

is_tcp_multi_connectiono| 12 HtstsX| U= AR 22 diatstL|Ct

OF

A2|Y ZEO| [EMBE]J} T2S—-TCP AMH{7} OfHl A

40
o
mjo
_I'I_
1ot
et
r
n

[MAC =& HM&]0| ME=l AL 45 ditgtetL|Ch
[SSL EotEM]O| A™EOU= g3tetL|
[SSH HotgM]0o| M7 E| 0]

Examples

See also

set_telnet, set send_mac_address, set ssl, set_ssh, set_ip4_address_search, set remote_debug,
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is_tcp_multi_connection, set_tcp_multi_connection, set_power_management, set_comment.

Remarks

5.7.8 set_power_management

int set_power_management(unsigned char *mac_address, int onoff);

Description

==

set_power_management= [HE 22]] 7|52 MEf B E HZATL|CL

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At23810] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

int onoff
i 7|sel MEf O E ZAFSIH ofefet 22 42 7HE = JUsHCL
0
715 MES SiAgL
1

Return values

set_power_managemento| st Z+e Cheat Zt&L|Ch

- HA =
1
A 4 HE0 d35tH 18 gtetetL|C)
-1
mac_addressg 7t%l X E(ezTCP)2 X2 = 9l dL0 & 18 utgtstL|ct
-2
iS_power_management’} 12 HtsIsIX| U= AR 22 HhSFSHL|CH
Examples
See also

set_telnet, set send_mac_address, set ssl, set_ssh, set_ip4_address_search, set remote_debug,
set_tcp_multi_connection, is_power_management, set_power_management, set_comment.

Remarks
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5.7.9 set_comment

int set_comment(unsigned char *mac_address, char *comment);

Description

set_comment= ®|Z(ezTCP)o| [MH]S #HZATHLIC}.

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *comment
M ZezTCP)o| [HB]0| MEEO Uz ZQIHYL|C

Return values

1
A o Hgo d35tH 12 gheterL| ot
-1
mac_address2 7t%l ®Z(ezTCP)S A2 £ gl Z0e -12 vt ot
Examples
See also

set_telnet, set send_mac_address, set ssl, set_ssh, set ip4_address search, set remote_debug,
set_tcp_multi_connection, set_power_management, set_comment.

Remarks

HZ(ezTCP)Q| [ME]S NULLS M| Q|&tD %|CH 64HFO|E QIL|C}.

5.7.10 set_allowed_mac_address

int set_allowed_mac_address(unsigned char *mac_address, int index,

char *in_mac_address);

Description
set_allowed_mac_address= 02| 7IX| HZ(zTCP) M2 Xt 7|5 0| [C}22e] MAC
FAL I 7Fs]0 YHE U= MAC FLE BHATL O

Parameters
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unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
int index

MAC =24 GHIO|E ZO|AM EHAT MAC =40 £HOo=Z 0~5QL|LC}

=

Return values

set_allowed_mac_addresso| gtst Zte Ct2ap Zb&L|Ct

20 W £
1
28 o Hgo d35tH 12 dteretL|o).
-1
mac_addressg 717l R Z(ezTCP)S X2 4 gk ZR0|E -12 grrstLCh
-2
indexofl RESIX| %2 S LY L 28 drstst|ch
-3
in_mac_addressoil Rz stx| 42 S YA FR 35 gL
Examples
See also
set_allowed_mac_address, set_allowed_ip4_address, set_allowed_ip4_network_mask_type,

set_allowed_ezmanager, set_allowed_ip6_address, set_allowed_ip6_subnet_prefix_length.
Remarks

M Z(ezTCP) H Moo Tt HECh XtMS WE2 ST HE A2 PME H=ZSHA|IZ] HHE
L|c}.

5.7.11 set_allowed_ip4_address

int set_allowed_ip4_address(unsigned char *mac_address, char *ip4_address);

Description
set_allowed_ip4_address= 0f2{ 7}X| MZ(ezTCP) M A3t 7|5 FO|A [C}gel IP FA
CH O "2 7hs]ol 2-E0JA= [IPv4 FA)E HATL|CL

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
char *ip4_address

IPv4 ZEa7F MEE0] Qe ZQIE QL)
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Return values

set_allowed_ip4_addresse| st gt Cr2ab Zh&LCt

1
2 o Hgo| 33t 12 gtetetL|c)
-1
mac_addressg 7t K Z(ezTCP)2 XS 4 Q= ZR0|L -12 vrergtLct
Examples
See also
set_allowed_mac_address, set_allowed_ip4_address, set_allowed_ip4_network mask_type,

set_allowed_ezmanager, set_allowed_ip6_address, set_allowed_ip6_subnet_prefix_length.
Remarks

M E(€zTCP) M Mol CHet 2Ot XtMEH LHES siY HMEB AL EYME HRSHAIZ| HHE
L|c}.

5.7.12 set_allowed_ip4_network_mask_type

int set_allowed_ip4_network_mask_type(unsigned char *mac_address,
int network_mask_type);

Description

set_allowed_ip4 network mask type2 oi2{ 7}X| H|Z(ezTCP) 2 X3t 7|5 =0|A [C}
=9 IP F& g 2 7t5]0 YHEOJA= [HW Or23(IPvd FA F)]2| JEHE HE
LIk

=

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.
int network_mask_type

[W Op23(1Pv4 F2 CHY)] 278 24S LEFLHG of2iet 22 s 7tE =+ UsLICh

0
255.255.255.255
1
255.255.255.0
2
255.255.0.0
3
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255.0.0.0

0.0.0.0

Return values

set_allowed_ip4_network_mask_typeo| ttzt Z+te Ct2at Zt&LCt.
1

2 ¢ B0 935HE 12 gretelLot
-1

mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -18 gtststL|C).
-2

network_mask_typeo| Q28X %= 2 st A
Examples

See also

set_allowed_mac_address, set_allowed_ip4_address, set_allowed_ip4_network_mask_type,
set_allowed_ezmanager, set_allowed_ip6_address, set_allowed_ip6_subnet_prefix_length.

Remarks

M E(€zTCP) M Mol CHet 2Ot XtMEH LHES siY HMEB AL EYME HRSHAIZ| HHE
L|c}.

5.7.13 set_allowed_ezmanager

int set_allowed_ezmanager(unsigned char *mac_address, int onoff);

Description

set_allowed_ezmanager2 of2{ 7}X| H|Z(ezTCP) M2 M3t 7|5 Z0|A [ezManager0| £
HElol ME {EE B}

Lod

Parameters

unsigned char *mac_address

EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QIL|LC}.
int onoff

e 7lsel e RS 2FotH otafel 22 ats 7HE + UsHCLh
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Return values

set_allowed_ezmanagero| ttzt Zte Cr2a ZH&L|CH

1
28 o Hgo| d35tH 12 dteretL|T).
-1
mac_addressg 7%l X E(ezTCP)2 & + o= ZdR0& -18 ettt
Examples
See also
set_allowed_mac_address, set_allowed_ip4_address, set_allowed_ip4_network _mask_type,

set_allowed_ezmanager, set_allowed_ip6_address, set_allowed_ip6_subnet_prefix_length.
Remarks

M Z(ezTCP) H Moo CHet BELh XtMS WE2 ST HE AF8E2BME H=SHA|IZ7] HHE
L|c}.

5.7.14 set_allowed_ip6_address

int set_allowed_ip6_address(unsigned char *mac_address, char *ip6_address);

Description

set_allowed_ip6_address= 0f2{ 7}X| HZ(ezTCP) 2 H|3t 7|
CH gk M2 7hs]ol Y Eoifd= [IPve FA]E HELCH

or

ZOA [CIE9 IP F&

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
char *ip6_address

IPv6 27 MEE0f Aes ZAHYLCH

Return values
set_allowed_ip6_addresso| gzt Zfe Cr2at ZH&LCt.
1
23 4 Hgo 43513 12 ghetet| o)
-1
mac_addressg 7%l M Z(ezTCP)2 %2 £ ¢

= T HA

rir

A0 12 L
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-2
ip6_addressofl 2=l HAo| IPve FAE YT HL0|E 25 vt
Examples
See also
set_allowed_mac_address, set_allowed_ip4_address, set_allowed_ip4_network_mask_type,

set_allowed_ezmanager, set_allowed_ip6_address, set_allowed_ip6_subnet_prefix_length.
Remarks

M Z(€zTCP) M Mol CHet 2Ot XtMEH LHES Y MEZ ALBEYME EXSHAIZ| HHE
L|C}.

5.7.15 set_allowed_ip6_subnet_prefix_length

int set_allowed_ip6_subnet_prefix_length(unsigned char *mac_address,

int subnet_prefix_length);

Description

set_allowed_ip6_subnet_prefix_length= of2{ 7}X| HZ(ezTCP) ®Z Xt 7
(22l 1P F& g H2 7hs]o LHEAHJU= [MEYW HFA "OI]% Hgg o

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE A23}0] ZME X Z(ezTCP)2| MACTEA QlL|Ct,
int subnet_prefix_length

HZASH MEUl MZAF 202 0~128¢QL|C}.

Return values
set_allowed_ip6_subnet_prefix_lengthe| izt Zte Cr2ap ZH&L|Ch
1

273 ¢ BHE d35HH 15 ghetetL(oh

—

-1
mac_addressg 7t%l X Z(ezTCP)S &2 £ gl ZR0& 12 et ot
-2
subnet_prefix_lengtho| Rz stx| = Ztg a3t ZQ 22 wtsishch
Examples
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See also

set_allowed_mac_address, set_allowed_ip4_address, set_allowed_ip4_network mask_type,
set_allowed_ezmanager, set_allowed_ip6_address, set_allowed_ip6_subnet_prefix_length.

Remarks

M Z(ezTCP) 2 Moo CHet BELh XtMS WE2 ST HE AFS2BME H=ESHA|IZ] HHE
L|c}.

5.7.16 set_ip4_change_notification_type

int set_ip4_change_notification_type(unsigned char *mac_address, int notification_type);

Description
set_ip4_change_notification_type2 IpPv4 T4 EH 7|59 [ZER2REE]S HATILICL

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.
int notification_type

[Z2EEZE] 278 ¢S LIEILL of2fet 22 #Us 7tE =+ UsLICh

0
AHg otk
1
DDNS(dyndns.org)
2
TCP
3
UDP

Return values

set_ip4_change_notification_typeo| Etzst Zte 21t ZH&L|Ct.

1
MY gt HEo 43t 18 dherstLct
-1
mac_addressg 7%l M Z(ezTCP)2 #& = ole ZdR0& -1 gratgnt
-2

notification_typeo| R=zslX| %= S YT ZL 25 vtakstL|ct
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Examples

See also
set_ip4_change_notification_type, set_ip4_change_notification_data_type,
set_ip4_change_notification_interval, set_ip4_change_notification_peer_port,
set_ip4_change_notification_peer_address, set_ip4_change_notification_ddns_id,

set_ip4_change_notification_ddns_pwd.

Remarks

IP =2 SE7|S00| thiet 2O XhAeh LHE2 ol

o

=1
e
>
o
M
0=
x
i

>

SESCIN MR =

5.7.17 set_ip4_change_notification_data_type

int set_ip4_change_notification_data_type(unsigned char *mac_address, int data_type);

Description

set_ip4_change_notification_data_type2 IPv4 T4 EH 7|59| [HI0|E HAlS HASHL
Ct.

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QlL|CH
int notification_type
[ClolE| ¥All 27 22 LEIUD orafet &2 242 7HE &+ USLCH
0
ASCII

16715

Return values

set_ip4_change_notification_data_typeo| gtst Zte ctenp Zt&L|Ch

- HA E

1

23 4 Hgo 4353 12 gretet| o)
-1

mac_addressg 7%l ®|E(ezTCP)2 &2 4 gk ZQ0l: 12 grarst o
-2

data_typeo| f=3sIX| e 22 Yt 2 28 dretgtc

Examples
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See also
set_ip4_change_natification_type, set_ip4_change_notification_data_type,
set_ip4_change_natification_interval, set_ip4_change_notification_peer_port,
set_ip4_change_notification_peer_address, set_ip4_change_natification_ddns_id,

set_ip4_change_noatification_ddns_pwd.

Remarks

IPvd T2 2 7|59 [H0lE HA2 [E2EE]0| 2(TCP) =& 3(UDP)QI Z 202t ALEE
L|c}.

IP =2 SE27|500 thet 20 XMt LHE2 ol ME AFEEYME F=5HAIZ] HHELICH

5.7.18 set_ip4_change_notification_interval

int set_ip4_change_notification_interval(unsigned char *mac_address, int interval);

Description

set_ip4_change_notification_interval2 Ipv4d T4 EH 7|50 [ER FI|]E2 HATL|CH

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int interval

Return values

set_ip4_change_notification_intervalo| vtz Z+2 Cr8at Zt&LCt.

[ E
1
28 o Hgo| d35tH 12 dtehetL|c)
-1
mac_addressS 7}Zl X ZE(ezTCP)S &2 % Qe FR0= 12 grargtct
-2
[E2EE]0| 2(TCP) L= 3(UDP)O| OfL|H -25 HretetL|Ct.
Examples
See also
set_ip4_change_notification_type, set_ip4_change_notification_data_type,
set_ip4_change_notification_interval, set_ip4_change_notification_peer_port,
set_ip4_change_notification_peer_address, set_ip4_change_notification_ddns_id,

set_ip4_change_notification_ddns_pwd.
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Remarks

IP & S27|50 et 2O XM &2 oiE ME AEEYME H=oHAI7| HELC

0

5.7.19 set_ip4_change_notification_peer_port

int set_ip4_change_notification_peer_port(unsigned char *mac_address, int peer_port);

Description

set_ip4_change_notification_peer_port2 Ipv4a T4 EH 7|59 [ZRE]E BHZATL|C]

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int peer_port

HZASH IPv4 A EH 7|59 ZEHSQIL|CL

Return values
set_ip4_change_notification_peer_porto| gtst Zte 2t Zt&L|ch
1

273 ¢ BHE0 d55tH 15 ghetetL(ot

— (=
-1
mac_addressg 7t MZ(ezTCP)g &S = gle dR0e -1 gratgtLct

Examples
See also

set_ip4_change_notification_type, set_ip4_change_notification_data_type,

set_ip4_change_notification_interval, set_ip4_change_notification_peer_port,

set_ip4_change_notification_peer_address, set_ip4_change_notification_ddns_id,

set_ip4_change_notification_ddns_pwd.

Remarks

IPva =4 EH 7|50 [RE]= [E2ES]0| 2(TCP) E= 3(UDP)QI A0 ALR S L|CH.
IP =4 SH7|s0| ofet 2ot AtMet &2 s HE MEEBME EXSHAIZ| HHE L T

o =2 O [m=]

5.7.20 set_ip4_change_notification_peer_address

int set_ip4_change_notification_peer_address(unsigned char *mac_address,
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char *peer_address);

Description
set_ip4_change_notification_peer_address2 Ipv4 T4 EH J7|59| [SAE 0|E] E=
[EEY FA)E HEPL O

Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE AL2310] ZAME X ZE(ezTCP)Q| MACEA QlL|CH
char *peer_address

SAE 08 EE SHE FaJt NI s EOHYULC

Return values

set_ip4_change_notification_peer_addresso| ttzt Zte Ch2ap Z&L|Ch

1
A% o HE0 435t 12 greketL| ot
-1
mac_address2 7tEl ®Z(ezTCP)S A2 £ gl Z0e -12 gL ot
Examples
See also

set_ip4_change_notification_type,
set_ip4_change_notification_interval,
set_ip4_change_notification_peer_address,
set_ip4_change_notification_ddns_pwd.

set_ip4_change_notification_data_type,
set_ip4_change_notification_peer_port,
set_ip4_change_notification_ddns_id,

Remarks
IPvd = EH 7|59 [E2EF]0| 1(DDNS(dyndng.org))?l AL [EAE 0|&]S HATL|LCT
IPvd =& 2 7|52 [RREEE]0| 2(TCP) = 3(UDP)QI ER0= [EBEY FA)E H#HYT
L|c}.

[SAE 0|8] £ [EHY FAIS NULLS Z#sto] 2|0) 6480l = @Lich
[¢]

[
IP 2 SE27|500 thet 20 XM LHE2 oY ME AFEEYME TF=SHAIZ] HHEILICEH

5.7.21 set_ip4_change_notification_ddns_id

int set_ip4_change_notification_ddns_id(unsigned char *mac_address, char *ddns_id);

Description

Sollae Systems. Co., Ltd. - 119 - http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~ At8A MM

s?t_ip4_change_notification_ddns_idf IPv4 =& & 7|=2| [DDNS Ofo|C|]E B AT
Ct.
Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH
char *ddns_id
DDNS OfO|C|7t ME L0 U= Z I LT

Return values

set_ip4_change_notification_ddns_ide| ttzt Zfe Cr21t ZH&L|Ch

1
28 o Hgo| d35t8 12 dteretL|T)
-1
mac_addressg 7}l HZE(ezTCP)S &S £ Q& BR0& -18 dHtekgLnt
Examples
See also
set_ip4_change_notification_type, set_ip4_change_notification_data_type,
set_ip4_change_notification_interval, set_ip4_change_notification_peer_port,
set_ip4_change_notification_peer_address, set_ip4_change_notification_ddns_id,

set_ip4_change_notification_ddns_pwd.

Remarks

IPv4 =4 EH 7|59| [DDNS OIO|C|]= [ER2ESE]0| 1(DDNS(dyndns.org)))Ql Z20|3H AL
gL,

[DDNS O}0|C|]= NULLE X 9|8l *|cf 328}0|EQIL|C}.
IP F2& 27|50 thet 2ot XME LHE2 Y ME A8 HEYME EZXSHAIZ| HHELICEH

5.7.22 set_ip4_change_notification_ddns_pwd

int set_ip4_change_notification_ddns_pwd(unsigned char *mac_address,

char *ddns_pwd);

Description

set_ip4_change_notification_ddns_pwd= IPv4a 4 S5 7|59| [DDNS H|UHS|E HA
gL Ck.

Parameters
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unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH
char *ddns_pwd

DDNS H[Z# =7} MYE|0f e ZIEYLC

Return values

set_ip4_change_notification_ddns_pwde| gzt Z+e Cr2ar Zt&L|Ct.

— E
1
28 o Hgo d35tH 12 dteretL|o).
-1
mac_addressg 717l R Z(ezTCP)S X2 4 gk ZR0|E 12 grrstLch
Examples
See also
set_ip4_change_notification_type, set_ip4_change_notification_data_type,
set_ip4_change_notification_interval, set_ip4_change_notification_peer_port,
set_ip4_change_notification_peer_address, set_ip4_change_notification_ddns_id,

set_ip4_change_notification_ddns_pwd.

Remarks

IPvd =& SE2 7|59 [DDNS H|HHS]= [ZE2EZ]0| 1(DDNS(dyndns.org)))Ql A0 2t At
2E=|L|C}.
o -d

[DDNS H| U S]= NULLE M Qlst1 | 16HFO|E QIL|C}.
IP F& EE7|50| Chg 20t XtASH 82 sie ME ASHYME E=OIA|7] HiEL|CL

O
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6.1 EzTCP_Write

int EzZTCP_Write(unsigned char *mac_address, char *password, int udp_port_number,
int *error);

Description
M Z(€zTCP)2| MACFAE ArE5IY 27 = MZ(ezTCP)Of| XMF LTt

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZME X Z(ezTCP)Q| MACEA QL|LC}.
char *password

HIZ(e2TCP)0| B2 HS 7t MHE AS $A HE(e2TCP)0| MHEOYUE HUHSE ¢
=45j0f L]t

int udp_port_number

EzTCP_Search == EzTCP_Readz X|Z(ezTCP)2 ZAiSH [} A3t UDP ZE H3
QIL|CL0g astH 7|=ZHOl 500058, 50007HS AL CH.

int *error

b AYO| Amf

P32 2F 40| MEEL

ok
ok

Return values
EzTCP_Writeo| gtz 7t

—

rlo
_ITl_
ojo
i=
>
-
n

EZTCP_SUCCESS

HEezTCP)0f| 2473 S d3H2 =z XMFSIH EZTCP_SUCCESSE EtatetL|Ct.
EZTCP_ERR

EzTCP_WriteAldl = @57} ghMst AL EZTCP_ERREZ HtatstL|Cl 0] B2 erroroj
RF #zE METL

RF YL 02O 2 FR0= ofefel €2 U2 7IE = JUSLCh
EZTCP_ERR_NO_INFO

mac_addressg 7}xl X E(ezTCP)2 A2 £ 9= Z20|= EZTCP_ERR_NO_INFO
£ errorof XMZ&gLct

EZTCP_ERR_PWD_LENGTH

passwordojl Q&3 H|LMSO|  BXY  ZO0|7} Q@WK od
EZTCP_ERR_PWD_LENGTHZ errorof XZeL|ct H|L#MS S 4~8XpQILICH.

EZTCP_ERR_LOCAL_IP
HZ(@EzZTCP)| A_E = Q= IPFAE XASlE{= 4L EZTCP_ERR_LOCAL_IPE
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errorof| A 7ZtehLct.
EZTCP_ERR_LOCAL_PORT 0
HE EZHZE HITSE ZESIM XUSted= 4 EZTCP_ERR_LOCAL PORT 0£
errorof X 7ZtekLct.
EZTCP_ERR_LOCAL_PORT 1
[HH] 7|50 MEENRUS I ME E2EZZE U0 23¥S XNYsStHes EF
EZTCP_ERR_LOCAL_PORT 12 errorof & =tstL|C}.
EZTCP_ERR_LOCAL_PORT 2
1’0 HZ2| Modous/TCP H& 0| [£& HHI0[2 XSt HME 2EZEE H.C_j
o

k= Modbus/TCP M= BHEE|Z o|0O| NEZ =9l a
EZTCP_ERR_LOCAL_PORT 22 erroro| & &tstL|C}.

EZTCP_ERR_LOCAL_PORT 3
10 MZE [AMHTTP)] XMojgal 7[50| MEHZ|OIUEZ M XESIHE MEZ ZE
M7t 11O ME [HIHTTP) ZEE] =z 00 A& 32 32
EZTCP_ERR_LOCAL_PORT 3Z errorof X =tstL|C}.

EZTCP_ERR_LOCAL_PORT 4
HESIHE MNE ZZHZE HSI} 5000580|8M EZTCP_ERR _LOCAL_PORT 42
erroroj x&tstL|ch,

EZTCP_ERR_LOCAL_PORT_5

HESIHE MNE ZZHZE HSIF 50006810|8 EZTCP_ERR _LOCAL_PORT 52
erroroj x&tstL|ch,

EZTCP_ERR_LOCAL_PORT_6

HAsiais MNE ZZZE W37} 50007H0|H  EZTCP_ERR_LOCAL_PORT 62
errorof X ZgtL|ct.

EZTCP_ERR_IO_SCRIPT

/0 H20| 280 X &2 A2 E MAMSH= 42 EZTCP_ERR_IO_SCRIPTE
errorof X Z%tstL|LCt.

EZTCP_ERR_IO_ADDR

/0 MZ2| [UHEE Fi] E= [EYEE FA]0 RS B2 Us NEotHe
#Q EZTCP_ERR_IO._. ADDR° erroro] X=sHL|ct.

EZTCP_ERR_RES

HZ(ezTCP) O 2 EE T2 2 AISIX| 23 EZTCP_ERR_RESZ erroroj| xZrst|
c}.

EZTCP_ERR_PWD

HZezTCP)of HEE HHze Yo HEHDIL  LXSHX]  ReH™
EZTCP_ERR_PWDZ erroro XZstL|ct.

EZTCP_ERR_PRODUCT_MISMATCH
MEZ27t UX|SIX| = AL EZTCP_ERR_PRODUCT_MISMATCHE errorof &%

ghct.
EZTCP_ERR_FLASH _NOSPACE
HME@EToPo|  MEzte  Mm® 23 om2l  Zzo]  gEde

EZTCP_ERR_FLASH_NOSPACEZ erroroj x{=tstL|ct.
EZTCP_ERR_UNKNOWN
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M Z@EzTCPICZEEH & £ Qe QBHBE A% ZQ EZTCP_ERR_UNKNOWN
S errorof XESHL|CY.

LEHSIL 0LC 2 B0 s g 2 T AR AL e 2RHS YL CH

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);
if(ret == EZTCP_SUCCESS)
{
unsigned char *mac_address = out_eztcp_info.mac_address;

// change some variables by using set_XXXxX functions.

int err = 0;

int res

EzZTCP_Write(mac_address, NULL, out_eztcp_info.search_port, &err);

if(res == EZTCP_SUCCESS)

{
printf(“The requested operation has been successfully completed!\r\n”);
}
else if(res == EZTCP_ERR)
{
if(err < 0)
{
printf(“writing has failed.[Error : %d]\r\n”, err);
}
else if(err > 0)
{

#i1f defined(__LINUX)

printf(“Error[%d] %s\r\n”, err, strerror(err));
#elif defined(__WINDOWS)

LPVOID TpMsgBuf;

FOFmatMeSsage(FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |
FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, err, (char*)lpMsgBuf);
#endif
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See also

EzTCP_Write, EZTCP_Initialize.

Remarks

6.2 EzTCP Initialize

int EzZTCP_Initialize(unsigned char *mac_address, char *password, int udp_port_number,

int *error);
Description
M= (ezTCP)2| MACFAE AL85H0 XNZ(ezTCP)e 47 s =7|3tgL th
Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl X Z(ezTCP)2| MACEA QlL|C}
char *password
M Z(ezTCP)O| B2 & B2 X HS(EzTCP)0f 2EE0UA= HYEHSE ¢
=S oF 2Lt
int udp_port_number
EzTCP_Search === EzTCP_ReadZ X|Z(ezTCP)2 ZAiSH [} A3t UDP ZE H3Z

lL|ct. 08 °'E4o+D4 7| 22491 50005, 5000782 AR SHL|C}
int *error

FA Al

& Aol NI ZS 2F ol MIYFLCE

ok

Return values

EzTCP_Initializeo| dts} Zte Ctenp Z+&L|Ct

EZTCP_SUCCESS

ME(zTCP)o| A7 42 43X =2 X7|35tH EZTCP_SUCCESSE dhatotL|LCt.
EZTCP_ERR

EzTCP_InitializeAl® = @57} wAst 42 EZTCP_ERR2 UtststL|Cl 0] B error
ol L7 HZE XNYgLICL

RF HZ Ut 0L 22 FR0= ofefet &2 w4 7HE = USLCh
EZTCP_ERR_NO_INFO

mac_addressg 77l M Z(ezTCP)E A€ %= = &
£ errorof| Mgt ct.

EZTCP_ERR_PWD_LENGTH

Sollae Systems. Co., Ltd. -3- http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~ At8A MM

passwordo — gis  HUHso| ExY  Lo|7t  SQmex|  gow
EZTCP_ERR_PWD_LENGTHZ erroro MZSHL|C} H|YUHS = 4~ 8RpQILICH.

EZTCP_ERR_RES

R Z(ezTCP)O2HE SES £AISIX| £}H EZTCP_ERR_RESZ erroro| st
c}.

EZTCP_ERR_PWD

HZezTCP)o HEE HYRHZe Yo HEHDIL  LXSHX]  @eH™
EZTCP_ERR PWDZ errorof XZstL|ct.

EZTCP_ERR_PRODUCT_MISMATCH
HNEZ57F 4X|5HX| &= 42 EZTCP_ERR_PRODUCT_MISMATCHEZ errord| M7

0

et
EZTCP_ERR_FLASH_NOSPACE
HZ@ETcPo|  dmgte  MEE  se8  Hmel 270  gleHe

EZTCP_ERR_FLASH_NOSPACEE erroroj| X{ZstL|ct.
EZTCP_ERR_UNKNOWN

HZ(EzTCP)OZHE Q& £ Q= QEHSE LAt A2 EZTCP_ERR_UNKNOWN
2 erroroj| X&SHL|C}.

eRMBIL 0T 2 FR0IE ¥

[

4>
n>
0
oA
>
0o
Ral
>
|>
gz
2
>
ne
0=
O
o
=il
r
fot
o
-
inl

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{

unsigned char *mac_address = out_eztcp_info.mac_address;

int err

0;

int res = EzTCP_Initialize(mac_address, NULL, out_eztcp_info.search_port, &err);

if(res == EZTCP_SUCCESS)

{
printf(“The requested operation has been successfully completed!\r\n”);
3
else if(res == EZTCP_ERR)
{
if(err < 0)
{
printf(“Initializing has failed.[Error : %d]\r\n”, err);
3
else if(err > 0)
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{
#if defined(__LINUX)
printf(“error[%d] %s\r\n”, err, strerror(err));
#elif defined(_WINDOWS)
LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |
FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, err, (char*)l1pMsgBuf);
#endif

See also

EzTCP_Write, EzZTCP_Initialize.

Remarks
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7.1 EzTCP_ChangePassword

int EzZTCP_ChangePassword(unsigned char *mac_address, char *current_pwd,

char *new_pwd, int udp_port_number, int *error);

Description
X Z(ezTCP)O| HIZHZE M, HY &= AN = JYSFLICH
Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZME X Z(ezTCP)Q| MACEA QL|LC}.
char *current_pwd

M= ezTCP)0| HI2H2 7 A-E B2 M MF(ezTCP)0| HYE[OfYUE HZHS S ¢
Hsof grLICt current_pwde X EZ(ezTCP)2| HIZHZE HE Ee= AT f AFSELY

C}.

SIX) M| Z(ezTCP)O| H|YHS 7 M™Elof UX| 2od current_pwde= NULLO|AHLE Z
0|7} 00|ofof ghL| Lt
char *new_pwd
N ZzTCP)O| XYe HYHDE J=s{of 2FL|Ct.
|

new_pwde X|E(ezTCP)0|| H|Y

H =
452 NS MFSPILL 0l0] MNE HUASE WY
o A& Lc

ot

HZ(ezTCP)O| MYE HIYHSE MAE o= new_pwds NULLO|ZLE Z 0|7} 00]0f
Of 2fL|Ct.

int udp_port_number
EzTCP_Search == EzTCP_ReadZ X Z(ezTCP)2 ZAMTh [} AI%H UDP ZE Hm

= 0O 12

elLcth.og °'E4o}'1| 7| 22491 50005, 5000782 AR SHL|C}
int *error

[+ Aol A

[ok
rok

P32 2F 40| MF L

Return values

EzTCP_ChangePassworde| st Zte Cr2at Zh&LCt.

EZTCP_SUCCESS
HZ(ezTCP)o| M ™ Zt8 ME3H™Oo=Z X7|35lH EZTCP_SUCCESSE HiztatL|LCt.
EZTCP_ERR

EzTCP ChangePasswordgé, Z QE7J} YAMBI AL EZTCP_ERRS HI&IStL|CH O]
A2 erroro| 25 HZE XMEEL|CH

2F W=t 020 2 FR0= ofgfet €2 s 7tE & UL
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EZTCP_ERR_NO_INFO

mac_addressg 7%l X E(ezTCP)S AE 4
£ errorof M&EgLCE

EZTCP_ERR_PWD_LENGTH

current_pwd == new _pwdo| a4 H|UHSO| 2XtY 0|7t SuGIA| Yo
EZTCP_ERR_PWD_LENGTHE erroroj| XZetL|Ct H|UHS = 4~ 8XtQiL|Ct.

EZTCP_ERR_RES

HZ(ezTCP) 22 EE 2ES £AlSIX| 2383 EZTCP_ERR RESZ erroro| X%
c}.

EZTCP_ERR_PWD

HZEzTCP)o HEE HYRHZe Yo HEHDIL  LXSHX]  @eH™
EZTCP_ERR PWDZ errorof XZstL|ct.

EZTCP_ERR_PRODUCT_MISMATCH
HEZSZ7F 4X|5HX| &= 42 EZTCP_ERR_PRODUCT_MISMATCHEZ errord| M7

_|

£Q
rir
ox
Ho
=2
rir
m
N
_|
o)
)
m
e
o
z
(@)
=z
M
(@)

Em

et
EZTCP_ERR_FLASH _NOSPACE
HEZ@ETcPo|  M4Ezte  MEE e Hmel 20| geHe

EZTCP_ERR_FLASH_NOSPACEZ errorof x{&stL|ct.
EZTCP_ERR_UNKNOWN

HZ@ETCP)OREE & 4 Qs QEHSE £AMSH Z#Q EZTCP_ERR_UNKNOWN
2 errorof MESHL|C

REWHDIL 0ELC 2 B0 2 A T AFEAL AAHONAN AT QFHD QL|CH
Examples
e
// example of setting new password
//

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char *new_pwd = “bbbb”;
unsigned char *mac_address = out_eztcp_info.mac_address;

int err = 0;

int res = EZTCP_ChangePassword(mac_address, NULL, new_pwd,
out_eztcp_info.search_port, &err);

if(res == EZTCP_SUCCESS)
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{
printf(“The requested operation has been successfully completed!\r\n”);
}
else if(res == EZTCP_ERR)
{
ifCerr < 0)
{
printf(“changing the password has failed.[Error : %d]\r\n”, err);
}
else if(err > 0)
{

#if defined(__LINUX)

printf(“Error[%d] %s\r\n”, err, strerror(err));
#elif defined(_WINDOWS)

LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |
FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, err, (char#*)lpMsgBuf);
#endif

// example of changing current password
//
struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char *cur_pwd = “bbbb”
char *new_pwd = “aaaa”;
unsigned char *mac_address = out_eztcp_info.mac_address;

int err = 0;

int res = EZTCP_ChangePassword(mac_address, cur_pwd, new_pwd,
out_eztcp_info.search_port, &err);

if(res == EZTCP_SUCCESS)
{
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printf(“The requested operation has been successfully completed!\r\n”);

3
else if(res == EZTCP_ERR)
{
if(err < 0)
{
printf(“changing the password has failed.[Error : %d]\r\n”, err);
3
else if(err > 0)
{

#if defined(__LINUX)

printf(“error[%d] %s\r\n”, err, strerror(err));
#elif defined(_WINDOWS)

LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |
FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, err, (char*)lpMsgBuf);
#endif

// example of deleting current password
//
struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char *cur_pwd = “aaaa”
unsigned char *mac_address = out_eztcp_info.mac_address;

int err = 0;

int res = EzTCP_ChangePassword(mac_address, cur_pwd, NULL,
out_eztcp_info.search_port, &err);

if(res == EZTCP_SUCCESS)
{

printf(“The requested operation has been successfully completed!\r\n”);
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else if(res == EZTCP_ERR)
{
if(err < 0)
{
printf(“changing the password has failed.[Error : %d]\r\n”, err);

}

else if(err > 0)

{

#if defined(__LINUX)

printf(“Error[%d] %s\r\n”, err, strerror(err));
#elif defined(_WINDOWS)

LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |
FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, err, (char*)lpMsgBuf);
#endif

See also

Remarks
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8.1 EzTCP_Status

int EzZTCP_Status(unsigned char *mac_address, int udp_port_number, int *error);

Description

JHIE(GZTCF’) JEHEES
o ZFO0l metA oS

1 uo
o
o
-

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ At23}0] ZAME X Z(ezTCP)Q| MACEA QL|Ct
int udp_port_number

EzTCP_Search == EzTCP_Readz H|Z(ezTCP)2 ZAiSH [} A3t UDP ZE H3
QILICE 0S QEstE 7|27l 500058, 50007 S AFESHLC,

int *error

b 20| HIjiet 39 2F 2ol MZE U

—

ok

Return values

EzTCP_Statuso| ttzt gf2 Ch2ar ZH&Lch

EZTCP_SUCCESS
HE(ezTCP)O| MEfMEE MIXOZ QO EZTCP_SUCCESSE dtzhgtL|Ct.
EZTCP_ERR

EZzTCP_StatusMsl & @57} 2hist AL EZTCP_ERRE HtatstL|CE O] AL erroroj
F HE NFgL o

RF Hz Ut 0ELC 22 FR0= ofefet &2 wS 7HE = USLCh
EZTCP_ERR_NO_INFO

mac_address2 7txl K| Z(ezTCP)2 A2 £ 9= Z20|= EZTCP_ERR_NO_INFO
£ errorof Mz ct.

EZTCP_ERR_RES

HMZ(ezTCP) 22 H SEHE +UoHA] Xo}
ct.

EZTCP_ERR_UNKNOWN

HZ@EzTCPCREE & £ Q= QEHSE £AIst ZL EZTCP_ERR_UNKNOWN
= errorof XMZ&ect

2

EZTCP_ERR_RESE errorof| X Z&fst

LFEH=IL 020 2 R0 = & 2d T AEA A|lLEA Zdst LRHS YLIC}
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Examples

See also

EzTCP_Status, get_status_string_length, get_status_string, get_tcpip4_session_count,
get_tcpip6_session_count, get_tcpip4_session_info, get tcpip6_session_info, EzTCP_CloseTcplp4,
EzTCP_CloseTcplp6.

Remarks

8.2 get_status_string_length

int get_status_string_length(void);

Description
K2 (ezTCP) MENEE EAZQ| ZO|E HretetL|ct. EzZTCP_Status H¥0| {33 ZL0| A
23N L.
o =

Parameters

Return values

get_status_string_length= X|Z(ezTCP) MEf™HE Z2X}Zo| Z0|S HtztstL|Ct
Examples

See also

EzTCP_Status, get_status_string_length, get_status_string, get_tcpip4_session_count,
get_tcpip6_session_count, get_tcpip4_session_info, get_tcpip6_session_info, EzTCP_CloseTcplp4,
EzTCP_CloseTcplp6.

Remarks

8.3 get_status_string

void get_status_string(char *buf);

Description

M| Z(ezTCP) EfEE 2XES bufo] ME gLt EZTCP_ Status d¥o] 438t Z0 At
8ot AlL.
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Parameters

char *buf
MZ(ezTCP) MEfEET} MEE ZOQIE QLICE

Return values

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{

char *buf;

int err = 0;

int status_len = 0;

int res = EzTCP_Status(out_eztcp_info.mac_address, out_eztcp_info.search_port, &err);

if(res == EZTCP_SUCCESS)

{
status_len = get_status_string_length(Q;
if(status_len > 0)
{
buf = (char*)malloc(status_len + 1);
memset (buf, 0x00, status_len + 1);
get_status_string(buf);
printf(“[status]\r\n%s\r\n”, buf);
free(buf);
}
}
else if(res == EZTCP_ERR)
{
if(err < 0)
{
printf(“The requested operation has failed.[Error : %d]\r\n”, err);
}
else if(err > 0)
{

#if defined(__LINUX)

printf(“eError[%d] %s\r\n”, err, strerror(err));

#elif defined(_WINDOWS)
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LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |
FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err
(LPSTR)&1pMsgBuf, 0, NULL)

MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),

printf(“Error[%d] %s\r\n”, err, (char*)l1pMsgBuf);
#endif
3
}
}
See also
EzTCP_Status, get_status_string_length, get_status_string, get_tcpip4_session_count,
get_tcpip6_session_count, get_tcpip4_session_info, get tcpip6_session_info, EzTCP_CloseTcplp4,
EzTCP_CloseTcplp6.
Remarks

buf= get status_string_lengthe| dtst ZtHLCE 2 K22 372H2

ZtX|2 AO{OF gLt
8.4 get_tcpip4_session_count

int get_tcpip4_session_count(void)

Description

M Z(ezTCP) MEfME ZO|A X|Z0| 7IX|D QY= TCPIP M4 T 7 $E2
EzTCP_Status Mso| Md3st A0 AI23IAA|R.

drsketL|Ct.
Parameters

Return values

get_tcpip4_session_count= X|Z(ezTCP)O| 7}X| 1
L|C.

U= TCP/IP B4 T 7Y

4
jr
r
it

%

Examples

struct eztcp_info out_eztcp_info;
int ret =

get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret ==

== EZTCP_SUCCESS)
{

char buf[256];

int err = 0;

int idx;

Sollae Systems. Co., Ltd.

http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~ At8A MM

int tcpip4_count;

int res = EzTCP_Status(out_eztcp_info.mac_address, out_eztcp_info.search_port, &err);

if(res == EZTCP_SUCCESS)

{
tcpipd4_count = get_tcpip4_session_count();
for(idx = 0;idx < tcpip4_count;idx++)
{
if(get_tcpipd_session_info(idx, buf) == 1)
{
memset(buf, 0x00, 256);
printf(“[TCP/IP4] SESSION #%d\r\n%s\r\n”, idx, buf);
}
}
}
else if(res == EZTCP_ERR)
{
if(err < 0)
{
printf(“The requested operation has failed.[Error : %d]\r\n”, err);
}
else if(err > 0)
{

#if defined(__LINUX)

printf(“Error[%d] %s\r\n”, err, strerror(err));
#elif defined(__WINDOWS)

LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |

FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, err, (char*)lpMsgBuf);
#endif

See also

EzTCP_Status, get_status_string_length, get_status_string, get_tcpip4_session_count,

get_tcpip6_session_count,  get_tcpip4_session_info, get tcpip6_session_info, EzTCP_CloseTcplp4,
EzTCP_CloseTcplp6.

Remarks
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8.5 get_tcpip6_session_count

int get_tcpip6_session_count(void);

Description

M Z(ezTCP) JENEE FSOIM HMZFO| 7tX|L A= TCPIP HTE6 FL 7 +5 HratetLC.
EzTCP_Status 40| 433t ZR00| AFSSHUAIR.

o
Parameters
Return values
get_tcpip6_session_count= H|Z(ezTCP)O| 7}X|1 Q&= TCP/IP H{F6 HL 7§ =2 disist

[Ey .y = |
L|CF.

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[256];
int err = 0;
int idx;

int tcpip6_count;

int res = EzTCP_Status(out_eztcp_info.mac_address, out_eztcp_info.search_port, &err);

if(res == EZTCP_SUCCESS)

{
tcpipb_count = get_tcpip6_session_count();
for(idx = 0;idx < tcpip6_count;idx++)
{
if(get_tcpipb_session_info(idx, buf) == 1)
{
memset(buf, 0x00, 256);
printf(“[TCP/IP6] SESSION #%d\r\n%s\r\n”, idx, buf);
3
}
3
else if(res == EZTCP_ERR)
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ifCerr < 0)
{
printf(“The requested operation has failed.[Error : %d]\r\n”, err);

}

else if(err > 0)

{

#i1f defined(__LINUX)

printf(“error[%d] %s\r\n”, err, strerror(err));
#elif defined(_WINDOWS)

LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |
FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, err, (char*)lpMsgBuf);
#endif

See also

EzTCP_Status, get_status_string_length, get_status_string, get_tcpip4_session_count,
get_tcpip6_session_count, get_tcpip4_session_info, get tcpip6_session_info, EzTCP_CloseTcplp4,
EzTCP_CloseTcplp6.

Remarks

8.6 get_tcpip4_session_info

int get_tcpip4_session_info(int session_number, char *out_session_info);

Description

M ZE(ezTCP) MEfHE ZoA session_numberzt Ji2|7|&= TCPIP HM4 TXHE
out_session_infoof| XM&stL|Ct EzZTCP_Status Agi0] M3t 20| AIRSIAAIR.

i

Parameters

int session_number

TCP/IP H{M4 H&™E =HOZ 08E A|ZStH get _tcpip4_session_counte| dist Zt
Bt 3AL 22 5= S

char *out_session_info
TCP/IP H{™4 M7 HEE ZOIE YL|Ct out_session_infoe| 3 7|= 256H0|E O]
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Return values

get_tcpip4_session_info= out_session_infoof TCP/IP4 H{F4 HEHEE MESt=H M3

o
St 12 gretstn JFX| o™ 02 greretL|oh.

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[256];
int err = 0;
int idx;

int tcpip4_count;

int res = EzTCP_Status(out_eztcp_info.mac_address, out_eztcp_info.search_port, &err);

if(res == EZTCP_SUCCESS)

{
tcpipd_count = get_tcpipd_session_count();
for(idx = 0;idx < tcpip4_count;idx++)
{
if(get_tcpipd_session_info(idx, buf) == 1)
{
memset(buf, 0x00, 256);
printf(“[TCP/IP4] SESSION #%d\r\n%s\r\n”, idx, buf);
3
}
}
else if(res == EZTCP_ERR)
{
if(err < 0)
{
printf(“The requested operation has failed.[Error : %d]\r\n”, err);
}
else if(err > 0)
{

#if defined(__LINUX)

printf(“Error[%d] %s\r\n”, err, strerror(err));
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#elif defined(_WINDOWS)
LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |
FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, err, (char*)l1pMsgBuf);
#endif

See also
EzTCP_Status, get_status_string_length, get_status_string, get_tcpip4_session_count,

get_tcpip6_session_count, get_tcpip4_session_info, get tcpip6_session_info, EzTCP_CloseTcplp4,
EzTCP_CloseTcplp6.

Remarks

out_session_infoo| 37|= 256HI0|E O|AMO| E|O{OFgtL|LCE.

8.7 get_tcpip6_session_info

int get_tcpip6_session_info(int session_number, char *out_session_info);

Description

M Z(ezTCP) MEfHE ZojA session_numberzt Jt2|7|&= TCPIP HH6 TXHEE
out_session_infoof| XM&stL|Ct EzZTCP_Status Agi0] M3t 20| AIRSIAAIR.

Parameters

int session_number

TCP/IP H{T6 HE&™EE ~HOR 05E A|ZSIH get tcpip6_session_counto| Hist Zf
2ot 3AAL 22 = glsLth

char *out_session_info
TCP/IP H{™6 MM E7 AHZE ZOIEQL|Ct out_session_infoe| 3 7|= 256HIO|E O]
0| E[ofofgtL|Lt.
Return values
get_tcpip6_session_info= out_session_infoo| TCP/IP4 HT6 HEHEE XNESl=H HZ
St 12 oretstn QX GIo® 03 Hretetl|t.

Examples

| struct eztcp_info out_eztcp_info;
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int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[256];
int err = 0;
int idx;

int tcpip6_count;

int res = EzTCP_Status(out_eztcp_info.mac_address, out_eztcp_info.search_port, &err);

if(res == EZTCP_SUCCESS)

{
tcpipb_count = get_tcpip6_session_count();
for(idx = 0;idx < tcpip6_count;idx++)
{
if(get_tcpip6_session_info(idx, buf) == 1)
{
memset (buf, 0x00, 256);
printf(“[TCP/IP6] SESSION #%d\r\n%s\r\n”, idx, buf);
}
}
}
else if(res == EZTCP_ERR)
{
ifCerr < 0)
{
printf(“The requested operation has failed.[Error : %d]l\r\n”, err);
3
else if(err > 0)
{

#i1f defined(__LINUX)

printf(“Error[%d] %s\r\n”, err, strerror(err));
#elif defined(_WINDOWS)

LPVOID TpMsgBuf;

FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER | FORMAT_MESSAGE_FROM_SYSTEM |

FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err, MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT),
(LPSTR)&1pMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, err, (char*)lpMsgBuf);
#endif

Sollae Systems. Co., Ltd. -9- http://www.sollae.co.kr



http://www.sollae.co.kr/

ezManager Library ~AM&Ar MEHA

}
3
See also
EzTCP_Status, get_status_string_length, get_status_string, get_tcpip4_session_count,
get_tcpip6_session_count, get_tcpip4_session_info, get tcpip6_session_info, EzTCP_CloseTcplp4,
EzTCP_CloseTcplp6.
Remarks

out_session_infoo| 37|= 256HI0|E O|AMO| E|O{OFgtL|LCE.

8.8 EzTCP_CloseTcplp4

int EZTCP_CloseTcplp4(unsigned char *mac_address, int session_number,

char *password, int *error);

Description
M| Z(ezTCP)Q| TCP/IP T4 H<& =0f| A session_numberzt 7I2|7|= H&0| MEf7F Huet
20 Ae 1 MaAMEE MaZ2 2 wASH|CH EZTCP Status A3o| MBIt A0 AL
}MA|9.

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE A23}0] ZAME K Z(ezTCP)2| MACTEA QL|Ct,
int session_number

TCP/IP H{T4 HEHE ~HOo=2 05E A|ZstO get _tcpipd_session_counto| Hist Zf
ot 3AL Z& & s

=
char *password

ME(ezTCP)Of| HEH2 7l A™E 42 X AEE0QUes HEHZ I KMYE ZQHY
L|C}.
int *error

[ok

b 20| 2Oe 39 2F 20l MEE U

Return values

EzTCP_CloseTcplp4e| gtst Zte Cr2at Z&LCh

EZTCP_SUCCESS
MEZezTCP)o| 27 e 4382z X

EZTCP_ERR

03‘-

8}3 EZTCP_SUCCESSZ HstetL|Ct,

—
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EzTCP_CloseTcplpdaddt =& 3571 ghAist ZQ EZTCP_ERRE tsigtL|Ct O] EL
erroro| 25 M2 MHESLCL
RF HZ Ut 0ELC 22 FR0= ot &2 wS 7HE = USLICh

EZTCP_ERR_NO_INFO

mac_addressg 7}xl X E(ezTCP)2 A2 %= 9= Z20|= EZTCP_ERR_NO_INFO
Z erroro| XAtstL|C}.

EZTCP_ERR_PWD_LENGTH

passwordo| — E¢t  HTwso| Bx¥ o7t  |@sx|  gon
EZTCP_ERR PWD_LENGTHE erroroj MZESHL|C H|UHS = 4~ 8xtQIL|C}

EZTCP_ERR_RES

R Z(ezTCP)22EE SES £AlSIX| £}H EZTCP_ERR RESZ erroro| st
c}.

EZTCP_ERR_PWD

HZezTCP)of HEE HRZe Qo HEHDIE  LXSHX]  RoH™
EZTCP_ERR_PWDZ erroro| XZstL|ct.

EZTCP_ERR_UNKNOWN
HZEezTCP)OZEE & £ Q= QEHSZE £AlS AL EZTCP_ERR_UNKNOWN
= errorof XZ&stLct.

LEHZIL 0L 2 B0 e g 2 T AR AILEOAM e 2RHSYL|CH

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[256];
int err = 0;
int idx;
int tcpip4_count;

unsigned char *mac_address = out_eztcp_info.mac_address;

int res = EzTCP_Status(mac_address, out_eztcp_info.search_port, &err);
if(res == EZTCP_SUCCESS)

{

tcpipd4_count = get_tcpip4_session_count();

err 0;

res EzZTCP_CloseTcpIp4(mac_address, 0, NULL, &err);
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if(res == EZTCP_SUCCESS)

{
printf(“sSuccess.\r\n”);
3
else if(res == EZTCP_ERR)
{
if(err < 0)
{
printf(“The requested operation has failed.[Error : %d]l\r\n”, err);
3
else if(err > 0)
{

#if defined(__LINUX)
printf(“Error[%d] %s\r\n”, err, strerror(err));
#elif defined(__WINDOWS)
LPVOID TpMsgBuf;
FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER |
FORMAT_MESSAGE_FROM_SYSTEM | FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err,
MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT), (LPSTR)&IpMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, err, (char*)lpMsgBuf);

#endif
}
}
}
3
See also
EzTCP_Status, get_status_string_length, get_status_string, get_tcpip4_session_count,

get_tcpip6_session_count, get_tcpip4_session_info, get tcpip6_session_info, EzTCP_CloseTcplp4,
EzTCP_CloseTcplpé6.

Remarks

8.9 EzTCP_CloseTcplp6

int EZTCP_CloseTcplp6(unsigned char *mac_address, int session_number,

char *password, int *error);

Description
X Z(ezTCP)Q| TCP/IP {6 F<& =0 A session_numberzt 7}2|7|= &0 MEf7F Mot
20 42 1 YSMHE H4TEE #HPGTL L EZTCP_Status 430 433 20| AE
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Parameters

unsigned char *mac_address

EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACTEA LT}
int session_number

TCP/IP H{Tl6 H&HE &~HO=Z 0FE A|XSIH get_tcpip6_session_counto|
Bot 3AL ZE 5+ YEUChL
char *password

M= (ezTCP)Of| BRI 2FE &
L|c}.

HEs} 7t

—

int *error
|.

ok

T 20| 2Ijjet &

Return values

EzTCP_CloseTcplp62| &t

EZTCP_SUCCESS

HZezTCP)O| 27 ¢t d3H22E XMYSHH EZTCP_SUCCESSE HtetetL|Ct.
EZTCP_ERR
EzTCP CIoseTcpIp6

Ae HHASE 49 EZTCP_ERRS i
erroro| @& HZ 2 X ASL|CE

2F H=It 0L} %2 4
EZTCP_ERR_NO_INFO
mac_addressg 7%l X E(ezTCP)2 %S + o= 3
£ errorof M gLk
EZTCP_ERR_PWD_LENGTH
passwordoj &3t H|ZHsO 2XF o7 /=R
EZTCP_ERR_PWD_LENGTHZ errorof &g
EZTCP_ERR_RES

J Szsix  gow
FSHL|CE H|UHS = 4 ~8XtQIL|CE
HMZ(@EzTCP)CEEE 2T 2ASK| &2

c}.

EZTCP_ERR_PWD

HZEEzTCP)of MEE HZUHze st  HYHMSIE LX|BIX]|
EZTCP_ERR_PWDZ errorof X stL|Ct
EZTCP_ERR_UNKNOWN

HMZ(ezTCP22FE & =
= errorof Mgt

sisfLct 0] A2

&M EZTCP_ERR RESZ errorof &=

of
EASh]

Mt 0LLC) 2 2
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Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)
{
char buf[256];
int err = 0;
int ddx;
int tcpip6_count;

unsigned char *mac_address = out_eztcp_info.mac_address;

int res = EzTCP_Status(mac_address, out_eztcp_info.search_port, &err);

if(res == EZTCP_SUCCESS)
{

tcpipb_count = get_tcpip6_session_count();

err 0;

res = EzTCP_CloseTcpIp6(mac_address, 0, NULL, &err);

if(res == EZTCP_SUCCESS)

{
printf(“success.\r\n”);
}
else if(res == EZTCP_ERR)
{
if(err < 0)
{
printf(“The requested operation has failed.[Error : %d]\r\n”, err);
}
else if(Cerr > 0)
{

#if defined(__LINUX)
printf(“Error[%d] %s\r\n”, err, strerror(err));
#elif defined(_WINDOWS)
LPVOID 1pMsgBuf;
FormatMessage (FORMAT_MESSAGE_ALLOCATE_BUFFER |
FORMAT_MESSAGE_FROM_SYSTEM | FORMAT_MESSAGE_IGNORE_INSERTS, NULL, err,
MAKELANGID(LANG_NEUTRAL, SUBLANG_DEFAULT), (LPSTR)&1pMsgBuf, 0, NULL);

printf(“Error[%d] %s\r\n”, err, (char*)lpMsgBuf);
#endif
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1
}
}

1

See also

EzTCP_Status, get_status_string_length, get_status_string, get_tcpip4_session_count,

get_tcpip6_session_count,  get_tcpip4_session_info, get tcpip6_session_info, EzTCP_CloseTcplp4,

EzTCP_CloseTcplp6.

Remarks
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9.1 get_version

int get_version(unsigned char *mac_address, char *out_version);

Description

get_version2 X|Z(ezTCP)C| 0| BT S HretstLc.

dt el

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ A2310] AME K| Z(ezTCP)2| MACFEA QI L|LCH
char *out_version

Yol HTHOo| MEE ZoIHYLC

Return values

get_version2 out_version0f | Z(ezTCP)2| HYO| HAES XMASt=0 HIstH 12 Htstst
L|C}.

mac_addressg 717l HE(eTCP)2 B 4 gie A0 -12 urskeiLct,

Examples

struct eztcp_info out_eztcp_info;

int ret = get_eztcp_info_by_index(0, &out_eztcp_info);

if(ret == EZTCP_SUCCESS)

{
char buf[8];
memset(buf, 0x00, 8);
if(get_version(out_eztcp_info.mac_address, buf) == 1)
{

printf(“Firmware version : %s\r\n”, buf);

See also

Remarks

Hlof MM 11AQF Z0| =Xt2 E F #3z 1Xt2], £ Mz 1xj2| dz2|la 8oz & I
gz 1X2[E AFEELIL
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9.2 is_ip6

int is_ip6(unsigned char *mac_address);

Description
iS_ip6= X|Z(ezTCP)O| TCP/IPV6 7|52 AIRY = QUE=X| &QIgtL|Ct,

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAMEl X Z(ezTCP)2| MACEA QlL|LC}.
Return values

IS_ip6= X|Z(ezTCP)O| TCP/IPv6 7|

S2 MEE # USH 13 Hresta OX| o™ 0
gretetLct.
mac_addressg 7HZl X E(ezTCP)E &2 =+ Sl A0 -18 gretgtLct
Examples
See also
Remarks
IS_ip62| Htzt

dtetgre CHE 278 4ol et =et

Il
-
o

9.3 is _uart rs232

int is_uart_rs232(unsigned char *mac_address, int uart_index);

Description

is_uart rs232= uart_index2 X|™HE Al2|Y ZEJ} [AB]|Y ZE]Z RS-2322 A}
[EX| =elghL|C).

ol
ot

Parameters
unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZ At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH
int uart_index
HMZEzTCP)o Al2|Y ZE Moz 08H AlXgLCH

Return values

Sollae Systems. Co., Ltd.
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9]
rs
(BN
jo
T
fot
s
!
H
o
A
ol'l_O
I’_'E!
o

(=13

is_uart_rs232= H|Z(ezTCP)O| RS-2322 At2Y
S sttt
mac_addressg 7t%l ®|E(ezTCP)S &2 £ Qs &

+
30

Examples
See also

Remarks

9.4 is_uart _rs485

int is_uart_rs485(unsigned char *mac_address, int uart_index);

Description

is_uart _rs485= uart_indexz X|H
A=K 2olgtL|Ct.

S A

2 Al2lg ZETH [ME|E FRIZ RS-4858 AEY =+

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE A2310] ZAME X Z(ezTCP)| MACTEA QL|Ct,

int uart_index
X Z(ezTCP)O| AlZ|Y ZE +HOZ 08K A|ZEtL|LC}.

Return values

is_uart_rs485= uart_index £ X|HE A|2|Y ZEJ} RS-4852 At
St "X YoM 02 EHrzbshL| L

IS —
mac_addressg 7}xl | Z(ezTCP)2 XS = Q= A0 -12 dtstgtL|Ct

T HA

rir

Examples
See also

Remarks

is_rs4852| gtetgt2 che A o mat et & A&

o
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9.5 is _uart rs422

int is_uart_rs422(unsigned char *mac_address, int uart_index);

Description

is_uart_rs422= uart_index2 X|HE A2|¥ ZEJ} [A2|Y BRIZ RS-4222 M8
UA=X| =olgtL{C},

Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAMEl X Z(ezTCP)2| MACEA QlL|LC}.
int uart_index

HZ(ezTCP)Q| Al2|Y ZE #HOZ 0HE A|XHEHL|LCH,

Return values

is_uart_rs422= uart_ indexf X ™HE A2|Y EZEJ} RS-4222 Al2T £~ QoW 1
-'-|_—| :]_E-le Ol-ol:q 00 §|.'6'|-|_||:|.

s —

mac_addressg 7t% K Z(ezTCP)S A2 += ¢l= Z20= 12 grstetL|Ct

mjo
rx
ig

Examples
See also

Remarks

is_rs4220| geizre ch2 M 7o) mah Zatd & gLt

9.6 is_uart_ttl

int is_uart_ttl(unsigned char *mac_address);

Description

is_uart_ttle X|Z(ezTCP) A|2|Y ZEJ} [TTL] =8 7|52 AFE 4= QYLX| &It C}.

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE AL2310] ZAMEl X ZE(ezTCP)Q| MACEA QlL|CH

Return values
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is_uart_ttl2 X Z(ezTCP) A|Z|Y ZEJ} [TTL] 53 7|52 AIE £ QoW 12 diststn
X YoM 02 dtshstL|C}.

s— =

mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -18 gtststL|C)
Examples
See also

Remarks

9.7 is_uart_8_databit_only

int is_uart_8 databit_only(unsigned char *mac_address);

Description
is_uart_8 databit_only= X|Z(ezTCP) A|2|Y¥ ZE7} [HO|E|f H|E]Z 8H|EDt Al Jt5oh
x| =olgtL|ct.

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

Return values

is_uart_8 databit_only= X Z(zTCP)0| A|2|¥ ZEQ| HO|F HEZ 8SHED Al 7ts
s HQ 12 distsln QX @ool 02 HhEkstLIC
mac_addressg 7t%l X E(ezTCP)E 32 = gl B0 -12 utatstL|ct

Examples

See also

Remarks

9.8 is_uart_7_and_8_databit_only

intis_uart 7 and_8 databit_only(unsigned char *mac_address);

Description
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is_uart_ 7 _and_8 databit only= x| Z(ezTCP)0O| A|2|¥ ZEQ| [HO|E H|E]Z 7HEQ} 8
H{EDOH AFR 7}S3HX| SolstL|c}.

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ AI23t0] ZAMEl K Z(ezTCP)2| MACEA QlL|C}

Return values
is_uart_ 7 _and_8 databit only= x| Z(ezTCP)0O| Al2|Y
HIEDH AFE 7t % 12 Hhetsia O o™ 02 |
mac_addressg 7tz X E(zTCP)2 &2 =+ gle 420 12 Hfﬂml Ct.
Examples

See also

Remarks

9.9 is_uart_oneb5_stopbit

int is_uart_one5_stopbit(unsigned char *mac_address);

Description

is_uart_oneb_stopbit= K| Z(ezTCP) Al2|Y ZEV| [MX| HE]Z 15HEZ AIE £
X| =olgtL(ct.

rir

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE A23}0] ZAME X Z(ezTCP)2| MACTEA QL|Ct,

Return values

is_uart_oneb_stopbit= X|Z(ezTCP)O| A|2|Y ZEQ| [MX| HE]Z 15HEEZE A = QU
oM 1S HISfED K| UOW 02 HisisHL|CH

s—

mac_addressg 77l HZ(ezTCP)2 &2 £ Q= Z20= -12 gtststL|C)
Examples

See also
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Remarks

9.10 is_uart_dtrdsr

int is_uart_dtrdsr(unsigned char *mac_address);

Description
IS_uart_dtrdsr2 x| Z(ezTCP) A|2|¥ ZEJ} [DTR/DSR] 7|55 ARE £ U=X| QlshL
ct.

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

is_uart_dtrdsr2 x| Z(ezTCP) A|2|¥ ZEJ} [DTR/DSR] 7|5€ Al 4= QOoH 12 izl
St O™X| Qfo™ 05 gHretetL|Ct.

oS — L—

mac_addressg 7t7l HE(ezTCP)S A2 & Qe ZFR0& -18 HatstL|Ct.
Examples
See also

Remarks

9.11 is_uart_xonxoff

int is_uart_xonxoff(unsigned char *mac_address);

Description

is_uart_xonxoff= R|Z(ezTCP) A|2|Y¥ ZEJ} [E2 H|O{]2 XON/XOFFZ At2%

AL
= T Mo
gholgtL ot

—

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ A23}0] ZME X Z(ezTCP)2| MACTEA QL|Ct,
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http://www.sollae.co.kr/

ezManager Library ~ At8A MM

Return values

is_uart_xonxoff= X|Z(ezTCP) A|2|Y ZEJ} [E& H0{]2 XON/XOFFE At2%t 4= 9o
12 gtetsta Q"X Qo™ 02 ghetgL|Ct
mac_addressS 7T XM ZE(ezTCP)S &2 & gle d20& 12 gtatehct.

Examples
See also

Remarks

9.12 is_uart_tx_delay

int is_uart_tx_delay(unsigned char *mac_address);

Description
is_uart_tx_delay= X Z(ezTCP) Al2|Y¥ ZEJ} [HO|E H
gholgtL|ct.

4] 7158 A8 4 UK

ot
N

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values
is_uart_tx_delay= H|Z(ezTCP) Al2|Y ZEJ} [HO|E H
Btetstn Q=X o™ 08 HreterL|ot.

mac_addressg 7t%l ®E(ezTCP)S A2 £ Qs Z20

mjo

A8 = AW 1

mjo

S 4]

BES}SHL| O}

|_|‘I_

-1

rir
o

Examples
See also

Remarks

9.13 is_uart_data_frame _interval

int is_uart_data_frame_interval(unsigned char *mac_address);

http://www.sollae.co.kr
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Description
is_uart_data_frame_interval2 X|Z(ezTCP) A|2|Y ZE7} [HO|E] =Y Z+Z(10ms)] 7|
52 A% 3 UX| golgtL .

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH

Return values

Is_uart_data frame interval° X Z(ezTCP) A|E|°E* IE7
52 A8 £ QoW 12 gtsksin 13K %oH 02 ¢

oioje = ZtZ(10ms)] 7|
of 3
mac_addressg 7t%l M| ZE(ezTCP)2 &S =+ Sle ZR0e -18 ote

Examples
See also

Remarks

9.14 is_uart_separator

int is_uart_separator(unsigned char *mac_address);

Description
is_uart_separator= X Z(ezTCP) Al2|Y ZEJ} TEX} 7|58 AIRE £ Q=X =olgh|
C}.

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

T

Return values
iS_uart_separator= X Z(ezTCP) Al2|Y¥ ZEJ} TEX} 7|58 A2E 4 9lon 18 Htzl
Stn %X %od™ 02 dhskshL|
mac_addressg 7%l | Z(ezTCP)S iH2 2= ¢

T HA

rir

4d20= -12 gteterL| o)
Examples

See also

Sollae Systems. Co., Ltd. -8- http://www.sollae.co.kr
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Remarks

9.15 is_uart_tcp_nodelay

int is_uart_tcp_nodelay(unsigned char *mac_address, int uart_index);

Description
is_uart_tcp_nodelay= H|ZE(ezTCP) Al2|Y ZE7} [MEX|H 7|5 AI2UE] 7|52 At8Y
= UEX| =elgtL| .

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

is_uart_tcp_nodelay= x| Z(ezTCP) A
T Ao W 15 dretst "X o™
x

|
mac_addressg 7t%l ®|Z(ezTCP)2 &2 $ gl ZR0e -12 et ot
Examples
See also
Remarks

[H&EXH 7|5 ArEE] 7|52 A8 7t OfR= CHE H7E ol mat =at
C}.

11l
1
b4

9.16 is_uart_rfc2217

int is_uart_rfc2217(unsigned char *mac_address, int uart_index);

Description

is_uart_rfc22172 XN Z(ezTCP) Al2|Y EZEJ} [AME|Y ZE MA/ME] ME(RFC2217)] 7|5
2 ALY = A=A ZolgL o

Parameters

unsigned char *mac_address

Sollae Systems. Co., Ltd. -9- http://www.sollae.co.kr
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EZTCP_Search == EzTCP_ReadE A2310] ZAME X Z(ezTCP)| MACTEA QL|Ct,

Return values

Is_uart_rfc22172 | Z(ezTCP) Al2| Y

=
S AI8E 4 Qom 12 Hislstn QK|

ot
mac_address% 7bRl H| Z(ezTCP)2 X2 %L A
Examples
See also
Remarks

[MEl¥ ZE 2F/HE HSRFC2217)] 7|52 A& 7ts Off= HE 28 2o et et

2 & AsHch

9.17 is_uart_protocol

int is_uart_protocol(unsigned char *mac_address);

Description
is_uart_protocol2 X Z(ezTCP) Al2|Y ZEJ} [EREE] 7SS ARY = Q=X &olgt

L|C}.

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH

Return values

is_uart_protocol2 X Z(ezTCP) Al2|Y ZEJ} [EREZE] 7|5E MY £
g|-0|.—| j_Eijq oronq 00 I:!I-gl-ol-l__ll:l-

mac_addressg 7}7l X Z(ezTCP)E &S £ ¢l= d20|= 18 vtststL|Ct.

0
|0
r2
-
mjo
rE

Examples
See also
Remarks

S X CSE-T16, CSE-T32, CSE-T480 AL 7}
Ch 20t XMt W82 siHY HE AHBEHME

olr
Ot
ot i

o>

X% XYrts BYe X7 @ 4+ YsU
X
p i
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9.18 is_uart_tcp_server

int is_uart_tcp_server(unsigned char *mac_address, int uart_index)

Description
is_uart_tcp_server= uart_index2 X|&ME Al2|Y ZEJ} [EAMBE]Z T2S - TCP AHE

A8 = A=A =L Ch

Parameters
unsigned char *mac_address
EZTCP_Search == EzTCP_ReadE AM23}0] ZAME X Z(ezTCP)Q| MACTEA

YLt

int uart_index
M Z(ezTCP)2| Al2|Y ZE &HHoz 02H AZferLCt

I_

Return values
is_uart_tcp_server= uart_index2 X|™E Al2
ArEE &= e ™ 12 orehstn X QIoH 0

mac_addressg 7}xl | Z(ezTCP)S A2

Examples
See also
Remarks

= A3 40 mer ZHefE = AELCh

is_uart_tcp_servero| Hisizte Ct2 MY

9.19 is_uart_at_ command

int is_uart_at_command(unsigned char *mac_address, int uart_index)

Description
is_uart_at_command= uart_index2 X|™E A|Z2|Y ZEJ [EABE]Z ATC - AT YL
APESH & QI=X| sholIstL|C}.
Parameters
unsigned char *mac_address
1M E| B Z(ezTCP)2| MACFEA QlL|C}.

EzTCP_Search = EzTCP_ReadZ AL23}0f ZA4

int uart_index
http://www.sollae.co.kr
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M E(ezTCP)| AlZ|Y ZE o=z 02H ARt Ct

Return values
is_uart_at_command= uart_index2 X|™El A|2|Y ZEJ [EAMBE]Z ATC - AT HHE
ArEE = UQH 12 Htekstn X Qfo™ 02 HretetL o
A2 = Qe 4R0= -18 gt

mac_addressg 7t%l X E(ezTCP)S

Examples
See also
Remarks

shr2 CHE A7d o el 22t = USLCH

is_uart_at commande| ttst3

9.20 is_uart_tcp_client
int is_uart_tcp_client(unsigned char *mac_address, int uart_index);

Description
is_uart_tcp_client= uart_index2 X|™E A|2|Y ZEJ} [EABE]Z COD-TCP 2240|9f

EE M8 = UK gLt

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZ At8310] ZME X Z(ezTCP)Q| MACTEA QUL|C}

int uart_index
HZ@EzTCP)e| Al2|Y ZE & =E 0FH A|ZgL|C}

Return values
is_uart_tcp_client= uart_indexz2 X|HEl Al2
EE ALY = U 12 "ttt O™X| of
o xte A
=2 XK= T HA

mac_addressg 7%l X Z(ezTCP)

Examples
See also
Remarks

A ool et Z#ekE = ASL

=1 o
tehgte e 23

is_uart_tcp_cliento| gzl
http://www.sollae.co.kr
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9.21 is_uart_udp

int is_uart_udp(unsigned char *mac_address, int uart_index)

Description
is_uart_udp= uart_index2 X|HE A2|Y ZEV} [EMRE]ZE U2S - UDPE

=X| golgtcr.

Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl X Z(ezTCP)2| MACEA QlL|LC}.
int uart_index
HZ(ezTCP)Q| Al2|Y ZE #HOZ 0HE A|XHEHL|LCH,
8 = U

Return values

is_uart_udp= uart_index2 X|HE AlZ2|Y ZEJ} [EAMRE]Z U2S - UDPE A}
oM 18 Hizkstn X Yol 02 diskstL|C}.

mac_addressg 77l HZ(ezTCP)2 &2 = ¢

[

=

Examples
See also
Remarks

o2 CHE 43 4of met Hetd = JASLIC

is_uart_udpo| gtsizte

9.22 is_uart_serial modbus
int is_uart_serial_modbus(unsigned char *mac_address, int uart_index)

Description
is_uart_serial_ modbus= uart_index2 X|™HE= Al2|Y ZEI} [E
Modbus/TCP & At2Y = QU=X| ZolgtL|Ct.

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZ Atg3l0] ZAd

SURE]Z A2

5| | Z(ezTCP)Q| MACZEA QIL|LC}.

int uart_index
http://www.sollae.co.kr
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HNEEzTCP)2| Al2|¥ ZE +=HOZ 08 H A|&gL|CH
Return values

is_uart_serial_modbus= uart_indexz XM=
Modbus/TCPE AF23t 4= Qlom 12 Histstn X YO 08 HHErsL|CY.

mac_addressg 7t% K ZE(ezTCP)S A2 £ ¢l Z0= 12 ghstgtL|Ct
Examples
See also

Remarks

Is_uart_serial_modbuso| Etztzte Cr2 A3 Zhof| w2t 2etE £ &L CH

9.23 is csc_hr2

int is_csc_hr2(unsigned char *mac_address);

Description
is_csc_hr2= mac_address7}t 7}2|7|= X|Z(ezTCP)O| CSC-HR2QIX| &QIstL|C},

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QIL|CH

Return values

is_csc_hr2= mac_address7t 72|7|= W Z(ezTCP)O| CSC-HR20|H 12 Htststn JEHX|
orony 02 HFSISIL|CH

mac_addressg 7I%l HE(ezTCP)2 &2 £ %= 4dR0= -18 grsigtL|Ct.

o

rir

Examples
See also

Remarks
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9.24 is io

int is_io(unsigned char *mac_address);

Description

is_io= mac_address7t 7}2|7|= X Z(ezTCP)O| CIX|E QU1 =2 ZEE X|dst= HE
QIX| =olghL|ct.

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl X Z(ezTCP)2| MACEA QlL|LC}.

Return values

is_io= mac_address7t 7t2|7|= X ZE(ezTCP)O| C|X|Y ¢lzdnt
Biskstn QK| @od 02 vraietL|ct

Ss—

mac_addressg 71Zl X E(ezTCP)E &g = Q& &R0l -18 ghetghct

T
1
H
Im
mujn
Ral
o
ot
2
[EEN
mjo

Examples
See also

Remarks

9.25 is_io_output_automatic_initialize

int is_io_output_automatic_initialize(unsigned char *mac_address);

Description

is_io_output_automatic_initialize= 110 HZ0| [

X 7|3H(Modbus/TCP =
B Al SATE[X7|YE] 202 M| HFH] 7S

O
A|._g_'c'>'l- 2= QI=X| =olstL|C}.

mjo nH)i
H:|
[m
,*.
H

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE AL2310] ZAME X Z(ezTCP)Q| MACEA QlL|CH

Return values
|s io output automatic_initialize= x| Z(ezTCP)0| [&H MEf x7|3HModbus/TCP H

% E
52 A SAZE[AVINE) Ao A W52 ABY + UM 12 v I
@m otom 0S HtEbetL|C}.
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mac_addressg 77l XN ZE(ezTCP)2 2 £ 9= AR0|s -12 utsstL|C},
Examples
See also

Remarks

9.26 is_event_notification

int is_event_notification(unsigned char *mac_address);

Description

is_event_notification2 1/0 HZ0| [Y3 L= SHZE HAY LATXHY)] 7|52 A8
g = UA=X| gelgLct

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

is_event_notification2 | Z(ezTCP)O| [AU3 Ee= SHZE HZA LA(MXIHY)] 7|5 Al
8¢ = JoW 13 vtetstn J"HX| gie HbebohL| ot

mac_addressE 7%l K Z(ezTCP)S %2
Examples
See also

Remarks

9.27 is_wlan

int is_wlan(unsigned char *mac_address);

Description

is_wlang mac_address7t 7t2|7|= X Z(ezTCP)O| ZMME X|st= KN ZQIX| =QIgkL|Ch.
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Parameters

unsigned char *mac_address

EzTCP_Search == EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.

Return values

is_ wlna2 mac_address?t 7}2|7|= HZ=(ezTCP)0O| ZMH:ES X|&
@om 02 HretgtL(Ch

mac_addressg 7}7l X E(ezTCP)S %S £ ¢l= d20|= 18 utststL|Ct.

Examples
See also

Remarks

9.28 is_wlan_soft_ap

int is_wlan_soft_ap(unsigned char *mac_address);

Description

is_wlan_soft_ ap= M HEZO| [RME ZJF]Z Soft APE ALY £ Q=X| =0l

[= = T M

Parameters

unsigned char *mac_address

gL Ct.

—/ L

EzTCP_Search === EzTCP_ReadE At2310] ZAME K| Z(ezTCP)2| MACEA QlL|LC}.

Return values
is_wlan_soft ap= fAz HEZ0| [RMHM ZER]Z Soft APE AIRE
I X o™ 02 dtetetL|Ct.

mac_addressg 7}% | Z(ezTCP)2 A2 %= 9

=2
XE T HA

rir

Examples
See also

Remarks

Sollae Systems. Co., Ltd. -17 -
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9.29 is wlan_antenna

int is_wlan_antenna(unsigned char *mac_address);

Description

Is_wlan_antenna= ZM3 HE0| [QHE|L] M 7|52 AFRE £ JUEX| olgtL|ct

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At23}0] ZME X Z(ezTCP)| MACZE

>
o
-
_IT|_

Return values

is_wlan_antenna E Mt MEO| [HEIL] M 752 MY = USH 12 gtekstn O
=X tod 0g %E.LIE}

g

mac_addressg 7t7l HE(ezTCP)S A2 & Qe ZFR0& -18 HatstL|ct.
Examples
See also

Remarks

9.30 is_wlan_phy_mode

int is_wlan_phy mode(unsigned char *mac_address);

Description

is_wlan_phy_modex Mz x| Z0| [£M DIHHIS AEF = A=K QAR CL

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.

Return values

is_wlan_phy_mode= ZMz4 HEZO0| [
X Qoo 02 uteketLc.

mac_addressg 7%l XM E(ezTCP)S &S = s A0 -18 gtetstL
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Examples
See also

Remarks

9.31 is_wlan_background_scan

int is_wlan_background_scan(unsigned char *mac_address)

0| M [Background Scan]&

Description
is_wlan_background_scan2 fMz K EZo| [2M DFMHIE T
Al._g_‘c‘é _/'\_ Ol"Xl 9_|-O|o|-|_||:|-

Parameters
| M Z(ezTCP)2| MACFEA QlL|C}.

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ At23%t0] A

Return values
is_wlan_background_scang Z Mz F|Zo| [RM DnZMHEIE =
18 gtetstya X %o 08 vretetL|ct

= Q= dR0= -12 BrategLrt

lQ 3 A~ e
NBE F 9o B
27(2

= X=

mac_addressE 7}%l M| Z(ezTCP)

Examples
See also

Remarks

9.32 is_wlan_rsn
int is_wlan_rsn(unsigned char *mac_address)
Description
is_ wlan_rsn2 ZM28 X|Z0| RSN(Robust Security Network)2 A28t = QI=X| =QlIgtL|Ct
Parameters
http://www.sollae.co.kr
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unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH

Return values
iIs_ wlan_rsng 224 Xl%OI RSN(Robust Security Network)2 A%t 4= Qo™ 1
T X YOW 02 HSKSiL|CH.

FEI

mac_addressg 7%l HE(ezTCP)2 &2 = gl FR0e -12 gL ot

mjo
rt
it
Of

Examples
See also
Remarks

RSNE X|sts 2M
EWSHL|CH 222 RSN X
s

9.33 is_wlan_authentication_type

int is_wlan_authentication_type(unsigned char *mac_address);

Description

is_wlan_authentication_typeS RSNZ X|8}X| Q%= ZAMa FZ0| AR 7HsSH WPA [9
= I:II-AI/OI-§§|. I:II-EI'I]O §|-O|0H_|[:|-

=3 = JL-d

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.

Return values

rx
]

LS|

=
AL
T

—

is_wlan_authentication_typeo| 0g ttztsi= 2
©2 WPAPSK-TKIP Q} WPA2 PSK — AESEH A%

=

is_wlan_authentication_typeo| 12 Htstste M K| Z2 WPA [Q1F HEA/QIS S} HEH]
O 2 WPAPSK - TKIP, WPAPSK — AES, WPA PSK — TKIP/AES,WPAZPSK TKIP, WPA2 PSK — A
WPA2 PSK — TKIP/AESE At2% 4 Q& L|C}.

mac_addressg 7t%l X E(ezTCP)S &2 5 o

rir

dR0l= -18 gteretLo}.
Examples
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See also

Remarks

9.34 is_wlan_wpa_enterprise

int is_wlan_wpa_enterprise(unsigned char *mac_address);

Description

Is_wlan_wpa_enterprises £M# HE0| 29 M FoAM [8021X]E ArEE £ UEX|
erolgtL tt

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

is_wlan_wpa_enterprise= M2 X Z0| 2Ot AN Z0|A [802.1X]2 AtRE £ QoM 1
S dpslsln K| %o 0% HEbSHL| O}

mac_addressg 7t%l X E(ezTCP)S #2 £ 9l A0 & -18 tatstL|ct
Examples
See also

Remarks

9.35 is send mac_address

int is_send_mac_address(unsigned char *mac_address);

Description

is_send_mac_address= X|Z(ezTCP)O| [MAC FA MZ] 7|52 A Y £ Y=X|
Ljct.

io
ro
ro

Parameters

unsigned char *mac_address
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EzTCP_Search == EzTCP_ReadE At23}0] ZAME X Z(ezTCP)Q| MACTEA

YLt
Return values
is_send_mac_address= X|E(ezTCP)O| [MAC FA HE] 7|52 AMEE = YU2W 15
ghstn QX fod 02 gtetgtLct
mac_address2 7txl K| ZE(ezTCP)S A2 £

—
EIETEI)1E74

Examples
See also

Remarks
is_send_mac_addresso| &l

g Aol weEk ZetE = AsLICh

9.36 is_ssl

int is_ssl(unsigned char *mac_address);

Description

is_ssl2 H|Z(ezTCP)O| [SSL HQ

I

FSAM12 A8
Parameters
unsigned char *mac_address
EzTCP_Search == EzTCP_ReadZ Al23tof Z

M E| H|Z(ezTCP)O| MACEA

F4a YL Ch
Return values

is_ssl2 X|Z(ezTCP)O| [SSL HQLE

Mg AFY £ ol 12 Hisistn K| YOH 02
CIE= R s
mac_addressg 7%l K| Z(ezTCP)S #2 2= 9

Examples
See also

Remarks

is_sslo| stz

ofoll et EerE 5 ASLC
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9.37 is_ssh

int is_ssh(unsigned char *mac_address);

Description

is_sshi= X|Z(ezTCP)O| [SSH HQtEM]S AH8E = UA&X| =olgtLch

r

Parameters

unsigned char *mac_address
EzTCP_Search == EzTCP_ReadE At2310] ZAMEl X Z(ezTCP)2| MACEA QlL|LC}.

Return values
is_ssh2 X|Z(ezTCP)O| [SSH HOIEM]S ALEE £ UoW 18 dtEtstn X Uo® 0
2 dtetetL|ct.
mac_addressg 7t%l X Z(ezTCP)2 &2 $ gl ZR0& 12 et ot

Examples

See also

Remarks

is_ssho| gtetgre Ch2 M3 ol wat et

s
oS
20
o>
I~
o

9.38 is_remote_debug

int is_remote_debug(unsigned char *mac_address);

Description

is_remote_debug= X Z(ezTCP)O| [CIHZ 21 B7|] 7|52 ALSE £ UEX| =olstL|ct.

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZ At8310] ZAME X Z(ezTCP)Q| MACEA QL|CH

Return values

is_remote_debugls | Z(ezTCP)O| [C]#Z 21 H7[] 7|58 AFRE = OU 12 Hisk}
T O eod 0g gttt

mac_addressg 7}l MB(e2TCP)2 &2 4 Q= FL0lL 12 ¢
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Examples
See also

Remarks

9.39 is_tcp_multi_connection

int is_tcp_multi_connection(unsigned char *mac_address);

Description

is_tcp_multi_connection2 X Z(ezTCP)O| [CIE &) 7|52 MY £ Y=X| &QIstL|Ct.

Parameters

unsigned char *mac_address
EzTCP_Search === EzTCP_ReadE At2310] ZAMEl K| Z(ezTCP)2| MACEA QlL|LC}.

Return values
is_tcp_multi_connection2 X|Z(ezTCP)O| [CIE K] 7|52 AIEE £ UOH 182 Hists}
n OEX o™ 02 gHhetetL|Ct
mac_addressg 77l HZ(ezTCP)2 %2 £ Q= Z20= -12 gtststL|C)

Examples

See also

Remarks

is_tcp_multi_connectiono| Htstzre Cr2 MA Ztof what Zhata 4 Q&L|Ch

[

9.40 is_power_management

int is_power_management(unsigned char *mac_address);

Description

is_power_management= X|Z(ezTCP)0| [MY &2|] 7|58 A3 & Q=X SHolstL|Ct.

Parameters
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unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At2310] ZAME X Z(ezTCP)Q| MACEA QIL|CH

Return values

o]
mjo
rt
o
Of

IS_power_management= H|Z(ezTCP)O| [Mel 2] 7|52 AI®E %= QYod 1
n O%X| o™ 02 greketL|Ct

mac_addressg 7t7l MB(e2TCP)IZ XS 4 gl FAL0lE 1

r

mjo

Htebet LT},
Examples

See also

Remarks

9.41 is_password

int is_password(unsigned char *mac_address);

Description

is_password= H| Y5 7} B Z(ezTCP)0| MH L0 QYe=X| SHolstLCt,

Parameters

unsigned char *mac_address
EzTCP_Search = EzTCP_ReadZE At8310] ZAME X Z(ezTCP)Q] MACEA QL|CH

Return values

is_passwords M E(ezTCP)0| HZ#MS7 MHEE|0{O P 12 Hrslsin X 200 02
uFSretL| C}.

mac_addressg 7}xl X Z(ezTCP)2 &t

rir
N
o
T
rigt
oot
i
Il

+ gl 3o

mjo

Examples
See also

Remarks
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